
T H E  E O S  3 . 0  W E T



E O S  3 . 0  W E T  F A M I L Y

L I G H T  D I S T R I B U T I O N

P R O D U C T  D E TA I L S

S T Y L E S

A V A I L A B L E  F O R  O R D E R 

S TA N D A R D  F I N I S H E S

Black, White & Silver

RECESSED
DIRECT

RECESSED PENDANT & 
SURFACE

PENDANT
DIRECT

L U X I L L U M I N A I R E . C O M

lm/w  

Up to 108

Lumen Packages  

375–1250 lm/ft

Configurations� 

2 ft – 8 ft  

Individual�Units�or�

Continuous�Row�Lengths

Fixed�CCT� 

27K, 30K, 35K, 40K

Tuneable�White� 

2700K – 6500K

CRI 

 +84 and +90

Gasketing�  Custom stamped 
gaskets to�ensure�a�perfect�
fit�and�seal.�

SURFACE
DIRECT

3.368 4

3.15 3.15

Introducing�the�EOS�3.0�Wet�Family.��Designed�with�the�same�features�and�

sophistication�as�our�EOS�3.0,�the�EOS�3.0�Wet� is�available� in�recessed,�

pendant�direct,� and� surface,� and� is�UL� listed,� suitable� for�wet� locations�

(under�covered�ceilings).�Perfect�for�exposure�to�the�elements,�making�our�

most�durable�and�weather�resistant�luminaire�the�ultimate�companion�to�

our�modern�interior�EOS�line.

Suitable for Wet Locations.




