
LED MR-16 GUIDE
Color-Coded & Engraved for Easy Identification

Note:
All Lamps tested in the MR-16 Bullet Light (SBL20). 
3rd Party tested lumens and beam spreads.  
Tested at 12 V A/C. Test results available online. 
Ambient Operating Temp. Range -30ºC to +45ºC (-22ºF to 113ºF).
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Most Popular Applications

80º XX-Wide 
Beam Spread

55º X-Wide 
Beam Spread

40º Wide
 Beam Spread

30º Medium 
Beam Spread

20º Narrow 
Beam Spread

Mini LED Lamps

SLBP250L

GY6.35 Bi-Pin Base LED
• 2.5 Watts, 9 - 20 Volt 

operating range
• 250 Lumen,  

Color Temp. 2750ºK
• IP67 Rated, 25,000Hrs.

SLSCB250L

Single Contact Bayonet LED
• 2.5 Watts, 9 - 20 Volt  

operating range
• 250 Lumen,  

Color Temp. 2750ºK
• IP67 Rated, 25,000Hrs.

SL3156250L

3156 S8 Wedge Base LED
• 2.5 Watts, 9 - 20 Volt 

operating range
• 250 Lumen,  

Color Temp. 2750ºK
• IP67 Rated, 25,000 Hrs.

SL921T5200L

921 T5 Wedge Base LED
• 2.5 Watts, 9 - 15 Volt  

operating range
• 200 Lumen,  

Color Temp. 2750ºK
• IP67 Rated, 25,000Hrs.

Flag Poles,  
Columns, Palm Trees

House  
Facade / Grazing

General  
Purpose Uplighting

Moonlighting / Wall Washing Wide Wall Washing

Beam 
Angle 
Engraved 
on Optic.

Technique: Shadowing

Blue 40º Wide Lamp

Grazing/ Two Story House 
Facade

Blue 30º Medium Lamp

Uplighting 30-40ft. 
Palm Tree

White 20º Narrow Lamp

Uplighting Columns/
Architecture

Green 20º Narrow Lamp

Uplighting 10-20ft. Trees

Green 40º Wide Lamp

Uplighting 20-30ft. Trees

Blue 30º Medium Lamp

Moon Lighting

Blue 55º X-Wide Lamp

Wall Washing / 10 ft. or lower 
plant material / 

MR-16 Area Light

Red 80º XX-Wide Lamp

Uplighting 30-40ft. Trees

Black 30º Medium Lamp

Uplighting 40+ ft.

White 30º Medium Lamp

40º 55º30º20º

80º

1120-A Goffle Rd, Hawthorne, NJ 07506 Ph: (973) 423-2303  www.cast-lighting.com

Shaded Information = NEW 3000K Color Temperature Lamps


