
PRODUCT FEATURES

LAMPING

LED Includes (2) 8.8 watt, 18.2 watts total, 337.5 total delivered lumens
Warm Color Dimming 90 CRI 3000K-2200K LED module. Dimmable
with most LED compatible ELV and TRIAC dimmers. 120v. Includes 12' of
field-cuttable cable.

Matte Black

CANDORA 34 CHANDELIER

ORDERING INFORMATION

700CNDR700CNDR LENG TH ( A )LENG TH ( A ) FINIS HFINIS H LA M PLA M P

 3434 34" BB MATTE BLACK -LEDWD-LEDWD INTEGRATED LED 90 CRI 3000-2200K 120V (T24)

Strong geometric lines nicely balanced by an open, airy silhouette•
High performance, energy efficient integrated LED light source at
both top and bottom with warm color dimming from 3,000K-2,200K
Color Temp and 90 CRI

•

Fully dimmable with most ELV dimmers to create just the right
atmosphere

•

Aluminum construction for light, durable structure•
Protected by a 5-year warranty. please go to www.lbllighting.com for
warranty details

•

12 ft. of covered cord included to adjust installation height. canopy
finish matches fixture finish

•

Matte Black

700CNDR700CNDR
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SPECIFICATIONS

HA RDWA RE M A TERIA LHA RDWA RE M A TERIA L Metal

S HA DE M A TERIA LS HA DE M A TERIA L Aluminum

NET WEIG HTNET WEIG HT 5 lbs

HEIG HTHEIG HT 40in

WIDTHWIDTH 34.3in

LENG THLENG TH 34.3in

U P LIG HT /  DOWN LIG HT /  BOTH?U P LIG HT /  DOWN LIG HT /  BOTH?

WET LIS TEDWET LIS TED

DA M P LIS TEDDA M P LIS TED Yes

DRY LIS TEDDRY LIS TED

M IN. HA NG ING  HEIG HTM IN. HA NG ING  HEIG HT 46.5in

M A X HA NG ING  HEIG HTM A X HA NG ING  HEIG HT 184.5in

TOTA L CORD LENG THTOTA L CORD LENG TH 144in

TOTA L S TEM  LENG THTOTA L S TEM  LENG TH

S TEM  QTYS TEM  QTY

S LOPED CEILING  A DA PTA BLE?S LOPED CEILING  A DA PTA BLE? Yes 45° Max

G ENERA L LIS TINGG ENERA L LIS TING ETL Listed

INCLU DESINCLU DES

CANDORA 34 CHANDELIER

LAMPING SPECIFICATIONS

 LED LA M PLED LA M P INTEG RA TED LEDINTEG RA TED LED NON LEDNON LED NO LA M PNO LA M P

DELIV ERED LU M ENSDELIV ERED LU M ENS 338

WA TTSWA TTS 18.2

M A X WA TTA G E PER BU LBM A X WA TTA G E PER BU LB 18.2W

INPU T V OLTA G EINPU T V OLTA G E 120V

DIM M ING  TYPE*DIM M ING  TYPE* ELV, TRIAC

CCTCCT 3000K-2200K

CRICRI 90 CRI

LED LIFETIM ELED LIFETIM E

L70L70 >50000

A V ERA G E BU LB HOU RSA V ERA G E BU LB HOU RS

FIELD S ERV ICEA BLE LEDFIELD S ERV ICEA BLE LED

LA M P BA S ELA M P BA S E Integrated LED

LA M P S HA PELA M P S HA PE Integrated LED

LA M P INCLU DED?LA M P INCLU DED? True

WA RRA NTY**WA RRA NTY** 5 Years

* Dimming information available at www.techlighting.com/Downloads#dimming
** Visit techlighting.com for specific warranty limitations and details.

T20 / T24 / JA8 INFORMATION

 
Inte g rate dInte g rate d

LEDLED
Re place m e ntRe place m e nt

LED Lam pLED Lam p
NoNo

Lam p *Lam p *

This product can be used to comply with
California Building Energy Efficiency
Standards 2016 Title  24Title  24  Part 6 / JA 8JA 8 .

Yes

This product can be used to comply with
California Appliance Efficiency Standards
2016 Title  20Title  20  and may be shipped to and
sold in California.

N/A

* If a light fixture or component does not include a lamp or light source, it is the responsibility of the
customer to select a lamp that meets the T24 and T20 requirements.
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http://www.techlighting.com/Downloads#dimming
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