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SPEC SHEETS AND IES FILES AVAILABLE ONLINE. Specifications subject to change without notice. LED option information on page 6.

110C-70H

18"

10 1/2"

I.D. = 3"

GUIDE: 110C-70H
ITEM # LENS LIGHT SOURCE

109-White  
110-Black

ACRYLIC 
Clear Beveled
A-Amber Beveled Diamond
C-Clear Beveled Diamond
F-Frosted Beveled

INTEGRAL BALLAST
METAL HALIDE ELECTRONIC, UNIVERSAL 
120-277V HPF 
50MH-(1) 50W 4Kv Medium Base   
70MH-(1) 70W 4Kv Medium Base  
HIGH PRESSURE SODIUM
MAGNETIC, 120V HPF 
35H-(1) 35W 4Kv Medium Base   
50H-(1) 50W 4Kv Medium Base   
70H-(1) 70W 4Kv Medium Base  

115-White  
116-Black

LED LIGHT SOURCE
E39 MOGUL BASE CORN COB 100-277v 
LC5*-24W 3120lm, Type 5  
LC3*-20W 3000lm, Type 3  
LCD*-24W 2400lm, Dark Sky 

CCT  
C-4K

LIGHT COMMERCIAL POST TOPS

COLONIAL

18"

13"

I.D. = 3"

115C-50MH

Posts accommodate Photo Control 320 or 688. See page 69. Posts sold separately.

LED, METAL HALIDE, & HIGH PRESSURE SODIUM
NON-CORROSIVE POST TOP LANTERNS

• Fits Most 3" O.D. Posts
• Maintenance Free 

Non-Corrosive Housing

• DLC Listed LED Lamp Option
• Lamp Included
• Made in the USA

               

*DLC Listed Lamp


