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2420
Polyethylene Decorative Slip On 
Base Cover for Standard 3" Post

I.D. = 3"
SPECIFY: (B) Black (W) White

No Hardware Included

2403
Die Cast Aluminum Flange base, Powdercoated Finish 

Anchor Bolts Included, for 8' -12' x 2.950" O.D. Posts only
SPECIFY: Black, (B) Bronze, or (W) White
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2405
Heavy Duty Aluminum Flange base, Powdercoated Finish
Anchor Bolts Included, for up to 14' x 2.950" O.D. Posts

SPECIFY: Black, (B) Bronze, or (W) White
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2410
Spun Aluminum Base 

Cover for 2403 
Powdercoated Finish
SPECIFY: Black,

(B) Bronze, or (W) White
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2411
Spun Aluminum Base 

Cover for 2405 
Powdercoated Finish
SPECIFY: Black,

(B) Bronze, or (W) White
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RESIDENTIAL POST ACCESSORIES

MOUNTING HARDWARE INCLUDED
Consult factory when ordering replacement fitters for fixtures with options: Refractors, Cylinders, etc.

Die Cast Aluminum
Medium Base Porcelain Socket, 4Kv Upon Request

Specify Option: (MG) Mogul Socket, (G) GU24 Socket
Example: 1721-MG

Polycarbonate
Medium Base Phenolic Socket

Specify Option: (G) GU24 Socket
Example: 1721P-G

1724 Black

1724B Bronze

1724W White
For 18" Globes with 5 1/4" Opening

Powdercoated Finish
I.D. = 3"

1721 Black 
1721B Bronze 
1720 White

For 10"-16" Globes and
11" x 17" Acorns with 5 1/4" Opening

Powdercoated Finish
I.D. = 3"

1721P Black

1720P White
For 10"-16" Globes with 5 1/4" Opening

I.D. = 3"
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FLANGE BASES & COVERS

CAST ALUMINUM & POLYCARBONATE POST TOP FITTERS

Anchor Bolt 3/8" x 12"Anchor Bolt M8 x 12"

Slip-On Polymer 
Decorative Post 

Cover


