
(A)  8-32 x 3/4
Steel Screw

(B)  Mounting Plate

Caulk Edge

(E)  Fixture Canopy
Assembly

(F)  8-32 Cap Nut

Insert 8-32 x 3/4" steel screws (A) 
[provided] into mounting plate (B).   
Attach mounting plate to the outlet box 
(Figure 4), with screw threads facing 
outward, using the outlet box screws (C) 
[provided].   Connect the wires from the 
outlet box and fixture.  Attach black 
fixture wire to black supply wire, white 
fixture wire to white supply wire and 
bare or green ground fixture wire to 
green ground supply wire using wire 
connectors (D).

SAFETY TIPS
READ IMPORTANT SAFETY TIPS BEFORE PROCEEDING WITH INSTALLATION

INSTALLATION INSTRUCTIONS

Turn fixture off!  (Place wall switch
in off position, if fixture has built-in
switch or chain pull, switch or pull
chain so fixture is off.)

Screw-in type fuses - unscrew
the fuse or fuses that control
the power to the fixture or
room you are working in.

Next - go to the main fuse box.
If your fuse box has an ON/OFF
switch, simply place main power
switch in OFF position.
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(A)  8-32 x 3/4
Steel Screw

(C)  Outlet Box
Screw

(D)  Wire
Connectors

Fixture Wire

(B)  Mounting Plate

Align mounting holes in the Fixture Canopy Assembly (E) 
with the 8-32 x 3/4" steel screws (A) in the mounting plate, 
position fixture over outlet box and hold the fixture against 
the mounting wall.  Secure fixture to the wall by tightening 
the two cap nuts (F) onto the 8-32 screws.  Tighten by 
using pliers to properly secure the fixture.  Once tightened 
against the wall, the edge between the Fixture Canopy 
Assembly  and wall should be caulked with an acrylic 
caulk (not supplied) to provide a water tight seal.

Align and insert the round ended pins on the bottom of the 
self ballasted lamp into the circular opening in the 
lampholder key hole slots. Grasp the base and rotate 
clockwise. Use lamp type specified on the fixture.

HOOD

BASE

 

This fixture may have an integral photo sensor that turns 
the fixture off during the day and on at night. The photo 
sensor is not adjustable. The fixture could possibly cycle 
on and off due to light reflected from nearby surfaces 
into the photo sensor. If cycling occurs, remove the 
photo sensor nut and install the swivel hood and base.

The hood and base are adjustable. The hood can be rotated and the base can 
be cut along the dotted line to reduce overall length. Check operation before 
cutting the base.

CLEAN ONLY WITH MILD SOAP AND WATER. 
AVOID SPRAYING WITH CLEANSERS, 
INSECTICIDES, AND PESTICIDES THAT A 
PETROLEUM BASED HYDROCARBON 
PRODUCTS. THESE WILL DEGRADE LUMINAIRE.

BALLAST REPLACEMENT INSTRUCTIONS
Product contains an integrated Lamp/Ballast combination. To remove, grasp plastic area on each side of bulb area and rotate counterclockwise. 
Replace with MAX 18W SBCFL(GU-24) that is marked with the UL and C, US Logo. Use SBCFL marked - Not for use where directly exposed to 
water. Do not use SBCFL marked - Not for use in totally enclosed luminaire. Use 18W SBCFL with 2700k color designation and with a minimum life 
of 10,000 or more hours.

If lamp is marked           it contains mercury.
Follow applicable disposal laws. See www.lamprecycle.org
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