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SPEC SHEETS AND IES FILES AVAILABLE ONLINE. Specifications subject to change without notice. LED option information on page 6.

ITEM # GLOBE LIGHT SOURCE FITTER MATERIAL

2001*-12" DIA
2002*-14" DIA 
2003*-16" DIA
2004-18"   DIA

POLYCARBONATE 
Opal
CL-Clear
SM-Smoke
PR-Clear 
Prismatic

INCANDESCENT 
See "INCANDESCENT MAX 
WATTAGES" table for info

POWDERCOATED
CAST ALUMINUM 
Black
BZ-Bronze
WH-White

POLYCARBONATE
BP-Black 
WP-White

LED LIGHT SOURCE

E26 MEDIUM BASE LED 
LE26-A19 800lm   

 CCT  
 C-4K 
 W-3K8000-10"  DIA

8001-12"  DIA
8002*-14"DIA 
8003-16"  DIA
8004-18"  DIA

ACRYLIC 
Opal
CL-Clear
SM-Smoke
PR-Clear Prismatic

GLOBE & ACORN LIGHTING

8017FA

20"

11"

I.D. = 3"

FITTER
I.D. = 3"

Posts accommodate Photo Control 320 or 688. 
See page 69. Posts sold separately.

GUIDE: 2017CL-LR12C-BP

*Not available in Clear Prismatic

GUIDE: 2002SM-LE26W-WH

COMPLETE GLOBE FIXTURE WITH FITTER FOR 3” POST

COMPLETE ACORN FIXTURE WITH FITTER FOR 3” POST

2018CL

RECOMMENDED EQUIVALENT 
INCANDESCENT MAX WATTAGES

DIA POLYCARBONATE ACRYLIC

10" - 75W
12" 100W 100W
14" 150W 150W
16" 150W 150W
18" 150W 150W

  Lamp Included

            

• Cast Aluminum or Polycarbonate Fitters
• Polycarbonate or Acrylic Globes

• Cast Aluminum or Polycarbonate Fitters
• Polycarbonate, Acrylic, or Polyethylene Acorns

                

ADD MG FOR MOGUL BASE
SEE PAGE 46 FOR HIGH WATTAGE 

LIGHT COMMERCIAL MODELS

ADD MG FOR MOGUL BASE
SEE PAGE 46 FOR HIGH WATTAGE LIGHT 

COMMERCIAL MODELS

Acorns & Globes have 
5 1/4” Neckless Opening

See Page 80 for Replacements

19"

11"

I.D. = 3"

ITEM # GLOBE/JAR LIGHT SOURCE FITTER  MATERIAL

2017
2018

POLYCARBONATE
CL-Clear Textured

INCANDESCENT 
(1) 150W MAX Medium Base

POWDERCOATED
CAST ALUMINUM 
Black
BZ-Bronze
WH-White

POLYCARBONATE
BP-Black 
WP-White

8017
8018

ACRYLIC
CL-Clear Textured
FA-Frost Textured

LED LIGHT SOURCE

120V LIGHTWAVE LED 
LR12- 13W 1000lm 
LR15- 15W 1400lm 
LR22- 22W 1800  
E26 MEDIUM BASE LED 
LE26-A19 800lm   

 CCT  
 C-4K 
 W-3K 

9017
9018

POLYETHYLENE
Opal Textured

CLR PRISMCLEAR OPAL SMOKE


