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TIGERWOOD EXOTIC HARDWOOD
Product Specifications

Composition
Tigerwood is a natural wood and one of the finest quality hardwoods available. KANDY’s 

tigerwood features a light golden-brown to reddish-brown coloring with exotic black and 
brown random streaks. Hence TIGERWOOD!

Manufacture
Quality control measures in place throughout the entire manufacture process, 

with a final thorough quality control inspection completed before product 
leaves factory. Wood is beveled on four sides of each slat.

Performance
Tigerwood is an extremely durable exotic hardwood. Naturally 

resistant to rot and decay, tigerwood offers a lifespan of more 
than 20 years.

Base
Interlocking floating floor tile base is a UV-stabilized 

support system made of polypropylene and other 
high density recycled products. Durable and 

flexible enough to handle natural expansion 
and contraction of the wood. In-built 
interlocking tabs on all 4 sides. No glue, 

grout or nails required for installation. Open 
profile allows for air circulation around the 

entire tile. Water and debris fall through and wash 
away underneath.

By the Numbers
  Janka hardness rating: 2160

  Tile Size 4SP: 12” x 12” (30.5cm x 30.5cm) 
  Tile Size Long: 12” x 24” (30.5cm x 61cm)

  Total tile thickness: 1 1/8” (29mm) 
  Tile weight: 4SP: 3.6 lbs (1.6 kg) | Long: 7.2 lbs ( 3.3 kg) 

  Wood slat width: 2 ¾” (70mm)       
  Box dimensions: 24.2” x 12.2” x 6.6” (615 x 310 x168 mm)         

  Box weight: 36 lbs. (16.3 kg)  
  Packing: 4SP: 10 tiles per carton | Long: 5 tiles per carton   
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Format Options

TIGERWOOD EXOTIC HARDWOOD
Product Specifications

Tigerwood Exotic Hardwood
4- slat Parallel  Long  
KAI-TIG-LONG-HW

Tigerwood Exotic Hardwood
4-slat Parallel
KAI-TIG-4SP-HW 

UV-stabilized Polyethylene Base   
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TIGERWOOD EXOTIC HARDWOOD 
Product Specifications

Care
Sweep or vacuum the outdoor flooring area clean of all debris and dirt then spray or rinse the 

balcony down with water. 

Mix a compatible cleaning solution with water in a bucket. Dip your push broom into 
the bucket and gently scrub the cleaning solution onto the surface of the floor. 

 
Rinse the balcony with water, from a hose or with clean water and your push 

broom. Carefully and completely remove the cleaning solution and allow 
the floor to dry. 

Fading
It's important to know that fading is normal and expected. Rest 

assured, fading does NOT  represent deterioration of the 
wood’s structural integrity.

How much fading you experience depends on what 
type of exposure your outdoor floor has.

 
Periodic application of UV protective coating 

will keep the colour of the wood as close 
to when it was first installed. Without a 
periodic application, your wood will, over 

time, fade to a silver-grey patina.

Lifespan
Exotic hardwoods have the longest lifespan of all the 

wood choices for outdoor decking materials.

Without UV protective coating treatment, these woods 
maintain their structural integrity and can last between 25 and 

50 years, depending on the specific type of wood, environmental 
exposure, and under normal wear and tear conditions.

Protective coating for hardwoods is  highly recommended.

Warranty
2-year manufacturer’s limited warranty against defects

For more detailed maintenance information, please refer to: 
KANDY MAINTENANCE & CLEANING INSTRUCTIONS
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