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RECYCLING TRUCK ASSEMBLY INSTRUCTIONS 

Enclosed within this box 

2 x Recycling Truck sides, 2 x Aluminium Rungs, 1 x 

Steering Wheel Rung, 2 x Steering Wheels, 1 x 

Timber Seat, 2 x Seat Brackets, 1 x Bolt Kit Bag 

Tools Required: Flat bench or work area, Allen Key 

and Shifting Spanner 

An extra helper will be of benefit. 

BOLTS – All bolts need to be placed into position and tightened finger tight only to begin. 

Assembly 

1) Hold each of the 2 Recycling Truck sides vertical approximately 1 metre apart.  

2) With the aid of your helper, place a rung into position at the top rear of the truck. 

3) Place a 30mm bolt through the hole in the side of the Recycling Truck and through 

the mounting plate welded to the rung. Place a washer over the bolt and thread a 

nut onto the bolt finger tight only. Repeat this procedure for the other hole in the 

same mounting plate.  

4) Repeat this step for the top front rung. The truck should now hold itself up. 

5) Place the lower rear rung into position and bolt it into place. 

6) The steering wheel rung mounts onto the very front pair of holes using the same 

method as the other rungs.  

7) Place the seat angle bracket into position and bolt them into place using 2 M8 x 

25mm bolts. The shorter side (25mm side) of the angle bracket sits up against the 

Recycling Truck side. Repeat for other side. A large washer on top of the timber is 

also required. 

8) Sit the timber seat on top of the angle brackets and bolt into place using 2 x M6 x 

25mm bolts on either side.  

9) With the Recycling Truck on a flat surface you can now tighten all of the bolts up. 

Start with at the rear of the truck and work forwards, tightening the seat down last.  

10) Steering Wheels are bolted on with 65mm bolts. Place a spring washer and nut on 

the outside of the tube. It is sometimes required to pack out the bolt with extra 

washers inside the steering wheel in order to ensure the nut can be fully tightened. 

These are supplied. 
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