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In 2007 Peachtree Audio introduced a new integrated 
amplifier that immediately and forever changed the 
amplifier landscape. This amplifier - our original Decco - 
was groundbreaking for its time. It had a unique industrial 
design with an aluminum front panel, a simple button and 
knob user interface and a rounded wood case finished with 
beautiful veneers. 

We now introduce nova 2.0 . . . a completely new 
generation of Peachtree integrated amplifiers that 
reimagines the original concept and takes it to an even 
higher level. Nova 2.0 is the culmination of everything 
we’ve learned as a leader in computer audio, plus a few new 
things we hadn’t gotten to - until now!

nova300 Amplifier Features

• ESS Reference 9018K2M Sabre DAC
•  32-Bit/384kHz PCM and 5.6MHz DSD 

(double-DSD) compatibility
• Extensive internal grounding
•  Asynchronous USB, Coax  

and (2) Optical inputs
•  Asynchronous iOS input for direct digital 

input from Apple Lightning devices - with 
exclusive Peachtree DyNEC (Dynamic-
Noise Elimination Circuit) technology

• Phono (MM) input

• Home Theater Bypass
•  Loop feature to add an external tube 

buffer, EQ or other processor into the 
signal path

•  HIGH OUTPUT discrete headphone 
amplifier

• Optional Wi-Fi module
•  Available in Gloss Ebony Mocha and  

Piano Black

nova300 Amplifier Design

Reference DAC 

The nova300 utilizes the highly regarded 
ES9018K2M SABRE32 Reference DAC, 
capable of accepting an extremely 
wide range of inputs all the way up to 
32-Bit/384kHz PCM and 5.6MHz DSD 
(double-DSD). The DAC exhibits exemplary dynamic range, jitter 
elimination and low noise characteristics to satisfy even the most 
demanding listeners

iOS Input - Introducing DyNEC  
(Dynamic Noise Elimination Circuit)  
for iPhone/iPad

The nova300 includes a dedicated 
asynchronous USB connection on the 
rear panel that provides a direct digital 
wired connection for Apple Lightning-equipped devices.  
Peachtree have developed DyNEC: the world’s first and only system 
to address and eliminate all audible power supply and screen noise, 
ensuring your music files are streamed free of any added noise -  
so your favorite music sounds its very, very best!

Home Theater Bypass (HTB) is Back!

This is one of our most requested features and it is included in the 
nova300! HTB allows for easy integration with a multi-channel 
preamp/processor or audio/video receiver (AVR) so that the power 
amplifier in the nova300 drives the front left and right speakers for 
stereo and multi-channel listening. 

Discrete Headphone Amp

Headphone fans will love the newly designed HIGH OUTPUT 
discrete low impedance headphone amplifier in the nova300. It 
easily drives any headphone on the market - superbly! The signal-
to-noise ratio of the circuitry will impress even the most dyed-in-
the-wool headphone enthusiast! When you plug headphones in, 
the speakers and preamp outputs are automatically muted and the 
volume knob becomes a dedicated headphone volume controller. 
Unplug the headphones, and the system reverts back to being an 
integrated amplifier.

Made in North America

The nova150 is designed and built in North America. The circuit 
boards are built, the amplifiers assembled and fully tested, then 
inspected at an ISO 9001:2008, 13485:2003 (Medical Devices) 
and MFi Certified Facility in Canada. Amplifiers are then shipped 
to us in North Carolina where the wooden case is installed and 
the final product inspected again! Building this product in North 
America was a coordinated team effort and a significant milestone 
in Peachtree’s history. We are extremely proud that the nova150 is 
designed and built in North America!

World-Class Preamplifier

The tube is GONE?!? Yes, it is. Because 
the new nova preamp is just too good! The 
newly-designed preamp section in the 
nova300 has a S/N ratio of 111dB. This is 
unheard of in its price range! Taking that 111dB S/N down to 88dB 
with a tube follower would sound like you’d thrown a blanket over 
your system.

Quiet as a Mouse

The nova300 utilizes an extensive power supply and grounding 
design to ensure the noise floor is pushed as far down as possible 
to allow the music to shine through. Optimal power supply filtering 
and grounding scheme prevents any unwanted noise from finding 
its way into the signal path. As a result, the nova300 achieves a 
remarkable dynamic range and signal-to-noise ratio. Turn up the 
nova300 to full volume without music playing, put your ear to the 
speaker and enjoy the lack of noise!

A New Generation of Power Amplification

The nova300 incorporates the latest generation of ICEPower 
amplification - with an impressive 300 watts per channel, capable 
of driving an extremely wide range of speakers with impedances 
as low as 2.5Ω and as high as 16Ω. ICEpower’s innovative and 
patented Hybrid Controlled Oscillation Modulator (HCOM) feedback 
and control techniques to ensure high output, wide bandwidth, 
low noise, robust stability and a simplified overall design. This new 
amplifier technology is extremely powerful, dynamic, quiet and 
most importantly... musical. 

Gloss Ebony Mocha

Piano Black
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