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ABOUT COLOUR

Colour variation is an inherent property of Limesite. In a single colour cast 
of tiles one can expect many shades of that colour to occur as well as blasts 
of white. The variation is what makes Limesite tiles so appealing. Colour 
variation is not a flaw and should be considered when specifying your 
projects.

TEXTURE | DIMENSIONS

Dimension surfaces have a lot of visible movement.  Our new improved 
Quad Coat sealer in June 2020 enhances the colour and texture on our 
Dimensions side of the tile. Surface imperfections are an inherent property of 
the Dimension side and is not a flaw but rather an aesthetic appeal.

The tiles are hand crafted and our quality control procedures will see to it 
that there is a level of consistency on the quality.

TEXTURE | SILK

Our Silk surface is a more stable looking surface texture and is smoother to 
the touch due to the in-mould finish. The tiles will still have colour variation 
but is not as pronounced as the Dimension side. For a more accurate 
understanding of what to expect on an installation please look at past 
projects.

Always look at samples in conjunction with images of projects for an 
understanding of the aesthetics.

TILE SHAPE AND COLOUR

Different tile shapes have different movements in the Limesite.  This means 
when choosing a Iva do not look at the Tri tile for an understanding of the end 
result rather look at a tile with a similar shape or past projects of that specific 
tile.
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CUSTOM COLOUR 
DEVELOPMENT

We pride ourselves in our R&D capabilities and through the years of 
development and perfecting Limesite we have also created a process that 
allows us to develop custom colours for clients.

This allows you to have a truly unique project. You provide us with a swatch 
preferably a Pantone and we will develop a colour match – keeping in mind 
that there will still be the variations of shades within the casts.

The colour is not an exact match but will be within a range. Like all new 
product developments, it is not an exact science and there is no guarantee 
that it will always be achievable to the expected standard however for a 
small fee it is worth the try for the potential outcome of a truly bespoke 
installation.

This option is great for hotels, lodges, restaurants and brands.
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LOWVELD COAL
P0L

DOVE GREY
P1

STANDARD TILE COLOURS
GREY TONES
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KIEPERSOL
P37

MOSS
P83

STANDARD TILE COLOURS
COOL TONES

BALLITO
P38

WOLKBLUE
P30

NOSSOB
P61
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LUNA
P68

SAINT
P35

STANDARD TILE COLOURS
WARM TONES

CORAL
P46

SYRAH
P58
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Cross Tile Dove Grey Dimensions
Private residential, Johannesburg, South Africa

© Storehaus Design
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150mm x 150mm
10mm thickness

80 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use*

CROSS
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PDM-DS-REV-OCT2020

CROSS TILE
TECHNICAL DATA SHEET 

Line Drawing (mm)

PACKAGING

BOX DIMENSIONS BOX B03 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

320 mm 175 mm 160 mm 34 0.41 m2 ± 8.45 kg 1000 mm 1231 mm 612 mm 54 ± 22.3 m2 ±475.3  kg

Dimensions finish: Luna Silk finish: Luna

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high-traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

TECHNICAL DATA

DIMENSIONS 150mm x 150mm THICKNESS 10mm

AREA 80 tiles / m2 ±  0.0120 m2  / tile WEIGHT ±  16 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor*

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

CROSS TILE
TILING LAYOUT POSSIBILITIES

2.1.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

DISCLAIMER 

TILE DISCLAIMER 

PDM-DS-REV-JUL2023 



17

Coral Dimensions

240mm x 25mm
16mm thickness

160 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

IVA
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PDM-DS-REV-OCT2020

IVA TILE
TECHNICAL DATA SHEET 

Dimensions finish: Lowveld CoalLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 240mm x 25mm THICKNESS 16mm

AREA 160 tiles / m2 ±  0.006 m2  / tile WEIGHT ± 32 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor*

PACKAGING

BOX DIMENSIONS BOX B01 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

155 mm 172 mm 250 mm ± 59 0.35 m2 ± 12.25 kg 1000 mm 1210 mm 631 mm 72 ± 25.99 m2 ± 901 kg

Silk finish: Lowveld Coal
Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 

to this image as an indication of the appearance & colour 
tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high-traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

IVA TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

TILE DISCLAIMER 

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

DISCLAIMER 

PDM-DS-REV-JUL2023 
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100mm x 193mm
10mm thickness

102 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

LENE
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PDM-DS-REV-OCT2020

LENE TILE
TECHNICAL DATA SHEET 

Dimensions finish: Lowveld CoalLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 193mm x 100mm THICKNESS 10mm

AREA 102 tiles / m2 ±  0.01 m2  / tile WEIGHT ±  20.40 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm ± 88 0.86 m2 ± 17 kg 1000 mm 1054 mm 756 mm 60 ± 51.74 m2 ± 1039 kg

Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

LENE TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 

Disclaimer: The Lene tile comes with distinct left and right sides, and is manufactured and supplied in this specific manner. It is crucial to adhere to the 
layouts provided in our technical datasheet, as these are the tested configurations that can be achieved accurately. Please ensure that the correct 
orientation is followed during installation to achieve the desired results.

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. These have been tried and tested for use in all indoor environments , outdoor 
environments, fireplaces, and wet areas. There are some limitations and must be considered in specification stage: We do not recommend the 
product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or pealing off. While the 
tiles are integrally coloured the full sun rays can lighten the pigment over time. The above is true for almost all surfaces where manufacturers 
recommend covered outdoor environments as opposed to full outdoor. UV RAYS are harmful to almost any man made material. Limesite tiles and 
surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like ponds, pools and 
steam rooms The heat from fireplaces can discolour the sealer. We do not recommend the tiles for inside a fireplace in direct contact with fire or if 
the heat around the fireplace is not deflected away from the wall. Fireplace designs contributes to whether soot will form around it , this is not the 
norm and an indication of a poorly designed fireplace. Ideally the soot must go out throughout the Chimney/vent and the heat must push out away 
from the fireplace. Consult closely with us when unsure and want to keep your manufacturer warranty.
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PDM-DS-REV-OCT2020

TILE DISCLAIMER 

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

DISCLAIMER 

PDM-DS-REV-JUL2023 
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193mm x 196mm
10mm thickness

35 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

LIM
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PDM-DS-REV-OCT2020

LIM TILE
TECHNICAL DATA SHEET 

Dimensions finish: TerracottaLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 193mm x 196mm THICKNESS 10mm

AREA 35 tiles / m2 ±  0.029 m2  / tile WEIGHT ±  22.75 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm 21 0.64 m2 ± 13.2 kg 1200 mm 1054 mm 756 mm 60 ±31.74m2 ± 628 kg

Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

LIM TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7. 8.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

TILE DISCLAIMER 

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Mini Subway Tile in Coral Dimensions
Hello Tomato & Senor Peri-Peri, Johannesburg, South Africa

©MOMOD
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180mm x 58mm
16mm thickness

93 tiles/sqm

Finish:
Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use 

MINI SUBWAY
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PDM-DS-REV-OCT2020

MINI SUBWAY TILE
TECHNICAL DATA SHEET 

Dimensions finish: BallitoLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 180mm x 58mm THICKNESS 16mm

AREA 93 tiles / m2 ±  0.0100 m2  / tile WEIGHT ±  32.55 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range) *

FINISH Dimensions | Adorn  (metallic decorative insert range, no silk finish)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm 45 ±0.49 m2 ±15.40 kg 1000 mm 1054 mm 756 mm 60 ± 27 m2 ± 943 kg

Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

MINI SUBWAY TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7. 8.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 



33

PDM-DS-REV-OCT2020

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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200mm x 200mm
10mm thickness

50 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

OBLIQUE
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PDM-DS-REV-OCT2020

OBLIQUE TILE
TECHNICAL DATA SHEET 

Dimensions finish: BallitoLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 200mm x 200mm THICKNESS 10mm

AREA 50 tiles / m2 ±  0.02 m2  / tile WEIGHT ±  22.5 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range) *

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)  

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm 42 ± 0.84 m2 ± 17.95 kg 1000 mm 1054 mm 756 mm 60 ±50.40 m2 ± 1096 kg

Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

OBLIQUE TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7. 8. 9.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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PDM-DS-REV-OCT2020

Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Wolkwhite Dimensions

240mm x 78mm
16mm thickness

52 tiles/sqm

Finish:
Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

SUBWAY
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SUBWAY TILE
TECHNICAL DATA SHEET 

Line Drawing (mm)

TECHNICAL DATA

DIMENSIONS 240mm x 78mm THICKNESS 16mm

AREA 52 tiles / m2 ±  0.019 m2  / tile WEIGHT ±  28.60  kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range) *

FINISH Dimensions | Adorn  (metallic decorative insert range)    

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B01 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

155 mm 172 mm 250 mm 18 0.35 m2 ± 10.55 kg 1000 mm 1210 mm 631 mm 72 ±24.62m2 ±778.6 kg

Dimensions finish: Lowveld Coal
Variation in size can be expected Limesite  is subject to variation in hue shade & texture. Refer 

to this image as an indication of the appearance & colour 
tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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SUBWAY TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7. 8.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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140mm x 140mm
10mm thickness

100 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

THIA
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PDM-DS-REV-OCT2020

THIA TILE
TECHNICAL DATA SHEET 

Dimensions Finish: LunaLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 140mm x 140mm THICKNESS 10mm

AREA 100 tiles / m2 ±  0.01 m2  / tile WEIGHT ±  25.6 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B03 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

320 mm 175 mm 160 mm 88 0.88 m2 ± 16.9 kg 1000 mm 1231 mm 612 mm 60 ±52.80m2 ± 1033 kg

Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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THIA TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7. 8. 9.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Ndebele Tile in Saint Silk, Coral Silk, Syrah Silk, Wolkwhite Silk, Wolkblue Silk and Dove Grey Silk
Motherland Linksfield, Johannesburg, South Africa

© Angie Batis Durrant
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Saint Silk

220mm x 50mm
10mm thickness

90 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

OBLONG 
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PDM-DS-REV-OCT2020

OBLONG TILE
TECHNICAL DATA SHEET 

Dimensions finishLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 220mm x 50mm THICKNESS 10mm

AREA 90 tiles / m2 ±  0.0111 m2  / tile WEIGHT ±  18 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)* 

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

155 mm 172 mm 250 mm 80 0.88 m2 ± 15.4 kg 1000 mm 1210 mm 631 mm 60 ±52.80m2 ± 943 kg

Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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OBLONG TILE
TILING LAYOUT POSSIBILITIES

3.*

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 

2.1.

4.

For layout 3 a 5mm grout spacing is required to achieve the tilling layout.* 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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100mm x 100mm
10mm thickness

100 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

PIXEL  

PDM-DS-REV-JUL2023 



52

Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PIXEL TILE
TECHNICAL DATA SHEET 

Dimension FinishLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 100mm x 100mm THICKNESS 10mm

AREA 100 tiles / m2 ±  0.0100 m2  / tile WEIGHT ±  20 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)* 

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

155 mm 172 mm 250 mm 88 0.88 m2 ± 18.17 kg 1000 mm 1210 mm 631 mm 60 ±52.8 m2 ±1105 kg

Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 WWW.WOLKBERG.COM 



53 PIXEL TILE
TILING LAYOUT POSSIBILITIES

1.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 

2.
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Dove Grey Silk

215mm x 160mm
16mm thickness

52 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall
Indoor & Covered outdoor use

LEAF
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PDM-DS-REV-OCT2020

LEAF TILE
TECHNICAL DATA SHEET 

Silk finish: Dove GreyLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 215mm x 160mm THICKNESS 16mm

AREA 52 tiles / m2 ±  0.019 m2  / tile WEIGHT ± 26 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall

PACKAGING

BOX DIMENSIONS BOX B03 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

320 mm 175 mm 160 mm ± 20 ± 0.39 m2 ± 11.25 kg 1000 mm 1231 mm 612 mm 54 ±21.55m2 ±626.5  kg

Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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LEAF TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Scallop Tile in Emerald Silk
Tapenade and Friends, Johannesburg, South Africa
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Lowveld Coal Silk

135mm x 190mm
10mm thickness

74 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

SCALLOP
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PDM-DS-REV-OCT2020

SCALLOP TILE
TECHNICAL DATA SHEET 

Silk finish: LunaLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 190mm x 135mm THICKNESS 10mm

AREA 74 tiles / m2 ±  0.014 m2  / tile WEIGHT ±  18.50 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B01 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

155 mm 172 mm 250 mm 32 ± 0.43 m2 ± 9.25 kg 1000 mm 1210 mm 631 mm 72 ±29.95m2 ± 685 kg

Dimensions finish: Luna
Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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SCALLOP TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Wolkwhite Dimensions

185mm x 185mm
10mm thickness

40 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use

TRI
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Variation in size can be expected

PDM-DS-REV-OCT2020

TRI TILE
TECHNICAL DATA SHEET 

Dimensions finish: LunaLine Drawing (mm)

TECHNICAL DATA

DIMENSIONS 185mm x 185mm THICKNESS 10mm

AREA 40 tiles / m2 ± 0.023 m2  / tile WEIGHT ± 16 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B02 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm 23 0.58 m2 ± 14.7 kg 1000 mm 1054 mm 756 mm 75 ± 43.13 m2 ± 1104 kg

Silk finish: Luna
Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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TRI TILE
TILING LAYOUT POSSIBILITIES

2.1.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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150mm x 30mm
10mm thickness

222 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covered outdoor use 

ALF
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PDM-DS-REV-OCT2020

ALF TILE
TECHNICAL DATA SHEET 

Line Drawing (mm)

TECHNICAL DATA

DIMENSIONS 150mm x 30mm THICKNESS 10mm

AREA  222 tiles / m2 ±  0.0045 m2  / tile WEIGHT ±  22.20 kg / m2

COLOURS  Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B01 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

155 mm 172 mm 250 mm 144 0.65 m2 ± 13 kg 1000 mm 1210 mm 501 mm 72 ± 46.6m2 ± 955 kg

Dimensions finish: Syrah Silk finish: Luna
Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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ALF TILE
TILING LAYOUT POSSIBILITIES

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

3.2.1.

4. 5. 6.

7. 8.

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Bau Tile in Nossob Silk
Fabrica do Prego, Cape Town, South Africa

© Talya Goldberg
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300mm x 50mm
10mm thickness

67 tiles/sqm

Finish:
Silk , Dimensions & Adorn

Suitability:
Wall & Floor
Indoor & Covred outdoor use 

BAU

Kiepersol Silk
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  
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BAU TILE
TECHNICAL DATA SHEET 

Line Drawing (mm)

TECHNICAL DATA

DIMENSIONS 300mm x 50mm THICKNESS 10mm

AREA 67 tiles / m2 ±  0.014 m2  / tile WEIGHT ±  23.45 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range) 

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS BOX B03 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm 51 0.72 m2 ± 16.25 kg 1000 mm 1054 mm 756 mm 54 ± 41.31 m2 ± 996 kg

Silk finish: Kiepersol Dimension finish: Emerald
Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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BAU TILE
TILING LAYOUT POSSIBILITIES

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch. 
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

3.2.1.

4. 5. 6.

7. 8.

PDM-DS-REV-JUL2023 

The indentations you may observe on the Silk side of the Bau tile are not defects arising from handling during production. They are intentionally crafted 
design elements that are part of the mold design. These deliberate features are intended to imbue the tile with a distinctive handmade appearance, 
showcasing an authentic and artisanal touch. As a result, variations in the indentations may be present across individual tiles, contributing to the 
charming character of each piece.

While we ensure that the Bau tiles are manufactured to the highest quality standards, we kindly advise our customers to embrace these deliberate 
irregularities as they contribute to the artisanal aesthetic of the product.

Disclaimer 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Variation in size can be expected

DIWA TILE
TECHNICAL DATA SHEET 

Line Drawing (mm)

TECHNICAL DATA

DIMENSIONS 1040mm x 120mm THICKNESS 22 mm

AREA 8 tiles / m2 ± 0.1248 m2  / tile WEIGHT ± 30.40 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Adorn  (metallic decorative insert range)

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall | Floor

PACKAGING

BOX DIMENSIONS WBEBO4 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

235 mm 208 mm 210 mm 40 5 m2 ± 199.7 kg 1000 mm 1054 mm 756 mm 75 ± 5.00 m2 ± 199.7 kg

Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 

Should the order exceed 5sqm a custom crate would have to be commissioned to package the order. 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

The information provided in the Diwa tile data sheet is intended for general reference purposes only. Please be advised that there is a tolerance of up 
to 10mm in length for these tiles due to the handmade nature of the product. 
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Wolkwhite Silk

300mm x 50mm
17mm thickness

67 tiles/sqm

Finish:
Silk Dimension on request

Suitability:
Wall 
Indoor & Covered outdoor use

HAUS
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Limesite  is subject to variation in hue shade & texture. Refer 
to this image as an indication of the appearance & colour 

tone only  

PDM-DS-REV-OCT2020

HAUS TILE
TECHNICAL DATA SHEET 

Line Drawing (mm)

TECHNICAL DATA

DIMENSIONS 300mm x 50mm THICKNESS 16 mm

AREA 67 tiles / m2 ±  0.0150 m2  / tile WEIGHT ±  40.96 kg / m2

COLOURS Origins | Meraki | Seasonal range  (see website for full colour range)*

FINISH Silk | Dimensions | Adorn  (metallic decorative insert range) 

MATERIAL Limesite™ (high performance, integrally coloured concrete)

SUITABILITY Indoor | Covered outdoor use | Wet Areas# USE Wall

PACKAGING

BOX DIMENSIONS BOX B03 FULL PALLET DIMENSIONS PALLET

L W H tiles area weight L W H boxes area weight

330 mm 182 mm 168 mm 30 0.45 m2 ± 13.75 kg 1000 mm 1200 mm 634 mm 54 ±24.3 m2 ± 761.50 

Silk finish: Lowveld Coal
Variation in size can be expected

Limesite™ tiles are suitable for outdoor use provided they are installed in a covered setting that offers protection from direct sunlight.

*Colour variance is an inherent property of our products as they are handmade and colour may vary from tile to tile. The onus is on the client to 
confirm colours by looking at physical samples and completed projects. 
Custom colour development is available on request. Please refer to the website for more information.
#Wolkberg recommends applying a protective nano coat layer of Wolkseal Diamond over tiles and grouting post installation. Please refer to the 
website for Care & Maintenance details.  
Please refer to our installation guide for application of tile in wet areas. 

Wolkberg recommends implementing a simple maintenance program in public and high traffic spaces.  

Disclaimer: All data is based on averages as our products are handmade and can vary from tile to tile.

For more information email: design@wolkberg.com

PDM-DS-REV-JUL2023 
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HAUS TILE
TILING LAYOUT POSSIBILITIES

3.2.1.

4. 5. 6.

7. 8.

These tessellations have been selected for their visual effect and beauty. We have taken into account tile dimensions and tile variations. We’re trying to 
take the mystery out of bespoke tiling - if you have any feedback please get in touch.
If you need further assistance, kindly email: design@wolkberg.com or design1@wolkberg.com

Copyright of tile style/dimensions and tessellations belongs to Wolkberg Casting Studios (Pty) Ltd

PDM-DS-REV-JUL2023 
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Wolkberg Tiles are made from Limesite which is a high performance cementitious mix , it is integrally coloured and uses our Quad Coat technology 
to be sealed on the Dimensions side and Wolkseal for Silk. 

These have been tried and tested for use in all indoor environments , outdoor environments, fireplaces, and wet areas. There are some limitations 
and must be considered in specification stage: 
We do not recommend the product for full outdoor use as the suns UV rays will definitely deteriorate the sealer resulting in either discoloration or 
pealing off. 
While the tiles are integrally coloured the full sun rays can lighten the pigment over time. 

The above is true for almost all surfaces where manufacturers recommend covered outdoor environments as opposed to full outdoor. UV RAYS are 
harmful to almost any man made material. 
Limesite tiles and surfaces are not recommended for areas where the product will be submerged in water or liquid for a long period of time like 
ponds, pools and steam rooms The heat from fireplaces can discolour the sealer. 
We do not recommend the tiles for inside a fireplace in direct contact with fire or if the heat around the fireplace is not deflected away from the 
wall. 
Fireplace designs contributes to whether soot will form around it , this is not the norm and an indication of a poorly designed fireplace. Ideally the 
soot must go out throughout the Chimney/vent and the heat must push out away from the fireplace. Consult closely with us when unsure and want 
to keep your manufacturer warranty.

TILE DISCLAIMER 

DISCLAIMER 

PDM-DS-REV-JUL2023 
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Wolkberg Mountain Range, Limpopo, South Africa
© Willie Botha
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ABOUT LIMESITE

SPECIFICATIONS

Wolkberg began the research and development of Limesite in 2013. This 
journey lead to a truly superior cementitious material like no other on the 
market with abundant opportunities in product design due to its unique 
aesthetic appearance and Wolkberg Dimensions surface.

Limesite does not use any reinforcing, glass fibre or polymer in its 
composition. The strength comes from carefully considered chemistry and 
production methods. This allows us to shape it into anything we can dream of 
and opens new doors of possibility in pre-cast concrete product design. No 
mess, no fuss.

Wolkberg's advanced casting and manufacturing processes ensure that a 
consistent, quality product leaves the factory sealed and cured to perfection 
which reduces the possibility of typical defects associated with concrete 
(cracking and shrinkage).

Wolkberg products are successfully used to create inspiring spaces by 
leading architects, interior designers and commercial brands across 
Southern Africa, and the world. Wolkberg’s range of surface finishes beckons 
every creative to dare and be different.

SURFACE WEIGHT 64kg / m2

STRENGTH 80mpa - 120mpa

THICKNESS 10mm - 25 mm (depending on range & product)

COLOUR OPTIONS Multiple (see page)

FINISH OPTIONS Silk or Dimensions

FEATURES Stain, scratch & heat resistant
Easy care and maintenance routine
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© All images belong to Wolkberg Casting Studios unless otherwise indicated.


