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BACK BLADE OWNERS MANUAL 
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MODELS: 
 

HW24X72X10 TRACTOR BLADE 10-FOOT 
HW24X96X12 TRACTOR BLADE 12-FOOT 
HW24X72X14 TRACTOR BLADE 14-FOOT 
HW24X96X16 TRACTOR BLADE 16-FOOT 

HW30X102X16 TRACTOR BLADE 16-FOOT 
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1 INTRODUCTION 

You have just purchased The Best Back Blade available in the snowplow industry 
today.  Your new Ebling Back Blade has been designed and built to provide many 
years of durable service.  Used properly, it will increase your productivity and allow 
you to plow more snow more efficiently than ever before. 

This manual provides safety, operation, and maintenance information for your new 
Ebling Back Blade.  Please read this manual before operating the unit, and follow 
the instructions and recommendations to keep your back blade in top operating 
condition all winter long.  Failure to do so may affect your warranty coverage. 

Ebling Snowplows and your local dealer will be your sources for replacement parts 
and service as they become necessary over the life of your back blade.  Feel free to 
contact us for maintenance, service, replacement parts, or any other assistance we 
can provide.  We are here for you! 

 

2 SAFETY PRECAUTIONS 

Improper installation or operation of your back blade could cause injury, equipment 
damage, and/or property damage.  Please read and understand the information in 
this manual before installing, operating, or making adjustments to this equipment. 

Throughout this manual, safety-related information and precautions are noted by 
one of the two safety symbols below, based on the severity of potential injury as 
defined. 

 

 

 

 

WARNING:  Indicates a hazard that, if not avoided, could result in 
death or serious injury. 

 
 

 

 

CAUTION:  Indicates a hazard that, if not avoided, may result in minor 
or moderate injury, or lead to equipment damage and/or property 
damage. 
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3 BACK BLADE FEATURES 

3.1 Back Blade 3 Point MOUNT 

The Ebling Back Blade is attached to the tractor using a 3 point plow mount, 
which is a welded and bolted framework that is attached to the backblades 
moldboard, and in turn pinned to the tractors 3 point accessory arms. Depending 
on blade size this mount is built to class I or class II specifications.    

 

             

Figure 1 

Back Blade 3 Point Mount 

 

 

 

 

CAUTION:  Do not cut, drill, weld, or otherwise modify the 3 point plow 
mount.  Doing so may affect the safety integrity of the mount and will 
void the warranty. 

 

  



 
 

_________________________________________________________________________________________________________ 
 

HW Tractor Manual, All Page 5 of 19 071917 Rev A 

3.2 Moldboard & Wings 

The Ebling Back Blade moldboard is designed and constructed to be one of the 
most rugged in the industry.  A single moldboard design will accept any size 
hydraulic wing to provide flexibility and future upgradeability.  Each hydraulic 
wing includes a breakaway feature, which is based on a shear bolt that is 
intended to be a sacrificial “weak link” that reduces the possibility of damage to 
the wing, if an obstruction is hit hard enough to break the shear bolt.  See Figure 
3 for illustration of the shear bolt joint.   

 

 

 

 

Figure 3 

Shear Bolt Joint 

If the shear bolt breaks, this will allow the wing to rotate backward out of the way 
to clear the obstruction.  Plowing can be resumed immediately after replacing the 
shear bolt instead of heading for the repair shop.  The size of the shear bolt is 
based on the expected snow load and frictional forces for the wing size, with a 
safety factor to minimize nuisance breakage. 

 

HW24X72X10 - Uses 7/16” shear bolt (Grade 2 or less) 

HW24X96X12 - Uses 7/16” shear bolt (Grade 2 or less) 

HW24X72X14 - Uses 1/2” shear bolt (Grade 2 or less) 

HW24X96X16 - Uses 1/2” shear bolt (Grade 2 or less) 

HW30X102X16 - Uses 1/2” shear bolt (Grade 2 or less) 

 

NOTE:  Due to the many variables present in any snowplowing application, the 
breakaway feature is not intended nor is it guaranteed to be a 100% solution in 
every situation where an obstruction is hit. 

 

Shear Bolt 
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3.3 Cutting Edges 

Unless you ordered custom cutting edges for your back blade, the standard 
moldboard cutting edge is made from durable carbon steel, and the wing cutting 
edges are tough, durable polyurethane material as standard. To minimize snow 
leakage at the corners between the moldboard and wing cutting edges, a 
polyurethane corner edge on each wing is designed to close against a block at 
each moldboard corner in order to maintain a minimal gap at the corner 
regardless of the wing position through the entire wing travel from fully closed to 
fully open position (see Figure 4).   

 

 

Figure 4 

Corner Closure 

Wing Fully Open  

 
  

 

Maintaining proper alignment of your back blade is important to be able to get 
maximum life out of the cutting edges. When maintained properly, the wing 
cutting edges and the corner closure blocks will wear evenly along with the 
moldboard cutting edge.  The lower 3 point arms should be adjusted at time of 
installation, but over the life of the cutting edges, depending on the wear you 
observe due to the plowing application, site conditions, and operator plowing 
methods, the 3 point arms may need to be adjusted to allow more even wear of 
the cutting edges.  Refer to the Back Blade Maintenance section of this manual 
for additional details on making alignment adjustments to the back blade. 
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3.4      Controls 

The Ebling Back Blade wings are controlled by the tractors hydraulic valving and 
OEM in cab levers. 

 

 

 

 

 

 

 

 

 

Figure 5 

John Deere 

Hydraulic Controls 

 

 In order for the wings to work independently and correctly the tractor must be 
equipped with 2 sets of hydraulic valves with 4 hydraulic couplers. 

 

  

 

 

 

WARNING:  If the back blade hits you or drops on you it could cause 
serious injury.  Be aware of the operating envelope of the blade, and 
stay clear of the back blade when operating the controls. 
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4 HYDRAULIC SYSTEM 

The back blade hydraulic system is powered by the tractors hydraulic system. Built 
in flow controls on the hydraulic supply lines to the wing cylinders provide a smooth 
controlled opening/closing of the wings.  Flow controls shown in Figure 7. 
 

 
 
 
 
 
 
 
 
 
                                                     
 

 

 
 
 
 

Figure 7 
In Line 

Flow Controls  

 

 
Refer to the following sections of this manual for specific information regarding the 
back blade hydraulic system: 
 

1.  Schematics section:  Hydraulic plumbing connection diagrams. 

 

5 MOUNTING BACK BLADE TO TRACTOR 

 

 

 

WARNING:  Always inspect all back blade components and fasteners 
for wear and/or damage before mounting back blade onto vehicle.  
Worn or damaged parts may fail unexpectedly, which could cause 
serious injury. 
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CAUTION:  Due to limited visibility of rear of vehicle from the driver’s 
seat, it is recommended that steps 1-3 be completed with an observer 
at the rear of the tractor to provide assistance, not by yourself.  Make 
sure observer stands at a safe position to avoid pinch/drop points.  If 
you must do this by yourself, use extreme care. 

 

1. Back plow tractor into position close to the back blade so that the 3 point arms line 

up with the pin clevis’s on the plow mount.  

2. Route the back blade wing hoses as shown and then connect the couplers to the 

mating receptacles on the tractor valves. (see Figure 9). 

  

                          

 

 

  

  

 

Figure 9 

 

 

 

3. Verify that the correct hose coupler is hooked to the correct valve coupler. Dead 

end of the cylinder to the extend symbol, live end to the retract symbol. 

4. Back tractor up slowly and raise/lower arms until they are lined up with pin 

clevises. Insert pins and finish with lynch pins.   

5. Now attach top link arm to top clevis with pin and lynch pin.  

6. Slowly raise blade until just off the ground and adjust lower arms so the blade sits 

level side to side. Make sure to pin the lower arms according to manufactures 

specifications.  (see Figure 10) 
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Figure 10   

3 Point Hooked To Tractor Arms 

 

7. With the blade down, adjust top link arm for the angle of the wings to the ground. 

A good starting place is to have the tips of the wings about 1” higher than the 

backs. This makes up for any play in the pins when plowing. Inspect wing cutting 

edge wear after plowing to see if top link needs adjusting for even wear. If there 

are multiple locations for the tractor side of the top link, use the center position. 

8. Verify that the back blade does not block the view of the tractor’s tail lights while in 

travelling position. 
 

 

 

 

CAUTION:  The back blade plow mount is designed to accommodate 
nearly all OEM equipment, but some after-market lighting may not fully 
comply with this requirement.  If the view of the vehicle’s tail lights is 
blocked, you will need to modify the lighting. 
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6 OPERATING THE BACK BLADE 

1. All functions of the back blade are controlled by the hydraulic levers in the tractor. 

Consult  tractor operation manual if there are any questions about functions. 

7 TRANSPORTING & DRIVING CONSIDERATIONS 

1. Before transporting the back blade to and from plowing jobs, always put the 

back blade into the proper transport condition as follows: 

 Raise the back blade to the fully-raised position to prevent the bottom of the 

plow from striking the pavement when encountering potholes or other road 

obstacles. 

 Close both wings to the fully-closed position to minimize the width of the back 

blade profile when traveling down the road. 

 
 

2. Always drive defensively and be aware of the additional size and weight of the 

equipment that you are transporting with regard to turning radius, passing 

clearance, braking distance, etc. 

 

 

 

WARNING:  Always lower the back blade when the vehicle is parked 
to prevent the blade from dropping unexpectedly due to hydraulic 
pressure changes or damaged system components.  Keep clear of the 
blade’s drop zone at all times.  Failure to observe these safety 
precautions could result in serious personal injury. 

 

8 PLOWING CONSIDERATIONS 

1. Before plowing at a site, make sure you are aware of any obstructions that could 

be hidden beneath the snow, such as curbs, sidewalk edges, bumper stops, low 

shrubs, or other landscaping obstacles.  Marking hard-to-see obstructions or 

other hazards before plowing season can help identify them when they are 

covered with snow. 

 

 

 

WARNING:  Always wear your seat belt when plowing snow.  Striking 
a hidden obstruction could cause the vehicle to stop or swerve 
suddenly, which could result in serious personal injury if you are not 
wearing your seat belt. 
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2. Plow at a reasonable speed given the overall site layout and the weather 

conditions at time of plowing. 

 

 

 

CAUTION:  Your back blade is designed to pull snow, so using your 
back blade to push snow with the vehicle in reverse is not 
recommended. 

 

3. When plowing around obstructions, it is recommended to keep your hydraulic 

wings fully or almost fully closed to minimize the potential for wing damage. 

4. When entering or exiting a driveway (or any other sloped surface with a valley) 

with the back blade raised, be aware of the difference in blade position with 

respect to the vehicle’s tires.  The back blade may bottom out as the vehicle 

passes through the low spot. 

5. When entering or exiting a driveway (or any other sloped surface with a valley) 

with the back blade lowered, it is recommended that the hydraulic wings are in 

the fully open or almost fully open position when possible, in order to minimize 

the potential for premature wear on the leading corners of the wing cutting 

edges, and to prevent snow escaping underneath the moldboard as the back 

blade passes through the low spot. 

 

9 REMOVING BACK BLADE FROM TRACTOR 

1. Move vehicle into position where back blade is to be removed.  A flat area with 

sufficient maneuvering room is recommended for back blade removal and more 

importantly, for ease of re-attaching the back blade later. 

2. Lower back blade until pressure is off clevis pins and remove pins. 

3. Disconnect the wing hoses from the tractor valving. 

4. Store clevis pins in disconnected 3 point mount. 

 

10 OFF-SEASON STORAGE 

1. Choose your off-season storage location carefully.  A flat, dry, out-of-the-way 

surface is recommended, and storing the blade inside out of the weather is 

preferable to outside storage when possible. 

2. Remove back blade from tractor per the procedures outlined in the Removing 

Back Blade From Tractor section of this manual. 

3. Complete the steps in the Post-Season Checklist section of this manual. 
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11 BACK BLADE MAINTENANCE 

11.1 Pre-Season Checklist 

It is recommended that you complete the following list before the snow season to 
make sure your equipment is in top working condition prior to plowing: 

1. Inspect entire blade assembly for worn or damaged parts, especially cutting 

edges, shear bolts, and moving parts. 

2. Replace any worn or damaged parts. 

3. Check all mounting points on back blade and vehicle, and make sure all 

cotter pins are still in place. 

4. Check all fasteners and re-tighten as necessary. 

5. Check all cutting edges for amount of wear, and replace cutting edges as 

necessary. 

6. Touch up painted surfaces as necessary to protect the metal and maintain 

back blade finish and appearance.  Touchup paint is available from Ebling 

Snowplows or your local dealer. 

7. Check hydraulic system for leaks and cracked or damaged hoses, tighten 

fittings and replace hoses as necessary. 

8. Grease wing hinge pins if needed. 

11.2 In-Season Periodic Maintenance  

The following items should be checked frequently during the plowing season: 

1. Check all fasteners for wear; re-tighten to proper torque as necessary. 

2. Check all hydraulic connections for leaks, re-tighten and repair as necessary. 

3. Check hydraulic fluid reservoir and add fluid as necessary to keep full. 

4. Check condition of all cutting edges to make sure they are wearing evenly.  

Re-align back blade and/or replace cutting edges as necessary.  Refer to 

section 12.8, Back Blade Alignment for alignment instructions. 

11.3 Post-Season Checklist 

It is recommended that you complete the following preventive maintenance items 
prior to storing your back blade for the off-season: 

1. Wash the back blade with a good automotive-grade detergent to clean off 

road grime and salt build-up. 

2. Touch up painted surfaces as necessary to protect the metal and maintain 

back blade finish and appearance.  Touchup paint is available from Ebling 

Snowplows or your local dealer. 
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3. Lubricate all mounting points (all clevis pins) with a general purpose lithium 

base grease. 

4. With the back blade on the ground, remove the wing hinge pins, grease the 

pins, and then re-install with the washers and cotter pins. 

5. Cover the back blade with a tarp to prevent dust and dirt accumulation, and to 

keep the back blade dry if stored outside. 

11.4 Back Blade Alignment 

1. Front-To-Back Alignment – The top link arm provides the proper amount of 

upward angle on the wing cutting edges that will offset the friction force that will 

work to align the blade once the cutting edges contact the pavement and the 

blade moves forward.  Depending on the plowing application, site conditions, and 

operator plowing methods, over the life of the cutting edges the upper arms may 

need to be adjusted periodically to provide more even wear of the wing cutting 

edges.  If you observe the front surfaces of the wing cutting edges to be 

“rounding off” or wearing more rapidly than the rest of the cutting edge, then the 

top link needs to be adjusted to compensate for the uneven wear.   

2. Adjustment can also be made to the wing cylinders. With wings fully closed 

check if the wing is 90 degrees to the moldboard. If not, open the wing slightly 

and remove the clevis pin on the moldboard side of the cylinder. Loosen the jam 

nut and turn the threaded end of the cylinder counterclockwise to make the wing 

close more or counter clockwise to make the wing close less. Make adjustments 

in half turn increments until a true 90 is achieved when wing is fully closed. At 90 

the rubber bumper will compress slightly. Open wing slightly and make sure 

cylinder hoses are straight up, replace clevis pin and cotter pin. Tighten cylinder 

jam nut. Check periodically to make sure wings stay in their 90 degree position. 

12 SPARE PARTS & EMERGENCY PREPARATION 

1. In addition to a kit containing the most common emergency items (flashlight, first 

aid kit, fire extinguisher, hand tools, etc.), it is recommended that you carry the 

following spare parts in case of breakdown while plowing with your back blade: 

 Shear bolt kit – one spare shear bolt kit (2 bolts with washers and hex 

nuts) are included with the back blade 

2. The spare parts listed above are available from Ebling Snowplows or your local 

dealer. 

3. Other spare/replacement parts may be deemed necessary based on your past 

experience or your particular plowing application.  Make sure you are as 

prepared as possible before you get caught out in the middle of a snowstorm! 
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13 BACK BLADE SERVICE 

1. If you have followed all of the guidelines and instructions in this manual and still 

cannot correct problems with the operation of your back blade, contact Ebling 

Snowplows or your local dealer for troubleshooting and repair information. 

2. If service becomes necessary, it is recommended that you have your back blade 

serviced at Ebling Snowplows or your local dealer.  Failure to use an authorized 

service center could affect the warranty coverage on your back blade. 

 

14 WARRANTY 

Ebling Snowplows offers a limited warranty for all snowplows and accessories.  
Refer to the warranty document provided with your back blade for warranty 
information. 
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15  SPECIFICATIONS 
 

 

      Ebling Tractor Back Blade Specifications 

      Model 24 x 72 x 10 24 x 96 x 12 24 x 72 x 14 24 x 96 x 16 30 x 102 x 16 

Blade Height 24" 24" 24" 24" 30" 

Blade Width Closed 80" 104" 80" 104" 110" 

Blade Width Open 120" 144" 168" 192" 192" 

3Pt Hitch Category I I I I, II II 

Moldboard Size 72" 96" 72" 96" 102" 

Approx Wing Size 24" 24" 48" 48" 32" 

Horse Power Min 35 40 45 50 75 

Est. Weight Lbs 597 725 717 875 1058 

Plow Finish Powdercoat Powdercoat Powdercoat Powdercoat Powdercoat 

Moldboard Cutting Edge 1/2x6" Steel 3/4x6" Steel 1/2x6" Steel 3/4x6" Steel 3/4x6" Steel 

Wing Cutting Edges 1 1/2x6" Poly 1 1/2x6" Poly 1 1/2x6" Poly 1 1/2x6" Poly 1 1/2x6" Poly 

Shear Bolt (A307A/Grd 2) 7/16" 7/16" 1/2" 1/2" 1/2" 
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16  SCHEMATICS 

           
 

          Tractor Hydraulic Cylinder Symbols 

 

 

 

 

 

   

   

   

   

         

 

              Cylinder Extend 
 

                  Cylinder Retract 

 

          To Dead End Of Wing                To Live End Of Wing 

 

                      Cylinder   
 

                         Cylinder   
 

         

         1.5 Flow valve in hose to live end of cylinder 
 

2.0 Flow valve in hose to dead end of cylinder 
 

If valves are reversed wings will not operate properly 
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NOTES 
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Manufactured in U.S.A. by: 
 

Ebling Snowplows 
4484 Roger B. Chaffee SE 

Kentwood, MI 49548 

Phone: (616) 532-8400  

www.eblingsnowplows.com 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Ebling Snowplows reserves the right to change the design and/or construction details of its products at any time and 
as such furnish equipment that may differ from the illustrations and specifications in this literature.  Ebling Snowplows 
offers a limited warranty for all snowplows and accessories.  See separate printed warranty document for warranty 
information.  Ebling Snowplows or the vehicle manufacturer may require or recommend optional equipment on the 
vehicle for snow removal.  Do not exceed gross vehicle weight ratings with a snowplow installed. 

 
 
 
 
 


