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Our Clipper Wall Light has been inspired by marine and railway 
lighting of the industrial past.

The main body is machined from solid brass and the lamp is 
completed with a small cast harp detail to which the shade attaches.

The Clipper’s back plate has been engineered to have invisible 
fixings and can also be supplied specially adapted for mounting on  
a library bookcase.

DIMENSIONS OF STANDARD CLIPPER
Projection with shade: 10.1"/256mm
Projection without shade: 7.6"/192mm
Diameter of baseplate: 5"/128mm

Specification may vary depending on requirements. 
See other page for USA - Damp specification.

BULB TYPE
UK E14 Bulb holder
EU E14 Blub holder
US E12 bulb holder
 
Weight 1.5kg/3.3lbs

Care instructions: Simply dust regularly with a clean soft cloth. Care 
should be taken not to use abrasives of any kind.

Product code WL032

Due to the hand-crafted nature of some products, stated dimensions may have a tolerance of ±  1/4”/6mm.   
If tighter tolerances are required for a specific installation, please state on your enquiry
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PRODUCT NOTES:

SIZE

N/ADIFFUSER

SHADE

BRASS

2.5KG / 5.5LBS11/11/2021

UL 1598 LISTED - DAMP LOCATION SPEC. AVALIBLE 
BS EN 60598-1:2015+A1:2018 / CE CERTIFIED

1:3 @ A3

STANDARD

MATERIAL CARD,WIRE,PE 

EMPS - BP

WEIGHT

UNLESS OTHERWISE SPECIFIED: 
DIMENSIONS ARE IN MILLIMETERS

NAME

MATERIAL

DO NOT SCALE DRAWING

PRODUCT: 

SCALE
DESCRIPTION DATEREV.

NI NEW ISSUE

DUE TO THE HAND CRAFTED NATURE OF SOME PRODUCTS, 
STATED DIMENSIONS HAVE A TOLERANCE OF ±6mm / ¼"

IF TIGHTER TOLERANCES ARE REQUIRED FOR A SPECIFIC 
INSTALLATION, PLEASE STATE ON YOUR ENQUIRY

PAS

WL032-00 - CLIENT 
DRAWING

AS STANDARD SURFACE MOUNT LUMINAIRES ARE 
WIRED IN A HARD FIX CONFIGURATION

SUSPENDED LIGHTS ARE SUPPLIED WITH 
1 METER LENGTHS OF CHAIN

BULB HOLDER

VOLTAGE

BULB TYPE

E12

120V

E14

220V

P45 - LED -  2700K

SPECIFICATIONS

UK

BULB QTY.

MAX. WATTAGE

US

G16 - 2700K - LED 

EXCEPT:

ALL METAL FINISHES AVALIBLE
N/A

N/A

N/A

25W PER BULB

1
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DIMENSIONS OF CLIPPER WITH SHADE FOR USA - DAMP SPACES
Projection with shade: 10.4"/265mm
Projection without shade: 7.6"/192mm
Diameter of baseplate: 5"/128mm

Specification may vary depending on requirements. 
See other page for standard specification.

Due to the hand-crafted nature of some products, stated dimensions may have a tolerance of ±  1/4”/6mm.   
If tighter tolerances are required for a specific installation, please state on your enquiry

5.0in
128mm

 
2.1in

53mm 

 
10

.7
in

27
3m

m
 

 
6.

1in
15

6m
m

 

4.0in
102mm

7.7in
195mm

 6.4in

163m
m

 

 
4.

6i
n

11
7m

m
 

 
2.

8i
n

70
m

m
 

 
7.6in

192mm 

 
10.4in

265mm 

TOP 3D

FRONT SIDE

PRODUCT NOTES:

SIZE

N/ADIFFUSER

SHADE

BRASS

2.5KG / 5.5LBS11/11/2021

UL 1598 LISTED - DAMP LOCATION SPEC. AVALIBLE 
BS EN 60598-1:2015+A1:2018 / CE CERTIFIED

1:3 @ A3

STANDARD

MATERIAL CARD,PE,WIRE

EMPD - CO

WEIGHT

UNLESS OTHERWISE SPECIFIED: 
DIMENSIONS ARE IN MILLIMETERS

NAME

MATERIAL

DO NOT SCALE DRAWING

PRODUCT: 

SCALE
DESCRIPTION DATEREV.

NI NEW ISSUE

DUE TO THE HAND CRAFTED NATURE OF SOME PRODUCTS, 
STATED DIMENSIONS HAVE A TOLERANCE OF ±6mm / ¼"

IF TIGHTER TOLERANCES ARE REQUIRED FOR A SPECIFIC 
INSTALLATION, PLEASE STATE ON YOUR ENQUIRY

PAS

WL032-00 - CLIENT DRAWING
- US DAMP

AS STANDARD SURFACE MOUNT LUMINAIRES ARE 
WIRED IN A HARD FIX CONFIGURATION

SUSPENDED LIGHTS ARE SUPPLIED WITH 
1 METER LENGTHS OF CHAIN

BULB HOLDER

VOLTAGE

BULB TYPE

E12

120V

N/A

N/A

N/A

SPECIFICATIONS

UK

BULB QTY.

MAX. WATTAGE

US

B11 - LED - 2700K

EXCEPT:

ALL METAL FINISHES AVALIBLE
N/A

N/A

N/A

25W PER BULB

1


