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Application scenarios 

It is suitable for the places such as window, counter, checkout counter, 

conversation table, conference recording. 

Product features  

 Use high fidelity/low noise process core, the output sound is more 

clear and natural; 

 Built-in output driving circuit can directly drive earphone and 

others; 

 It is suitable for tabletop installation ; 

 Pickup head has bulit-in lightning protection, power polarity 

transposition protection and power supply protection module; 

 It meets EU environmental protection ROHS instructions 2002/95/EC 

construction specifications; 

 It passed through EU CE standards, highest synchronized audio and 

video recording system construction standard. 

 It passed through federal communications commission that is FCC 

related standards test and corresponding system construction 

specifications. 
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Product parameters                                        

Product name MIC-026 

monitoring 

area 
10-50 square meter 

Audio 

transmission 

distance 

3000m 

frequency 

response 
100 Hz  ～  16 KHz 

sensitivity -35 dB 

noise-signal 

ratio 

70dB(1m 40 dB sound source SPL) 30dB(10m 40 dB sound 

source SPL)1KHz at 1Pa 

directional 

property 
Ultra-Cardioid directive property; 

dynamic 

range 
104dB(1KHz at Max dB SPL) 

Maximum 

withstanding 

sound 

voltage 

120dB SPL（1 KHz,THD 1%） 

Output 

impedance 
Max 600 ohm non balance 

output 

signal 

amplitude  

2. 5Vpp 

Microphone plated film capacitor microphone head 

signal 

processing 

circuit 

Use high fidelity/low noise process core 

protection 

circuit 

8KV Air contact ESD lightning protection, power 

polarity transposition protection 

Driving Built-in preamplifier circuit can directly drive 
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capability earphone 

Connection 

mode 
3 lead wires : (power, audio, common earth wire) 

Transmission 

cable 
3 core 0.5mm² RVVP shielded cable 

supply 

voltage 
Voltage stabilization current source DC 12V 

current 

source 
40  mA 

Working 

environment 

temperature 

-30℃ ～ 70℃ 

color black 

Shell 

Material 
Aluminium alloy 

Outline 

dimension  
Φ60mm×16mm 

weight 75g 

standard 

ROHS certification, EU CE standards, the United States 

FCC certification, highest synchronized audio and video 

recording system construction standard, ISO9000 

certification 
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