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GeoBase Product Data
Materisls  TestMeod  em
Polymer Poiypropylene Palypropylene

Construction Extruded Extruded ‘ Extruded

Uitimate Tensile Strength - MD/CMD ASTM D 6637 129196 884/1343 19.7/26.4 135072014 ‘ 15815 1028/1028 20120 13701370 j 30/30 205672056
Tensile Strength @ 2% Strain - MD/CMD ASTM D 6637 43/69 296/473 6.4/9.4 438/544 6.1/6.1 420/420 9/9 817617 [ 13.5/135 825/925
Tensile Strength @ 5% Strain - MD/CMD ASTM D 6637 B.9/1349 610/852 12.3/201 8431377 113113 7780775 16/16 1096/1096 24025 17131713
Tensile Modulus @ 2% - MD/CMD ASTM D 6637 2156345 14750/23650 | 320/470 | 21900532200 | 306306 | 2100021000 4501450  30,850/30850 | 675675 | 46,250/46.250
Tensile Modulus @ 5% - MD/CMD ASTM D 6637 178/278 | 1220019040 246/402 16,860/27,540 2260226 15.,500/15,500 3200320 21,920/21 820 500/500 34,260/34 260
Junction Efficiency (%) o5 95 ‘ a5 93 \ as

Junction Strengih (Ibs/ft) - MD | CMD ASTMD 7737 1,765.20 1,601.10 1,864.80 1,637.10 1,459.80 1,484.00 168030 | 216900 | 239163 2,449.92
Fiexural Stifiness (mg-cm) ASTMD 7748 500,000 1,000,000 500,000 1,000,000 \ 2,000,000

Aperture Stability (m-N/ceg) US COE Method 045 075 \ 0.41 065 \ 105

Sitty Sand | ASTMDS818 1.05 1.05 1.05 1.05 \ 1.05

Concrete Sand ASTM D 5818 1.05 1.05 105 1.05 \ 1.05

457 Stone ASTMD 5818 115 115 115 1.15 \ 115

UV % Strength Retained @ 500 hrs ASTMD 4355 | %2 %2 | o 92 \ )

Aperture Dimensians - MD/CMD mm [in | 253 984/1.299 25133 9841200 | 3333 1.299/1.299 3434 | 13391389 | 35/35 1.378/1.378
Open Area (%) COE CW02215 80 79 \ 79 78 \ 78

Minimum Rib Thickness - MD/CMD mm [in | omos | oawom | 1ana | 05051 | 8 0303 1aAd | 03 | 1515 | 059050
* Roll Wigth mift 395 12959 3% 12959 | 395 12.959 395 12950 | 395 12959
Roll Length mift ' 75 26083 | 75 246.063 ‘ 75 246.063 75 | 246.063 ‘ 75 | 26063
Area Per ol | sawisay | 2825 34315 | 29625 34315 | 20625 | G435 29625 | 34315 | 29625 | 354315
Weight Per Roll KBS 1LBS 74.8 165 1089 240 68 T 794 | 75| 1315 290

*The above values are provided solely for general information purposes and shall not be construed as engineering advice. We hereby disclaim any liability in connection with the use of the
above information.
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