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Instructions for connecting 
and installing extended undercabinet light fixtures

1. Fixtures with DC/Dupont male/female connectors

Instructions for connecting 
and installing extended undercabinet light fixtures

Max 94”Max 94”Max 94”Max 94”

There are two approaches to handle extended (more than 94”), customized undercabinet light fixtures.

This approach simplifies installation and protects LED strip lights from potential damage. On the other hand, extra efforts may be 
needed to avoid a less tidy appearance with visible connectors. 

Connect DC/Dupont 
male/female connectors

DC/Dupont male/female

Place channels in order

Complete the connection and light up

1.

3.

2.

4.



UO &

GL LED US LIGHTING reserves the right to modify this specification without prior notices.

Copyright © GLLEDUS Page 2 of 2 www.GLLEDUS.com   |   312-600-9363   |   admin@glledus.com

Instructions for connecting 
and installing extended undercabinet light fixtures

1. 2.

3. 4.

5. 6.

2. LED strip light partially secured in channels

This approach creates a tidy and sleek appearance for the straight fixture, eliminating any unsightly hanging wires. On the other 
hand, extra caution may be taken to handle the unsecured section of strip light during installation to avoid any potential damage. 

Peel off 3M backing tape liner

Install Diffuser / PC Lens

The remaining section is flipped over 
and unsecured in the channel

Aluminum Channel Only

A section of LED strip light that 
has been installed in the channel

Remove the Diffuser / PC Lens

Install the LED strip light section in 
the channel with its 3M backing tape

Press and hold the strip light with a proper pressure for at least 1-2 
minutes to ensure sufficient adhesion.

Place channels in order

Complete the connection and light up


