
Model: PSR46 Model: PSS57 Model: PSR68 

  

Thank-you for purchasing a Heat Direct Towel Rail. This rail is designed to enhance your bathroom 

experience ensuring you always have a warm dry towel when you need it.   

 

Features: 

 Can be Exposed or Concealed Wired 

 Right Hand Bottom Wiring Only 

 2 Year Warranty  

 Complies with AU Safety Regulations 

 Energy Efficient   

 Dry Electric Element 

 Easy to Install 

Safety Information:  

 This appliance is intended to warm and dry towels and therefore is hot to touch. Young 

children should be supervised to ensure they do not play with the appliance 

 The appliance is to be installed so that the switch or other controls cannot be touched by a 

person in the bath or shower  

 This unit is to be installed by a qualified electrician in accordance with current local electrical 

regulations 

 To avoid a hazard this heated towel rail must not be used to carry towels or any other articles 

that have been in contact with oil, petroleum based products or dry cleaning fluids 

 DO NOT immerse the appliance in liquid 

 In order to avoid a hazard for young children this appliance must be installed so that the 

bottom rail is at least 600mm above the floor 

 

Specifications: 

Code Description Size (mm) Output Voltage Bars 

PSR46 Round Bar Heated Towel Rail 450W x 600H x 120D 43 240 5 

PSR68 Round Bar Heated Towel Rail 600W x 800H x 120D 77 240 7 

PSS57 Square Bar Heated Towel Rail 500W x 700H x 120D 60 240 6 
 

 

       

 

 

 

 

   



  

What’s in the Box: 

 1 x Heat Direct Towel Rail – Electric Cable & 3 Pin Plug Connected 

 1 x Instruction Manual 

 1 x Concealed Wired Wall Mounted Bracket 

 1 x Exposed Wired Wall Mounted Bracket 

 3 x Non Wired Wall Mounted Brackets 

 

Exposed Wiring: 
 Remove the wall brackets from inside all four legs by undoing the grub screws 

 Using the machine screws provide fit the three unwired legs onto the rail 

 Fit the wired leg onto the rail using the two smaller machine screws 

 Measure and mark out the bracket positions on the wall and drill pilot holes 

 Insert the provided wall plugs into the holes/position for the unwired legs 

 Screw the  mounting brackets to the wall 

 Fit the rail to the mounting brackets and secure tightly with grub screws 
 

 

 

Care and Cleaning 

The Heated Towel Rail has a polished Stainless Steel finish that is hard wearing and easy to 

maintain. However any harsh scrubbing, scratching or acid based cleaning products will 

damage the surface of your towel rail. Cleaning with a soft cloth and a non-abrasive cleaning 

agent will give the best results.  

 

 

 

 

 



 Concealed Wiring: 

 Cut the plug off and slide the exposed wired leg off the mains cable and discard 

 Remove the wall brackets from inside the three no wired legs by undoing the grub 

screws 

 Using the large machine screws provided fit the three unwired legs onto the rail 

 Slide the fourth leg over the cable and fit to the rail using the two small machine screws 

 Measure and mark out the bracket positions on the wall and drill pilot holes 

 Insert the provided rawl plug in the holes/position for the three unwired legs and drill a 

larger hole for the bottom right hand leg position  

 Slide the plastic spigot over the cable 

 Ensure the power is turned off and connect the cables to mains power and push/screw 

the spigot into the wall. If this is not a tight fit the spigot may need to be glued in  

 Fit the rail to the mounting brackets and secure tightly with grub screws 
 

 

 

Warranty: 
Heat Direct warrants the purchaser against defeats in manufacture, workmanship or material for 3 

years from the date of original purchase. Purchase receipts for this product are to be retained as 

proof of purchase and must be presented if making a claim under the terms of the Heat Direct’s 

warranty. Heat Direct does not accept liability for any direct or consequential damage, loss or other 

expense arising from misuse or incorrect installation and operation of these products. Heat Direct’s 

Warranty only covers faults and problems that are due to manufacturing errors. Any damage caused 

by improper use or carelessness or incorrect wiring is not covered. Warranty of this product will be 

voided if the product has be modified or changed in anyway, if wiring up of this products is not 

carried out by a licensed electrician or similarly qualified person and the product is not connected to 

the voltage requirements as specified in the ratings label. 

 


