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Mechanical Protection Oil-Repellent Light

Nitrile impregnated sewn glove
DESCRIPTION

Special nitrile formulation unites excellent resistance to abrasion with
remarkable flexibility.

•

Liquid-repellent impregnation repels oil, grease and dirt.•
Wide selection of styles, lengths and sizes. Allows you to chose the
optimum combination of features for your particular application.

•

PRODUCT DETAILS

Construction Cut & sewn

Liner material Cotton
Polyester

Coating material Nitrile

Finishing 32-105,32-125,32-800: Fully
impregnated
32-815: Palm impregnated

Cuff style 32-105: Slip-on
32-125: Slip-on - Perforated Back
32-800,32-815: Safety cuff

Colour 32-105,32-125,32-800: Blue
32-815: Blue and white

EN Sizes 7,7.5,8,9,10

Length (mm) 32-105,32-125: 215 - 235
32-800: 260 - 295
32-815: 240 - 260

Packaging 12 pairs in a bag; 12 bags in a
carton

IDEAL APPLICATIONS

Assembly of white goods•
Component assembly•
Light material handling•
Packaging•
Shipping and receiving•
Steel mills: general handling•
Textile manufacture: threads, fabrics,
mattresses, cables

•

PRIMARY INDUSTRIES

STANDARDS AND CERTIFICATIONS
EN388:2003 EN388:2016

3111 3111A

CATEGORY II

EXTRA FEATURES

32-105,32-125,32-800

Antistatic Latex free Silicone Free

32-815

Antistatic Silicone Free
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