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LS-588 Essence Extractor
DIY Maintenance Series

Jar Parts Replacement 
Instructions



LadyShip LS-588  Jar Parts Replacement Instructions
Male Connector, Blade, Blade Housing

Step 1
Set up
Spread out the small towel and get set up.

Step 2
Remove the Blade
To remove the blade place the rag in to the
jar making sure you cover all the blade.

Then place you hand into the jar holding on to the
blade whilst the tea towel is wrapped around it. 

With you hand still in the jar and holding on to the blade
turn the jar on its side so you can see the male
connector at the base of the jar.

You will need to adjust your multi-grips beforehand so 
that you can grip the male connector.
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Warning 
The blade for the LS-588F is very sharp. Make sure you follow these instructions 
carefully as injury may occur. Replacing the bearing or blade is a relatively simple job if 
you have some hand skills. However you do need to take care when attempting this task. 
If you are unsure or unable to do this comfortably, we recommend returning the jar to our 
service department where one of our technicians can do the job for you.

Tools Required 
1 x small - medium tip phillips head 
screw driver
1 x adjustable multigrain pliers
1 x rag 
1 x small towel to work on



Take your multi-grips and grasp the male connector
turning anti-clockwise to undo the blade from the socket.

NOTE: 
If you are just replacing the male connector you 
do not need to read the rest of the instructions. Simply
Screw the new male connector on and your done

When you remove the male connect be careful not to lose
the two fibrous spacer washers as you will need
these when refitting the blade.

Now care fully remove the blade from the jar. 

There is also a fibrous washer located on the blade
shaft which is also required when refitting the blade
back in to the jar

Step 3
Remove the Blade Housing
Now take the jar and turn it upside down on your work
space towel.
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Take you phillips head screwdriver and remove the two 
screws from the plastic blade housing locator.

NOTE:
Notice the four locating pins and how they line up with 
the locating holes and the two flat faces on the blade housing. 
This is the position the new blade housing needs to go back in.
If you don't line it up correctly the blade will not turn freely 
and you will damage the connector and have to start all 
over again.

Now take the jar and turn it right side up on your 
work space towel. Take your screwdriver and place the
handle against the blade housing and gently tap the 
blade housing until it comes out of the jar.

Like so.

Now your ready to fit the new 
blade housing.
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Step 4
Fit the new bearing

Take the jar and turn it upside down on your work 
space towel. 

Now take your new blade housing and place it in to 
the jar, lining up the flat surfaces on each side parallel 
with the jar locator and push in to place using your 
thumb until it fits.

If the blade housing is a bit tight
apply a smear of dish washing
detergent to the o’ring and then 
tap the blade housing into position.

Then carefully replace the plastic 
bearing housing locator. 
Notice the four locating pins and how 
they line up with the locating holes.

If they don’t line up because the 
bearing is not aligned correctly
remove the bearing and realign 
before continuing.
 
Take the phillips head screwdriver and replace the two 
screws from the bearing housing. 

Just about done...

Step 5
Replace the Blade

The last step is to replace the blade.

Using your rag again pick up the blade
holding on to the blades themselves.
Making sure one fibrous washer is still located on 
the blade shaft.
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Pick up your jar and carefully slide your hand into the 
jar shaft first, gently guiding the blade shaft 
through the shaft hole located in the center of the
bearing.

With your hand still in the jar and holding on to the
blade, turn the jar on its side so you can see the bottom 
of the jar and the thread from the blade shaft.

Now take the male socket, making sure the 2 fibrous 
spacer washers are still in place, and screw in to 
place on the the shaft thread by turning clockwise and
hand tighten

We recommend you conduct a leak test prior to 
using the machine under normal circumstances.

To conduct a leak test make sure the jar is completely
dry on the bottom.

Place the jar on the machine and half fill the jar with
water.

Turn the machine ON and let it run through one 
complete cycle.

With the water still in the jar remove the jar from the 
machine and lift it up high enough so you see 
underneath the jar with out spilling the water.
The bottom of the jar should still be dry.

You are ready to continue using the machine as 
per normal
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