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Supply Valves - NO LEAD Chrome Plated Brass 
PEX & F1960 Cold Expansion

Angle Stop Valve

Straight Stop Valve   

                                          Old Part                                                                        Inner/Ctn        List
Part Number                     Number            Size Description                                      Qty          Price

ANGLE STOP Valve                                     PEX Insert x Compression
CPSVA1/2PX1/4CNL      70-30-10-072NL       1/2 x 1/4 Angle Stop Ch Plated NL           12/144      $ 7.32
CPSVA1/2PX3/8CNL      70-20-20-074NL       1/2 x 3/8 Angle Stop Ch Plated NL           12/144          7.87

STRAIGHT STOP Valve                               PEX Insert x Compression
CPSVS1/2PX3/8CNL      70-20-10-074NL       1/2 x 3/8 Straight Stop Ch Plated NL       12/144          7.52

ANGLE STOP Valve                                     F1960 Cold Expansion Insert x Compression
CPSVA1/2CEX1/4CNL                                       1/2 x 1/4 Angle Stop Ch Plated NL           12/144        6.44 
CPSVA1/2CEX3/8CNL                                       1/2 x 3/8 Angle Stop Ch Plated NL           12/144          6.93 

STRAIGHT STOP Valve                               F1960 Cold Expansion Insert x Compression
CPSVS1/2CEX3/8CNL                                       1/2 x 3/8 Straight Stop Ch Plated NL       12/144          6.62 

NO LEAD Brass Chrome Plated Supply Valve 
with PEX and F1960 COLD EXPANSION Connections Features:
   • Chrome Plated No Lead DZR Brass.
   •  1/4 Turn Plastic Oval Handle.
   •  For use with PEX and Cold Expansion tubing connections.
   •  Maximum pressure rating: 125 psi
   •  Maximum temperature rating:  180°F (82°C)
   •  Stem Packing: Double NBR o-ring.
   •  Seat Material: PTFE
   •  Third party certified to NSF/ANSI 372.
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