
FINISH PRODUCT CODE HOUSING LED

Bronze

PT-BUL1-BZ-NL Aluminum Sold Separately

PT-BUL1-BZ-LED-3FL Aluminum MR16 Included: 3W, 38°, 2700K, 250 Lumens

Black

PT-BUL1-BK-NL Aluminum Sold Separately

PT-BUL1-BK-LED-3FL Aluminum MR16 Included: 3W, 38°, 2700K, 250 Lumens

Antique

PT-BUL1-BS-NL Brass Sold Separately

PT-BUL1-BS-LED-3FL Brass MR16 Included: 3W, 38°, 2700K, 250 Lumens

FINISH PRODUCT CODE HOUSING LED

Bronze
PT-FL1-BZ-NL Aluminum MR16/T3 Sold Separately

Black
PT-FL1-BK-NL Aluminum MR16/T3 Sold Separately

Antique
PT-FL1-BS-NL Brass MR16/T3 Sold Separately

Antique
PT-FL2-BS-LED Brass T3 Included: 2.5W, 2700K, 180 Lumens

FINISH PRODUCT CODE HOUSING COVER LED

Antique

PT-IG1-BS-NL Composite Clear Brass Cover MR16 Sold Separately

PT-IG2-BS-NL Composite Louvered Brass Cover MR16 Sold Separately

FINISH PRODUCT CODE HOUSING LED

Antique
PT-DL1-BS-LED Brass T3 Included: 2.5W, 2700K, 180 Lumens

FINISH PRODUCT CODE HOUSING LED

Black
PT-WL1-BK-NL ABS PAR36 Sold Separately

FINISH PRODUCT CODE HOUSING DIAMETER HEIGHT LED

Bronze
PT-PTH1-BZ-LED Aluminum 6.1" 19" T3 Included: 2.5W, 2700K, 180 Lumens

Black
PT-PTH1-BK-LED Aluminum 6.1" 19" T3 Included: 2.5W, 2700K, 180 Lumens

Antique
PT-PTH1-BS-LED Brass 6.1" 19" T3 Included: 2.5W, 2700K, 180 Lumens

FINISH PRODUCT CODE HOUSING LED

Bronze
PT-LL1-BZ-LED Aluminum Included: Four Integrated 2700K LEDs

Black
PT-LL1-BK-LED Aluminum Included: Four Integrated 2700K LEDs

Ledge Lights
• Stainless Steel Mounting Bracket

• 7" x 0.75" Glare Guard

•  Weather-Resistant SPT-2W Wire

• 4W

Flood Lights
•  High-Temperature Ceramic Socket  

with Nickel Contacts

•  Silicone Gasket Seal

•  EPDM Rubber Plug in Base

•  Weather-Resistant SPT-2W Wire

• Includes Ground Stake

In-Ground Lights
•  High-Temperature Ceramic Socket  

with Nickel Contacts

•  Injection-Molded Polyester  
Fiberglass Composite Housing

• Rubber Gasket Seal 

• 4.9" Diameter Cast Brass Cover

•  Weather-Resistant SPT-2W Wire

FIXTURES
Every model is built with a hefty set of features that ensure they perform  
season after season without fail. If that’s not enough, we back brass models with  
a lifetime warranty, ledge lights and in-ground fixtures with a 10-year warranty,  
and aluminum models are covered for five years.

Up Lights
•  Heat-Resistant Clear Convex Glass Lens

•  High-Temperature Ceramic Socket  
with Nickel Contacts

•  Fixed Socket Assembly

•  Dual O-Ring Seals

•  EPDM Rubber Plug in Base

•  Weather-Resistant SPT-2W Wire

•  Includes Ground Stake

Deck Light
•  High-Temperature Ceramic Socket  

with Nickel Contacts
•  Weather-Resistant SPT-2W Wire

• 3.125"W x 1.625"D

Well Light
•  8" Height x 5.5" Diameter Black ABS 

Well Sleeve
•  Adjustable Stainless Steel PAR36 Gimbal

•  Weather-Resistant SPT-2W Wire Includes 
Two Spade Connectors

Path Lights
•  Heat-Resistant Polycarbonate Lens

•  Dual O-Ring Seals

•  EPDM Rubber Plug in Base

•  Weather-Resistant  
SPT-2W Wire

•  Includes Ground Stake
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