
ESP-LX Basic Controller
The easiest to use commercial controller.

	Simple, Three-Step  
 Programming.

Get the job done easier with  
the ESP-LX Basic Controller.

 
	Two Languages, One Dial.

English and Spanish on  
one simple dial.

	Larger Station Count.
12 stations out of the box, expandable  
to 48.

Maximum Stations 48

Programs 4

Sensor Programmable by Station Yes

Station Delay Yes

Sensor and Master Valve Programmable by Station Yes

Cycle+Soak™ by Station Yes

Water Window Yes 
Specify certain times of the day/night  
when irrigation is allowed

SimulStations™ 2 
Operates multiple stations at the same time
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ESP-LX Basic Features



Controlador Rain Bird 
ESP-LX Basic
El controlador comercial más fácil de usar.

	Programación Sencilla en 
 Tres Pasos.

Haga el trabajo más fácil con el 
Controlador ESP-LX Basic.

 
	Dos Idiomas, Un Dial.

Inglés y español en un simple dial.

	Mayor Capacidad de Estaciones.
Incluye capacidad de 12 estaciones, 
ampliable a 48.

Máximo número de estaciones 48

Programas  4

Sensor programable por estaciones Sí

Retraso de estaciones Sí

Sensor y válvula maestra programable por estaciones Sí

Cycle+Soak™ (Ciclo+Remojo) por estaciones Sí

Intervalos de riego  Sí 
Especifique los horarios de día / noche, cuando  
se permite el riego

SimulStations™ 2 
Permite la operación de estaciones múltiples  
al mismo tiempo
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Características del Controlador Rain Bird ESP-LX Basic 


