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87 The Intelligent Use of Water.™

Valves
ASVF Series

ASVF Series
3⁄4", 1" (20/27, 26/34) Plastic Residential Valves with Atmospheric 
Backflow Preventer

  Combination reliable DVF Valve and atmospheric vacuum breaker 
in one unit

  I.A.P. M.O. and A.S.S.E. listing approved 

  City of Los Angeles listing approved and Canadian Standards 
Association (CSA) listing approved

Features

Operating Range

3⁄h; 0.76 to 83.3 l/m). An 
option for low flow (3 gpm or less; 0.68 m3⁄h; 11.36 l/m) applications 
is to use a ASVF-LF-075 Low Flow Anti-siphon Valve (see page 199), or 
Drip Control Zone Kit (see page 197)

3⁄h; 0.76 to 151.42 l/m)

Specifications

Codes

 
highest point of water in the pipe and sprinklers it serves

 
than twelve (12) hours

Dimensions
1⁄4" (15.8 cm)
1⁄10" (15.5 cm)

1⁄5 “ (8.1 cm)

Models
3⁄4" (20/27)

 Models available in NPT threads only

Not recommended for use with  

two-wire systems.

ASVF Cutaway

100-ASVF

* See Xerigation section (page 206) for RBY Filter flow loss data. Rain Bird recommends 

flow rates in the supply line not to exceed 7.5 ft/sec (2.3 m/s) in order to reduce the 

effects of water hammer

 Flow 075-ASVF 100-ASVF 
 gpm 3⁄4" psi  1" psi

 1 2.8 2.9
 3 3.4 3.1
 5 3.8 3.3
 10 4.6 3.9
 20 6.5 5.0
 30 - 7.8
 40 - 13.4

ASVF Valve Pressure Loss (psi)

 Flow  075-ASVF 100-ASVF 
 m3⁄h l/m 3⁄4" bar   1" bar  
 0.23 3.8 0.19 0.20
 0.6 10 0.23 0.21
 1.2 20 0.26 0.23
 3.6 60 0.39 0.31
 4.5 75 0.45 0.34
 6.0 100 - 0.47
 9.0 150 - 0.91

ASVF Valve Pressure Loss (bar) METRIC




