GIS TROLLEYS
TYPE GHF, EHF AND EMF, PUSH AND ELECTRIC TRAVEL

GISTROLLEYS SCOPE OF SUPPLY

GIS trolleys are simple in design and allow smooth transportation » Push trolleys type GHF and EHF consist of 2 side plates and
of loads up to 5000 kg on steel beams. The electric chain hoist support bolt(s)

serves as the lifting device. , » » Electric trolleys type EMFE consist of 2 side plates, support
Thg travel movement, ta||ored to the load capacity and conditions bolt(s), counterweight, motor & DC-spring loaded brake with
is el'gher manually or eIegtnchIy drlven.. . control equipment

The integrated fall and climbing protection ensures maximum . ) .

safety. » Connecplon cable to hoist - now with plug and socket

Due to their good handling characteristics and longevity GIS connections . .

trolleys are often used as components for end carriages for » 2 or 4-button control switch with E- stop

underslung travelling cranes. » Control cable length dependant on lifting height

GHF500 EHF50 - 500 EMFESO - 500 3-PH
Lifting capacity Lifting capacity Lifting capacity
up to 500 kg ; up to 5000 kg . up to 5000 kg

Classification | M3 (1Bm) | M4 (1Am) | M5 (2m) M6 (3m) M7 (4m) |Speed 50| Motor power | Current | Protection |Weight, for| Flange Minimum | Maximum
ISO (FEM) Type | 150 s/h, | 180 s/h, 30 | 240 s/h, 40 | 300 s/h, 50 | 360 s/h, 60 Hz 3x400V class standard width curve flange
25 % duty | % duty % duty % duty % duty 50 Hz flange radius thickness
Load width
capacity
(kg) (m/min) (kw) (A) (kg) (mm) (mm) (mm)

GHF500 500 500 500 400 320 - - - - 2.5 50 - 149 1200 24
EHF50 1000 800 630 630 500 - - - - 7.5 50 - 240 1200 24
EMFE50/N 1000 800 630 630 500 12 0.25 0.8 IP55 27 50 - 240 1200 24
EMFES0/NF 1000 800 630 630 500 12/4 0.15/0.045 0.65/0.75 IP55 27 50 - 240 1200 24
EMFES0/SF 800 800 630 630 500 20/6 0.15/0.045 0.65/0.75 IP55 27 50 - 240 1200 24
EMFE50/N FU 1000 800 630 630 500 2-20 0.25 0.8 IP55 27 50 - 240 1200 24
EHF150 2000 2000 1600 1600 1250 - - - - 13.5 76 - 320 1500 27
EMFE150/N 2000 2000 1600 1600 1250 12 0.25 0.8 IP55 31 76 - 320 1500 27
EMFE150/NF 2000 2000 1600 1600 1250 12/4 0.15/0.045 | 0.65/0.75 IP55 31 76 - 320 1500 27
EMFE150/SF 1600 1600 1600 1600 1250 20/6 0.15/0.045 | 0.65/0.75 IP55 31 76 - 320 1500 27
EMFE150/N FU 2000 2000 1600 1600 1250 2-20 0.25 0.8 IP55 31 76 - 320 1500 27
EHF300 4000 4000 3200 2500 2500 - - - - 27.5 56 - 300 1800 30
EMFE300/N 4000 4000 3200 2500 2500 12 0.25 0.8 IP55 50 56 - 300 1800 30
EMFE300/NF 4000 4000 3200 2500 2500 12/4 0.15/0.045 | 0.65/0.75 IP55 50 56 - 300 1800 30
EMFE300/SF 3200 3200 3200 2500 2500 20/6 0.15/0.045 | 0.65/0.75 IP55 50 56 - 300 1800 30
EMFE300/N FU 4000 4000 3200 2500 2500 2-20 0.25 0.8 IP55 50 56 - 300 1800 30
EHF500 5000 4000 3200 3200 2500 - - - - 27.5 56 - 300 1800 30
EMFE500/N 5000 4000 3200 3200 2500 12 2x0.25 2x0.8 IP55 57 56 - 300 1800 30
EMFE500/NF 5000 4000 3200 3200 2500 12/4 | 2x0.15/0.045 |2x 0.65/0.75| P55 57 56 - 300 1800 30
EMFE500/SF 4000 4000 3200 3200 2500 20/6 | 2x0.15/0.045 |2x 0.65/0.75 IP55 57 56 - 300 1800 30
EMFE500/N FU 5000 4000 3200 3200 3200 2-20 2x0.25 2x0.8 IP55 57 56 - 300 1800 30

» Standard power: 400 V, 3Ph, 50 Hz, 110/ WIDER BEAM WIDTHS ON TROLLEYS - PUSH OR ELECTRIC
220V, 1 Ph, 50 Hz available on request

» 42V low voltage control Hoist Type Trolley Type Lifting capacity Beam Width
» EHF and EMFE - side plates and load
wheels made of cast iron kg mm
. ) GP250/500 EHF50+ EMFES0 1000 50- 99
» GHF - Side plates made of die-cast GP250/500 EHF50+ EMFES0 1000 100-149
aluminium and load wheels made of glass GP250/500 EHF50+ EMFESO 1000 150200
fibre reinforced plastic (GHF) GP250/500 EHF50+ EMFES0 1000 201-240
» Support bolts zinc-plated GP/GCH1000 EHF150+ EMFE150 2000 76-139
» Anti drop protection GP/GCH1000 EHF150+ EMFE150 2000 140-199
GP/GCH1000 EHF150+ EMFE150 2000 200-259
GP/GCH1000 EHF150+ EMFE150 2000 260-320
GCH1600/2000/2500 EHF300/500 + EMFE300/500 5000 56-119
GCH1600/2000/2500 EHF300/500 + EMFE300/500 5000 120-179
GCH1600/2000/2500 EHF300/500 + EMFE300/500 5000 180-239
GCH1600/2000/2500 EHF300/500 + EMFE300/500 5000 240-300

Wider beam widths available on request
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GIS TROLLEYS
TYPE GHF, EHF AND EMF, PUSH AND ELECTRIC TRAVEL - DIMENSIONS

GHF500 PUSH TRAVEL WITH GLASS FIBRE WHEELS, 500KG LIFTING CAPACITY
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EHF50/ 150/ 300/ 500 PUSH TRAVEL WITH STEEL WHEELS, 250 - 5000KG LIFTING CAPACITY

EHF50/150 EHF300/500 EHF50 - 500
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EHFE50/ 150/ 300/ 500 PUSH OR ELECTRIC TRAVEL WITH STEEL WHEELS, 250 - 5000KG LIFTING CAPACITY

EMFES50/150 EMFE300/500 EMFESO0 - 500
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DIMENSIONS (mm)

Type el e2 f1 f2 3 f4 5 fe g1 g2 h2 Standard | Schematic
Flange drawing
width

(mm) (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) | (mm) (mm) (mm)

Hoist Type GPM250/1 | GP250/1 | GP250/2 | GP500/1

GHFsoo [ 215 [ - [ - [ - [ - [ 18 [ e [ - | 48 [ 122 378 454 480 482 50-99 [ 924892513
Hoist Type GP250/1 | GP250/2 | GP500/1 | GP500/2

EHFso | 215 | - [ - [ - [ - [ 1s3 | 23 | - | 49 [ 167 455 481 463 502 50-99 | 9248.9200.5
EMFESO | 215 | 62 | 209 [ 250 [ 241 | 183 | 23 | - [ 49 [ 167 455 481 463 502 50-99 [ 9248.9217.5
Hoist Type GP1000/1 | GP1000/2

EHF150 | 250 - - - - 230 | 27 - 60 595 655 76-139 [ 9248.9202.5
EMFE150 | 250 | 43 | 211 | 253 | 242 | 230 | 27 - 60 595 655 76-139 | 924892185
Hoist Type GCH1600/1 | GCH1600/2 | GCH2000/1 | GCH2000/2

EHF300 | 311 | - [ - [ - [ - [ 200 31 | - | 55 [ 218 637 719 637 719 120-179 | 9248.9204.5
EMFE300 | 311 | 12 | 217 [ 259 | 249 | 200 | 31 | - | 55 [ 218 637 719 637 719 120-179 | 9248.9219.5
Hoist Type GCH2500/1 | GCH2500/2

EHF500 | 311 - - - - 290 [ 31 - 55 | 218 637 719 120-179 | 9248.9204.5
EMFES00 | 311 | 12 - 259 | 249 | 290 | 31 249 | 55 | 218 637 719 120-179 | 9248.9220.5

Errors and omissions excluded
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