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INTRODUCTION

Thank You for Purchasing a DROP System! 
We know you’ll love your improved water quality, leak detection ability and water conservation benefits of 
your new DROP Water Management System from Chandler Systems. You’ll soon wonder how you ever 
lived without it. Improving your water and protecting your home are just a few of the ways that the DROP 
Water Management System can improve your water system.

Be sure to check out the dropconnect.com website periodically for more information about additional DROP 
products as they are released.

833.BUY.DROP
(833.289.3767)

dropconnect.com

To further help you operate your new DROP system, we have provided you with many other resources for 
you to learn more. Feel free to call Chandler Systems when you need additional help. We also have many 
resources located on our website including instructional videos, and images.

DROP Connect is also active on various social media pages! Feel free to follow us for the most up to date 
information and news!

@dropconnect

Privacy Statement
For more information about privacy, visit our privacy policy online.

DROP Patents
For the most up-to-date list of patents, visit our patents on our website: dropconnect.com/patents.

FCC Compliance Statement: 
https://dropconnect.com/sites/default/files/FCC_Compliance_Statement.pdf

Industry Canada Compliance Statement: 
https://dropconnect.com/sites/default/files/Industry_Canada_Compliance_Statement.pdf

https://dropconnect.com/
https://dropconnect.com/
https://www.facebook.com/DropConnect/
https://www.facebook.com/DropConnect/
https://twitter.com/DropConnect
https://twitter.com/DropConnect
https://www.youtube.com/watch?v=mA2-m9f3hrI&t=9s
https://dropconnect.com/sites/default/files/DROP-Privacy-Statement.pdf
https://dropconnect.com/patents
https://dropconnect.com/sites/default/files/FCC_Compliance_Statement.pdf
https://dropconnect.com/sites/default/files/FCC_Compliance_Statement.pdf
https://dropconnect.com/sites/default/files/FCC_Compliance_Statement.pdf
https://dropconnect.com/sites/default/files/Industry_Canada_Compliance_Statement.pdf
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CAUTION:

• Do not subject tank to any vacuum.  If there is a possibility that a vacuum could occur, a vacuum breaker must be installed.

• Do not locate unit where the tank or any lines (including drain lines) will be subject to temperatures below freezing.

• If there is not at least 10’ of line between the water heater inlet and the outlet of the closest softener/filter, an expansion tank  
  should be installed.

• Do not use Vaseline or any petroleum-based lubricants on O-rings or rubber seals.  Only use food-grade silicone lubricant.  

• Do not use pipe dope or any sealant other than Teflon tape on threaded connections.  Threads on the control valve and on the    
  bypass nut connections do not require any tape because they use an O-ring seal.  Tape is only required on the inlet/outlet 
  adapter fittings and on the drain line fitting (if applicable).
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Normal Operation

Once installed the cartridge filter will do its job filtering your water, while the DROP system monitors your 
water usage.  The lights on the DROP cartridge filter will be a light blue under normal operations.  Your 
DROP system will monitor your water usage and can send you notifications if it identifies anything unusual.  
Please check out your DROP app on your smart phone or tablet, or see DROP User Documentation for 
further information.

• Lights and Flow Indication: While observing your cartridge filter, you will notice periodic purple   
  flashes on the back lights.  These indicate that it is wirelessly communicating to the Hub during that
  time.  Also, when the water meter on your unit senses water flow, the front lights on your device will      
  alternate.  The rate of alternation of the lights will give a general idea of the current flow rate.  The 
  highest frequency of the lights alternating is determined based on the highest flow seen by your system.

• Cartridge Filter depleted notification: As your cartridge filter reaches 5% of the filter life     
  remaining, you will see a notification in the app letting you know that it is almost 
  time to change your filter.  If your DROP system is connected to an account on 
  DROP Web Services, then you will also receive notifications via your chosen
  notification preferences (e-mail, text message or push notification on your
  phone).  Also, the front two lights that indicate flow will turn yellow when 
  your filter reaches 5%. Similarly, when your filter is completely depleted, 
  you will get notifications in the same manner and the front two lights will turn red.

• Auto Shut Off When Depleted: For your filter cartridge the water can 
  automatically shut off when the filter is completely depleted.  This setting is off 
  by default, but it can be turned on by going to the navigation menu on the left, 
  choosing “Devices” then choosing your cartridge filter.  Then navigate to the 
  “Advanced” screen (at the top of the app).  In that screen, there will be a setting 
  check box labeled “Shut off water when filter cartridge expires”.

• Water off and Treatment Off (Bypass): The lights on your filter can also 
  change color when your device or devices are put into Treatment Off mode or 
  Water Off.  If your water is off, the lights will be orange.  The water can be 
  turned back on using the app or by shortly pressing the button on the DROP 
  Hub. Please note that for the cartridge filter, water shut off turns off the water 
  on the outlet of the unit.  If your filter is set to Treatment Off (bypassed),
  its lights will be bright yellow.  Bypassed means that water will not be treated by 
  that device while it is in bypass mode. 

Your DROP Water Management System was selected to address your specific water conditions. Your 
system uses advanced technology to deliver effective and efficient water treatment to protect your home 
plumbing system, deliver optimal water quality to you and your family, protect your home from leaks, and 
save you money, all while providing years of trouble-free operation.

HOW TO USE YOUR SYSTEM
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INSTALLATION INSTRUCTIONS

Contents of Carton

CARTRIDGE TANK

BYPASS CONNECTORS

POWER SUPPLYHOUSING COVER

BYPASS
HANDLES

CARTRIDGE
(Sold Separately)

REMOTE 
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Carbon Block Filters for Taste/ Odor Removal & Sediment
General 
Specifications CT-03-CB CT-20-CB CT-03-CB-AMINE

Micron Rating 3 20 3
Treatment Description Chlorine / Sediment Chlorine / Sediment Chlorine / Sediment / 

Chloramine
Max Flow Rate / psi drop 25 gpm / 4 psi 25 gpm / 3 psi 25 gpm / 4 psi
Estimated Gallon Capacity 250,000 gallons of

 water @ 15 gpm with 
greater than 90%

reduction, estimated 
capacity using 2ppm of 

free chlorine

150,000 gallons of 
water with 90% 

reduction using 2.0 ppm 
free chlorine at 7 gpm.

50,000 gallons of water 
with 85% reduction of
chloramine @ 7 gpm.

Filters for Sediment Removal
General 
Specifications CT-2005 - SWMB CT-2010 CT-1005

Micron Rating Outer layer 20 /
 Inner core 5

Outer layer 20 /
 Inner core 10

Outer layer 10 /
Inner Core 5

Treatment Description Sediment Sediment Sediment
Max Flow Rate / psi drop 25 gpm / 4 psi 25 gpm / 4 psi 25 gpm / 4 psi
Surface area vs typical 4.5” x 20” 
cartridge

2 times as much 6.5 times as much 6.5 times as much

Filter Type String Wound w/ Melt 
Blown Core

Dual Gradiant / Double 
Pleated Polyester

Dual Gradiant / Double 
Pleated Polyester

Cartridge Options

Carbon Block Filters

Poly Wound / Melt Blown

Pleated 

   INSTALLATION INSTRUCTIONS
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INSTALLATION INSTRUCTIONS

Precautions

 
           Read1

4
2

           
Use Eye Protection          

  Protect nearby materials
           when soldering. 

         
          

If existing plumbing is  
          copper, install grounding   
          strap before creating     
          plumbing gaps.

        
           Don’t reach.

 
 Ventilate

3 4

Use only
lead-free solder

5 6
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System Setup

 INSTALLATION INSTRUCTIONS

Leak 
Detector
Optional

Hub Required
(not included)

Untreated Water

Treated Water

Softener
(if required)

From filter
outlet

To filter
inlet

     
             Note: Your installation may vary. Follow all local plumbing codes. *



9

INSTALLATION INSTRUCTIONS

Installation Requirements
Pressure Range: 10-150 psi

Temperature Range: 40-120 F
Max Service Flow Rate: 25gpm

Attach water meter, spacer and bypass assembly.
Lubricate connector O-rings with a food grade 
silicone before installing on bypass. 
HAND TIGHTEN ONLY!

Take note of the water flow arrows and plumb in your 
incoming and outgoing water. Use Teflon tape only 
on connector threads. The use of other sealants can 
damage the threads.

For reference, wiring harness will be
installed as shown.
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Filter Cartridge Installation

 INSTALLATION INSTRUCTIONS

          Remove top cap first.       Ensure o-rings are properly lubricated before 
       installation. Insert filter into the filter adapter 
       of the bottom drain  assembly.

     A properly installed filter should sit below the
      seal area.

           Ensure the top Pressure Release Cap Lid 
             is installed to fully expose the retaining groove.

         Install the angled lead tip of the retaining 
           ring into the groove.

A filter this high is not installed    
properly.
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       Finally place the cap on the tank, ensuring that the wire connections are in the wire trough as shown.

Working clockwise, push the retaining ring into 
the groove until the end snaps into place. Gently 
pull on lid assembly to seat o-ring.

INSTALLATION INSTRUCTIONS

If desired, connect a 9 volt battery to DROP 
Board. The battery allows the filter to monitor 
water flow  during a power failure.
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System Setup

Place the DROP Hub in a central location in your home and plug it in.  At this point, you can 
download the DROP Connect App on your device. When you open the app, it will walk you through the 
process of connecting to you Hub and connecting to wifi, if desired. 

Adding devices to the DROP system
Once you have connected to the Hub, you can use the app to connect your devices (softener, leak   
detectors, salt sensor, etc) to the Hub. First, unplug and remove any batteries from the DROP device you 
wish to add. Next, navigate to the ‘System’ (selection on left) > ‘Advanced’ (selection at top) page in the 
app and enable the ‘Add Device Components’ mode. The hub will enter a state where it will accept new 
connections. Plug in the device(s) that you are adding, or for a leak detector, simply install the batteries. 
After the device has joined the DROP network you will see it added to the “Manage Device Components” 
table, you can then disable the ‘Add Device Components’ mode or simply wait for it to automatically 
disable.
When a new device is added to the system, you can rename that device by choosing “System” on the left 
navigation menu and scrolling to the bottom of the System Status page.  Devices such as the softener 
and salt sensor will already be labeled appropriately, but in the case of leak detectors, each individual leak 
detector will simply be labeled “leak detector.” In this case, you can rename each leak detector according 
to where you put them, such as “water heater” or “kitchen sink.”

System Settings 
The first settings that should be changed is the System Water Source. Choose “System” on the left 
navigation menu and it will bring you to the System Status page, where this setting can be adjusted if 
needed.  
  
  System Water Source 
  The system water source setting is used by the DROP system to know how to respond  
  to power outages. It can be set to Private Well or Municipal Supply. If you water supply  
  is not one of these choices, if your water supply is dependent on power to be available  
  (i.e. it is supplied by an electric pump) set it to Private Well, otherwise set it to Municipal  
  Supply.

This information is available in more detail in the USER GUIDE.

    INSTALLATION INSTRUCTIONS
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INSTALLATION INSTRUCTIONS

Cartridge Filter Settings  
After, you have setup your DROP system and you are connected through the app, use the   
navigation menu on the left to choose “Devices” and then choose your cartridge filter.  On that page
in the app you can set the cartridge filter life.  The cartridge life is dependent on the water quality and  
the filter type that is used.  Please see the documentation with the cartridge supplied with your filter for       
information on what to set your cartridge filter life to.

    With the bypass valve in bypass position, turn on the main water supply. This should be done 
    using the app after the hub and valve are set up. Bypass by turning Treatment Off (switch on  
    the left navigation menu). Open a cold water tap nearby, that has the aerator (screen) 
    removed, and let it run a few minutes or until the plumbing is free from foreign material 
    (usually solder) that may have resulted from the installation. Once clean, close the water tap  
    and turn off bypass (Turn Treatment On). As it is filling gently press the red button on the top 
    of the tank to bleed off air in the tank. Once water begins coming out of the red pressure 
    relief button, you can release it. Next, open a cold water tap and run water for several 
    minutes to rinse the filter and release any excess air.
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CARTRIDGE REPLACEMENT

 Using the DROP app on your smart phone or tablet,   
 connect to your DROP system.  On the navigation menu 
 on the left choose “Devices”, and then choose your
 Cartridge Filter from that list. Assuming you have one
 filter, you will see a “Replace Cartridge” button on the screen.   
 Press that  button and the lights on the cartridge filter   
 should turn yellow. Wait until the lights stop spinning before 
 going to the next step  (Should take approximately 30 seconds   
 and  you should hear the motors turning).

Remove top cover and relieve pressure in tank by pressing red 
button.

 Remove snap ring and tank top from tank. 
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CARTRIDGE REPLACEMENT

Attach 1/4” X 3/8” poly tubing to John Guest drain valve and run to a suitable drain.  Open drain valve & let tank drain.
Pull out old cartridge.
Note: You may want to have a bucket available to place the old cartridge in.
Install new cartridge.
Close drain valve.

After filter cartridge is installed, double check that the top snap ring is 
installed properly and then press the “Replacement Complete” button 
in the app. The motorized bypass will begin to open and your cartridge 
filter will begin to fill with water.  As it is filling gently press the red 
button on the top of the tank to bleed off air in the tank as it is filling.  
Once water begins coming out of the pressure relief button, you can 
release it.

Open the nearest faucet and run water for several minutes. Check 
for leaks.

  
                 Note:  After filter installation or replacement the water will look “milky” or 
                 “cloudy”.  This is due to micro bubbles from the filter being released into
                 the water.  They are just tiny air bubbles and are harmless.  The bubbles 
                 will go away after the first few hours after installation.

*
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If at any time you feel your system is not operating properly, bypass 
the system and call your authorized DROP Water Management System 
representative.

DROP Controls installation
In the event of an emergency or motor malfunction, 
we have provided bypass handles.
Carefully remove the motorized bypass drive from the 
bypass that is on the cartridge filter.  When it is removed 
it should be oriented so that the bypass is  parallel or 
in-line with the pipes. The bypass can be slid off by 
gently prying up underneath until they start to slide off 
more easily.  When done using blue bypass handles, 
store handles somewhere nearby in case they are 
needed for future use. 

Slide the over the valve stems where the motorized bypass drive was just removed.

When reinstalling the motorized bypass, make sure that that the 
orientation of the clips on the handles match the grooves on the 
valve stems where the motorized bypass drive was removed.

    CONTROLS INSTALLATION

Bypass handles can be stored on top of the tank, under the DROP lid, for safekeeping. 
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THE DROP REMOTE

Every DROP System sold as a bundle comes 
with one DROP Remote.

In addition to acting as a DROP Link mesh 
network extender, the DROP Remote has 
additional features:

At a glance the remote can provide the status of 
your water system through color codes. 

Water is in Service Water is Shutoff

Slow blinking indicates you have a 
notification in your DROP App that 
has not been seen

Flashes indicate that the DROP 
Remote is communicating with other 
devices

Color codes for normal operation                       

To turn off water in your home, place your finger on the water DROPlet button for about 2 seconds. 
Once the lights turn orange, remove your finger. 

If your system is in the Shutoff mode and you would like to turn your water back on, place your 
finger on the DROPlet button for about 2 seconds. When it turn to green, remove your finger and, 
your water will turn back on. 

More details about the DROP Remote can be found in the DROP User Guide.
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Note: This equipment has been tested and found to comply with the limits for a Class B digital device, 
pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment generates, uses and can radiate radio 
frequency energy and, if not installed and used in accordance with the instructions, may cause harmful 
interference to radio communications. However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful interference to radio or television reception, 
which can be determined by turning the equipment off and on, the user is encouraged to try to correct the 
interference by one or more of the following measures:
—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
—Consult the dealer or an experienced radio/TV technician for help.

This product may be covered by one or more patents. (https://dropconnect.com/patents)

Chandler Systems Inc.
710 Orange St.
Ashland, OH 44805

P. 1 833 BUY-DROP
www.dropconnect.com
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