
INSTRUCTIONS
NOTE : The sections in bold text indicate the 9st rib/cable panel sections.
Where there are two number separated by brackets e.g k1(2) the first number is the 4-8y size, the second number is the adult size.
 
Using 5.5mm needles cast on 71(81) sts. Join to work in the round being careful not to twist sts. 
Place marker for beginning of rnd. The sections in bold text indicate the 9st rib/cable panel sections.
 
Rnd 1-8: [(K1, p1)x4, k1, p1(2), k2, p1(2)]x2, (k1, p1)x7, k1, p1(2), k2, p1(2), [(K1, p1)x4, k1, p1(2), k2, p1(2)]x2.
This gives you two sets of 9st 1x1 rib, one 15st 1x1 rib and another two sets of 9st 1x1 rib that will become the cable panels with
4(6) sts of 1x2(2x2) rib in between. 
Tip: You may like to use stitch markers at the beginning of the k1(2) sections and cable sections to keep track. 
 
Change to 6mm needles and begin cable pattern as follows:
Rnd 1+2: [K9, p1(2), k2, p1(2)]x2, k15, p1(2), k2, p1(2), [k9, p1(2), k2, p1(2)]x2. 
Rnd 3: [K3, C6F, p1(2), k2, p1(2)]x2, k3, C6Fx2, p1(2), k2, p1(2), [k3, C6F, p1(2), k2, p1(2)]x2. 
Rnd 4-6: Repeat rnd 1. 
Rnd 7: [C6B, k3, p1(2), k2, p1(2)]x2, C6Bx2, k3, p1(2), k2, p1(2), [C6B, k3, p1(2), k2, p1(2)]x2. 
Rnd 8: Repeat rnd 1.
These 8 rnds form the cable plait pattern. 
Repeat until the hat measure 18cm for 4-8y size and at least 21cm for adult hat, from the cast on edge.
Child size: finish at the end of either row 1 or 5 ready to work a wrong side row.
Adult size: finish at the end of either row 4 or 8 ready to work a right side row.
 
Shape Crown
Rnd 1 adult only: (k9, p2tog, k2, p2tog)x2, k15, p2tog, k2, p2tog, (k9, p2tog, k2, p2tog)x2. (71sts)
Rnd 2 both sizes: (k9, p1, k2, p1)x2, k15, p1, k2, p1, (k9, p1, k2, p1)x2.
Rnd 3: [(k1, k2tog)x3, p1, k2tog, p1]x2, (k1, k2tog)x5, p1, k2tog, p1, [(k1, k2tog)x3, p1, k2tog, p1]x2. (49sts)
Rnd 4: (k6, p1, k1, p1)x2, k10, p1, k1, p1, (k6, p1, k1, p1)x2
Rnd 5: (k1, k2tog) rep to last st, k1. (33sts)
Rnd 6: (k1, k2tog) rep. (22sts)
Rnd 7: (k2tog) rep (11sts)
 
FINISHING
Cut yarn, thread through remaining stitches, pull tight and fasten off. Weave in ends.
Sew a button to the inside to attach a pom-pom (use a coordinating cotton thread).
Sew a MGL tag to the side of the large cable panel. A small tag for 4-8y and a large tag for adult size.

© Make Give Live 2018: for personal use only

YARN
100g 14 ply yarn
 
NEEDLES & NOTIONS
5.5mm and 6mm circular
needles
cable needle
yarn needle
5-10 stitch markers
faux fur pom-pom
button and cotton thread

SIZE
4-8y (adult)
 
FINISHED MEASUREMENTS
4-8y          W 20cm, H 20cm
adult         W 23cm, H 24cm
 
GAUGE
22sts over 10cm in cable
pattern using 6mm needles
 

ABBREVIATIONS
k  knit
p  purl
st(s)  stitch(es)

CABLE STITCHES
C6F  slip next 3 sts to CN and hold at front of work, k3 and then k3
from CN
C6B slip next 3 sts to CN and hold at back of work, k3 and then k3
from CN
 

 
rep  repeat
rnd  round
 

 
k2tog  knit 2 sts together
p2tog  purl 2 sts together
CN  cable needle

REAGAN Knit Round 

9 April 2020

REAGAN is a classic cable beanie. It has one large centre cable panel and two
smaller cable panels either side separated by rib sections. 
It is an intermediate level knit and requires special attention when setting up. 
The brim alternates 1x1 rib  and 2x2 rib sections which then change into the cable
panels and the dividing rib sections. 
On a cable round the same cable is worked for the whole round, then the next cable
round it is reversed. Once the required heigth is reached  there is no more cabling.
Decreases are worked to flow with the panel pattern.
 



REAGAN CHARTS 

CHILD 'S SIZE

 
ADULT'S SIZE

KEY when knit in the ROUND

KEY when knit FLAT

The only difference between the child's and adult size is  whether there is one or two
purl stitches in the rib section that separates the cable panels. 
When knitting in the round the chart is always read from right to left.
When knitting flat even rows/wrong side (ws) rows are read from left to right.
Take note of the appropriate key for the way you are knitting (flat or round).
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