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KOM Tire Repair Tool PRO Kit Includes an 
attached Co2 inflator. (Co2 Cartridge not 
included).

Unscrew the Co2 inflator piece attached to 
the end of the repair tool. 

1 Remove Co2 Inflator 

Using a threaded Co2 cartridge, thread 
together the inflator and cartridge. Co2 flow 
can now be controlled by pressing the head 
of the injector. 

2 Install Co2 Cartridge

With your tire valve open, firmly insert the 
inflator/cartridge initiating the flow of Co2 into 
your tire. Maintain constant pressure until the 
tire is fully inflated. 

3 Inflate Tire 

Unthread the empty cartridge and discard.
Re-attach the inflator to the correct end 
of the repair tool. 

4 Replace Co2 Inflator 



Tire Repair Tool PRO Repair Instructions 
KOM Tire Repair Tool PRO Kit includes all 
the important tools to repair your tubeless 
puncture on the go. 

Locate the puncture on your tubeless tire 
needing repair. 

1 Identify Puncture 

Unthread the cap of the tool containing the 
insertion fork and remove repair strips housed 
within the tool. Re-connect the base of the 
fork to the repair tool body. 

2 Prepare Repair Tool 

With the unloaded fork, use the barbed 
edges to clean out the puncture removing 
any debris that might inhibit repair. 

3 Clean Puncture 

Install one (1) repair strip into the fork 
leaving equal lengths of strip on either side 
of the tool. Note: for larger punctures, you 
may twist two or three strips together to 
create a larger plug. 

4 Load Repair Tool 

Pinch the tire with one hand on either side of 
the puncture. Insert the fork tool with repair 
strip(s), making sure to leave at least 1cm of 
plug sticking out of the tire. Carefully remove 
the tool, leaving the repair strips behind in the 
tire. 

5 Insert Repair Strip 

Using a mini pump or the attached Co2 
inflator, inflate your tire to the correct PSI. 
Note: to assist in proper sealant distribution, 
it may be necessary to rotate your tire several 
times.

6 Re-Inflate Tire 


