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INSTALL APP

Install the WirelessUSG App via the App Store for iPad, iPhone and 
Android products.

1.

START/TURN OFF PROBE2.
To turn the probe on, press 
and hold the Power Bu�on (1) 
for several seconds. To turn 
the probe off press and hold 
Power Bu�on (1) for several 
seconds. Once the probe is 
turned on, pressing the Power 
Bu�on (1) quickly will enable 
the LIVE/FREEZE func�on of 
the probe.

(1)

WIFI CONNECTION3.
The first �me the probe is turned on; it will require a Wi-Fi password 
for interac�on with intelligent terminal equipment. Turn on the 
equipment’s LAN WIFI se�ngs loca�ng the probe’s name (generally 
begins with SS.SL and ends with the probe’s serial number). Click on 
the probe Wi-Fi and enter the password which is the probe sequence 
number located on the probe itself above the charging port.
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Tablet version 
so�ware interface

Mobile version 
so�ware interface

(depth through 
the allocated image change)

(1)Gain+:Increase the gain of the image
(2)Gain-:Reduce the gain of the image
(3)Depth+:Increase the depth of the image
(4)Depth-:Reduce the depth of the image
(5)Biopsy: draw the biopsy line for biopsy guidance
(6)B mode: Image B mode
(7)B/M mode: image B/M mode
(8)Pa�ent Informa�on: Input pa�ent informa�on
(9)Freeze/Live: Image freezing and thawing
(10)Play: Image playback a�er being frozen
(11)Measurement: Carry out distance/area/obstetric measurements
(12)Note: Enter a comment on the image
(13)Clear measurements and notes: clear the measurements and 
notes on the image
(14)Save the image: Save single image
(15)Save the video: Save the whole video
(16)Browse the image: Browse pictures
(17)Se�ngs: Select the appropriate WIFI channel to avoid clogging
(18)Scales of Image: depth of Image, size of scale
(19)Wireless Connec�on Status: Displays whether the wireless is 
connected or not
(20)Op�onal func�on menu: Click the “<” on the top right corner, the 
op�onal func�on menu will pop up
(21)Focus: adjust the focus posi�on of the image (apolegamy)
(22)Dynamic range: Adjust the dynamic range of the image 
(apolegamy)
(23)Harmonic imaging: whether plus the harmonic imaging effect is 
switchable (apolegamy)
(24)Noise reduc�on: used to eliminate low-level echoes caused by 
nose (apolegamy)
(25)Subsec�on TGC: Slide to adjust the degmented gain (apolegamy)

INTERFACE AND FUNCTIONS4.
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A�er the measurement, you can click the “X” on the right side of the 
results to delete the measurement. If the Wi-Fi is moving slow, you 
may press the se�ng bu�on to select a different Wi-Fi channel. By 
pressing the select bu�on for 2 seconds, you will be able to restart the 
probe and make the newly selected channel effec�ve. You will need 
to reenter the password (probe sequence number) from the charging 
port. Note: When an Android mobile phone does not show an image, 
please try the Wi-Fi Channel 1 or Channel 2. The so�ware will prompt 
a restart of the probe and normal opera�on can then be resumed.

Once clicked, a virtual trackball will appear (see right corner of picture 
below). Use the UP/DOWN/LEFT/RIGHT arrows to adjust the 
measuring point loca�on.

You can adjust the posi�on of the M sample lines while in the BM 
mode. While the default measurement of the cardiac cycle is 5 weeks, 
you have the op�on to click the measurement points that you have 
completed.

PROBE MAINTENANCE5.

5.1 Charging Your Probe
To charge you probe pull the inser�on tab on the bo�om of the 
probe. Connect to the USB charger using the included USB cable as 
shown in figure 5.1 When charging, the ba�ery indicator will blink 
and the highlighted grids/bars indicate the charged ba�ery capacity. 
Once all four grids light up and the indicator is no longer blinking, the 
ba�ery is fully charged. Unplug the USB cable and carefully plug the 
inser�on tab back into the probe to keep out moisture. The probe 
also has a wireless charging ability however requires a wireless 
charging board (not included).

5.2 Ba�ery Replacement
 (Recommended to be done professionally)
Carefully remove the wireless probe shell and the white tape. Replace
the ba�ery from the top with the same type of ba�ery.

5.3 Cleaning
A periodic cleaning of the probe using a so� cloth, paper towel or 
direct light water contact is all that is usually required. The probe has 
a waterproof level of IPX5, which allows for light washing with clean 
water, but NEVER submerge the probe in water.

5.4 Waterproof Protec�on
It is important to remember the limited waterproof protec�on of the 
probe when in the field and other harsh environments.

5.5 Storage
When not in use, we recommend that the probe should be stored in 
the provided case and protected from temperature extremes.
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For more informa�on, please contact us:

Aidtronix USA

15 Cross Street

Suite 202

Norwalk, CT 06851
www.aidtronixusa.com 
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