
1.2L Stovetop Kettle
Customer Service (North America): 1-888-538-8683
Local (Wyoming, USA): 307-222-6086
Email: help@mybrewista.com 

READ THIS MANUAL PRIOR TO FIRST USE 
AND SAVE FOR FUTURE REFERENCE
Household Use Only
1-year Limited Warranty

Stout Spout™ Stovetop Kettle
with temperature gauge
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IMPORTANT SAFEGUARDS
This appliance is for household use only.  When using appliances, basic safety precautions 
should always be followed to avoid fires, burns, or other injuries and damage. Read 
these operating and safety instructions carefully. Call our customer service number 
for information on examination, repair, and adjustments; do not attempt to repair the 
appliance yourself.

• Read all instructions.
• Do not touch hot surfaces – use the handles or knobs.
• Never leave the appliance unattended when in use. Close supervision is necessary 

when any appliance is used by or near children.
• Allow to cool before putting on or taking off parts, and before cleaning the appliance.
• Do not operate any appliance after the appliance malfunctions, or has been damaged 

in any manner. Call our toll-free Customer Assistance Number for examination, 
repair or adjustment.

• Do not use this appliance for anything other than its intended use.
• Do not place appliance in a heated oven.
• The use of accessory attachments is not recommended by the appliance 

manufacturer and may result in fire, electrical shock or personal injury.
• Do not use the kettle to heat anything other than water.
• Do not fill with more than 1.2L of water. If the kettle is over filled, boiling water may 

be ejected.
• Be aware of steam being emitted from spout or lid especially during refilling.
• Scalding may occur if the lid is removed while heating.
• Scalding may occur if the lid is removed during the boiling cycles.
• Do not insert any object into slots or holes of the kettle.
• Do not remove the lid while water is boiling.
• Position the lid with holes facing away from the handle.
• If the kettle sustains a heavy impact, it may be damaged.
• Check for cracks or damage before using, especially if there are signs of leakage.

SAVE THESE INSTRUCTIONS
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1) Spout
2) Lid
3) Temperature Gauge
4) Vent Holes
5) Thermometer
6) Kettle Opening
7) Handle
8) Maximum water level indicator
9) Minimum water level indicator

Stovetop Kettle Components

Operation Illustrations
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Using Your Kettle
Before First Use:
1) Remove packaging materials, labels, and stickers from the kettle. 
2) Take off the kettle lid (Fig A). 
3) Clean the kettle by filling with 1.2 liter of clear, cold water. 
4) Place the lid onto kettle with holes facing away from the handle (Fig B).
5) Put the kettle on a stove or other heating element to boil.
6) Boil water, then empty water from kettle (Fig C). 
7) Let the kettle cool for 1 minute (Fig D).
8) Repeat steps 2-7 two more times before using.

To use the kettle for heating water, repeat steps 2-7 from above.

Preparing Coffee
Pour Over Manual Brew Coffee
This is the simplest coffee brewing approach. It allows the individual the most control 
over saturation of the coffee grounds, but also the most participation by the user. It 
requires more time than hitting the ON switch of a drip coffee maker but for many, its 
higher involvement is part of the pleasure of coffee overall.

A. Grinder
B. Scale (Brewista Smart Scale™ recommended)
C. Paper filter, cloth, or permanent filter
D. Pour over filter basket (Brewista Smart 

Dripper™ recommended) 
E. Drinking cup or carafe
F. Method for boiling water (Brewista kettle 

recommended)

Brewing Manual Pour Over Method
•	 Measure about 6 ounces of water for each cup you intend to brew. Place 

measured water in kettle and turn on kettle to bring the water to the desired 
temperature.

•	 Grind two tablespoons of beans per cup of coffee.
•	 Rinse the filter, dripper, and glass server (or whatever you are brewing into) 

in hot water to preheat them.
•	 Assemble the filter, dripper and vessel and dump the ground coffee into  

the filter.
•	 When the water reaches a boil, take the kettle off the heat source and wait 

about five to fifteen seconds. The desired coffee brewing temperature is 
205o F, slightly lower than boiling temperature.
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•	 Now pour the water into the filter.  Stir the coffee just a bit to be sure it all 
gets saturated with water.  A slow, steady pour allows for the best extraction 
from the grounds.

Tips:
•	 You may have to pour two or three times depending on the grind, filter size, 

and amount of coffee being made.
•	 Pre-wetting the coffee grounds a minute before starting a pour over helps 

with extraction.
•	 A narrower spout allows better water flow control.
•	 Pour over coffee is usually ground finer than drip coffee maker, but not as fine 

as espresso.

Cleaning Your Kettle
Clean the kettle regularly.  This kettle contains no user serviceable parts and requires 
little maintenance.  Leave any servicing or repairs to qualified personnel.

•	 Hand wash with mild soapy water.  Do not use abrasive cleansers.
•	 Dry the exterior of the kettle with a soft cloth or leave to dry on a dish rack.

- OR -
•	 Turn kettle upside down and wash in a dishwasher.
• Do not wash the lid and temperature gauge in the dishwasher. 

 ◦ Hand wash the lid and temperature gauge with mild soapy water. 
 ◦ Dry the exterior of the kettle with a soft cloth or leave to dry on a  

dish rack.

WARNING: Allow kettle to cool down to a safe temperature before cleaning.

Decalcifying Your Kettle
•	 When mineral scale builds up in the kettle, it can affect temperature 

consistency and slow down heating time.
•	 To ensure optimum performance, Brewista recommends descaling the kettle 

when mineral build-up is visible inside the kettle.
Note: Vinegar may not effectively descale the kettle and can be difficult to 
thoroughly rinse. Vinegar may also leave behind an odor that could affect  
future use. 

Brewista recommends using Cafetto™ Descaler.
How to use Cafetto™ Descaler:
1) Mix 1 packet Cafetto™ Descaler with 40 oz. of lukewarm water.
2) Pour the solution into the kettle.
3) Bring the solution to a boil.
4) Let the vessel cool for 15 minutes, then discard the solution.
5) Rinse thoroughly with fresh water.
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High Altitude Users
At higher elevations water boils at lower temperatures.  Use the graph below to 
determine your kettle’s boiling temperature. 

Adjusting Kettle Lid Tension 
If you feel the kettle lid is too hard or too easy to remove 
from the kettle, please follow the steps below to adjust 
the tension:
1) Take the lid off the kettle.
2) Use a pair of needle-nosed pliers or similar tool to  

adjust the three tabs of the kettle lid.  If you push in  
the tab, the lid tension will be reduced and easier to put on and take off.  If you 
pull out the tabs the lid will be harder to pull off.

3) After adjusting the tabs, replace the lid and remove it again to see if your adjustment 
is correct.

4) Repeat steps 2 and 3 until you have adjusted the lid to your preference.

Changing the Temperature Gauge
•	 Unscrew the outer rim that secures the temperature gauge in place.
•	 Pull out the temperature gauge.
•	 Replace with a new temperature gauge and re-assemble the lid.

Lid Tab
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WARNING: Never leave the kettle unattended while boiling water, 
especially if there are children nearby.

WARNING: Do not open the lid while boiling water.
WARNING: Be careful when handling hot water. Danger of scalding!

LIMITED WARRANTY

1-Year Limited Warranty from the date of original purchase.

1. This warranty extends only to the original consumer, purchaser, or gift recipient. 
Keep the original sales receipt, as proof of purchase is required to make a warranty 
claim. The product must be purchased at an authorized retailer for the warranty to 
be valid.

2. Defects that occur due to improper connection, improper handling, poor water 
quality, or repair attempts by non-authorized persons are not covered by the 
warranty. The same applies for failure to comply with the use of consumables 
(e.g. cleaning and decalcifying agents) that do not correspond to the original 
specifications.

3. Routine wear parts (e.g. seals and valves, permanent filter) and fragile parts, like 
glass, are excluded from the warranty.

4. Damages which are not under responsibility of the manufacturer are not covered 
by the warranty. This is valid, especially for claims arising from improper use (e.g. 
operation with wrong type of current or voltage).

5. The guarantee becomes void if repairs are carried out by third parties, who are not 
authorized by the manufacturer to do so and/or if spare parts are used other those 
from the original equipment manufacturer. 

6. Failure to comply with any important safeguards listed in section 1 will void the 
limited warranty.

7. Household-use only.

To make a warranty claim, do not return this appliance to the store. Please email  
help@mybrewista.com or call 1-888-538-8683. For faster service, locate the model, 
type, and serial numbers on your appliance and have available for the call or include in 
your email. 
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