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The Right Connection.™ 

For any type of electrical product to work properly and more importantly, safely, whether it be for Residential, 
Commercial, or Industrial application, an Electrical Contractor must use the "right connection" from the start. 
By choosing EMCO Electric International LLC., and their ERi Brand, as your source for Cable & Conduit 
Fittings and other Electrical Accessories & Supplies, you get just that. 

Family-Owned & Operated. 

EMCO is a U.S., family-owned and operated company that has become a superior supplier to major OEMs 
in the USA, Canada, and Central America. We specialize in both domestic and international manufacturing of 
Conduit Fittings, Accessories, and Supplies. We produce in all metals and materials including Steel, 
Aluminum, Zinc, Brass, Copper, and Non-Metallic substances, including PVC and Nylon. 

Quality, Service, Loyalty, & Commitment are Standard. 

At EMCO, you are family where Quality, Service, Loyalty, and Commitment are standard. EMCO provides a 
trustworthy, "single" contact point for their customers, resulting in lower production costs for companies looking 
to increase profits and compete in today's global market climate and economy. 

30+ Years of Industry Experience. 

From existing, new and exclusive product lines, EMCO's experience and dedicated staff will take on your 
projects from conception to market including; Quality Control, Materials Logistics, Tooling, Testing & Agency 
Approvals, Custom Packaging & Labeling, Delivery & Distribution and Purchasing & Inventory Analysis. 

With over 30+ years of industry experience, innovative ideas, wide array of products, and competitive pricing, 
EMCO is . . . .
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St. Petersburg, FL 33711 
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LIMITED WARRANTY 

EMCO ELECTRIC INTERNATIONAL, LLC. (dba) Electrical Resource International (ERi) 

utilizes a double check inspection system in order to minimize the possibility of defective 

goods leaving our facility. ERi products are warranted against defects in workmanship 

and materials at the time of shipment. ERi will replace, free of charge, any part it 

determines to be defective in material or workmanship provided that: 

1. A claim is made with 30 days after receiving shipment,

and/OR 

2. The part has not been physically damaged or otherwise abused.

There are no expressed or implied warranties of merchantability or fitness for a 

particular purpose and any such warranties are specifically disclaimed. No other 

liabilities are included such as the cost of removal and replacement of defective parts, 

labor costs, loss of anticipated profits, claims of buyers' customers, or consequential 

damages of any kind. The limited warranty contained in the preceding paragraph is the 

sole and only warranty offered by ERi. Some states do not allow limitations as to how 

long any implied warranty lasts, or the exclusion or limitation of incidental or 

consequential damages, so the limitations or exclusions may not apply to you. 

Although this warranty gives you specific legal rights, you may also have other rights 

that vary from state to state. 

ERi participates in the RoHS European Directive 2002/95/EG, 

which was established to restrict six hazardous substances in 

electrical and electronic equipment. 

ERi electrical products are manufactured for NEC installation on 

listed raceways. 

(GI) ERi products are manufactured in compliance with Federal 

® Specifications W-F-406D and W-F-408D, 
CANADIAN STANDARDS ANSI/NEMA-FB1-1993 

ASSOCIATION 

PROUD MEMBER 
Due to ERi policy of continued product development, specifications 

are subject to change without notice. 

All dimensions listed are in inches (in.) unless otherwise noted. 

All weights are listed in pounds (lbs) unless otherwise 

noted. 
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Material & Finish: 
Hot-Dipped Galvanized Steel

Application:  
•Used to provide a continuous raceway for wire pulling.   

Features:  
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•High grade mild strip steel provides durability and longevity. 
•Maintains ductility, providing easy bending, cutting and joining.
•Installed with the use of set screw and compression type couplings and connectors.
•Unthreaded.

US Metric in mm in mm lb kg ft pcs

1/2" 16 0.706 17.93 0.042 1.07 30 14 7000 700
3/4" 21 0.922 23.42 0.049 1.25 46 21 5000 500
1" 27 1.163 29.54 0.057 1.45 67 30 3000 300

1-1/4" 35 1.510 38.35 0.065 1.65 101 45 2000 200
1-1/2" 41 1.740 44.20 0.065 1.65 116 53 1500 150

2" 53 2.197 55.80 0.065 1.65 148 67 1200 120
2-1/2" 63 2.875 73.03 0.072 1.83 216 98 610 61

3" 78 3.500 88.90 0.072 1.83 263 119 510 51
3-1/2" 91 4.000 101.60 0.083 2.11 349 158 370 37

4" 103 4.500 114.30 0.083 2.11 393 178 300 30
Dimensions & weights are nominal, subject to change without notice.

Outside diameter tolerances: 

+/- .005 in. (.13mm) for trade sizes 1/2 (16mm) through 2 (53mm);

+/- .010 in. (.25mm) for trade sizes 2-1/2 (63mm);

+/- .015 in. (.38mm) for trade size 3 (78mm);

+/- .020 in. (.51mm) for trade sizes 3-1/2 (91mm) and 4 (103mm).

NOTE: Length = 10 ft. (3.05m) with a tolerance of +/- .25 in. (6.35 mm)

Compliance: UL 797, ANSI C80.3 

File No: E322204
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41780

Qty/            
Master BundleOutside Wall Thickness

41710

41720

41740

41750

41760

41765

41770

Part No. Trade Size
Dimensions Weight/           

100 Ft (30.5M)

41730

ERI Conduit & Accessories

Electrical Metallic Tubing (EMT)

1 Hot-Dipped Galvanized Steel   



Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used to provide a continuous raceway for wire pulling.   

Features:  
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•High grade mild strip steel provides durability and longevity. 
•Maintains ductility, providing easy bending, cutting and joining.
•Threaded on both ends, one fitted with a coupling, one with a color-coded thread protector.
•Weighs approximately one third less than rigid conduit.

US Metric in mm in mm lb kg ft pcs

1/2" 16 0.815 20.70 0.078 1.98 62 28 3500 350

3/4" 21 1.029 26.13 0.083 2.10 84 38 2500 250

1" 27 1.290 32.76 0.093 2.35 119 54 1700 170

1-1/4" 35 1.638 41.60 0.095 2.42 158 72 1350 135

1-1/2" 41 1.883 47.82 0.100 2.54 191 87 1100 110

2" 53 2.360 59.94 0.105 2.67 254 115 800 80

2-1/2" 63 2.857 72.56 0.150 3.81 435 198 370 37

3" 78 3.476 88.29 0.150 3.81 534 243 300 30

3-1/2" 91 3.971 100.86 0.150 3.81 614 279 240 24

4" 103 4.466 113.43 0.150 3.81 693 315 240 24
Dimensions & weights are nominal, subject to change without notice.

Outside diameter tolerances: 

 +/- .005 in. (.13mm) for trade sizes 1/2 (16mm) through 2 (53mm);

+/- .010 in. (.25mm) for trade sizes 2-1/2 (63mm);

+/- .015 in. (.38mm) for trade size 3 (78mm);

+/- .020 in. (.51mm) for trade sizes 3-1/2 (91mm) and 4 (103mm).

NOTE: Length = 10 ft. (3.05m) with a tolerance of +/- .25 in. (6.35mm)

Compliance: UL 1242, ANSI C80.6 

440.878.1199       www.electrical-resource.com

41873

41883

41878

41823

41843

41833

41853

41863

Qty/        
Master BundleOutside Wall Thickness

41868

Part No. Trade Size
Dimensions Weight/         

100 Ft (30.5M)

41813
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Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used to provide a continuous raceway for wire pulling.   

Features:  
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•High grade mild strip steel provides durability and longevity. 
•Maintains ductility, providing easy bending, cutting and joining.
•Threaded on both ends, one fitted with a coupling, one with a color-coded thread protector.

US Metric in mm in mm lb kg ft pcs

1/2" 16 0.840 21.34 0.104 2.64 82 37 2500 250
3/4" 21 1.050 26.67 0.107 2.72 109 49 2000 200
1" 27 1.315 33.40 0.126 3.20 161 73 1250 125

1-1/4" 35 1.660 42.16 0.133 3.38 218 99 900 90
1-1/2" 41 1.900 48.26 0.138 3.51 263 119 800 80

2" 53 2.375 60.33 0.146 3.71 350 159 600 60
2-1/2" 63 2.875 73.03 0.193 4.90 559 254 370 37

3" 78 3.500 88.90 0.205 5.21 727 330 300 30
3-1/2" 91 4.000 101.60 0.215 5.46 880 399 250 25

4" 103 4.500 114.30 0.225 5.72 1030 467 200 20

5" 129 5.563 141.3 0.245 6.22 1520 699 150 15

6" 155 6.625 168.28 0.266 6.76 1785 810 100 10
Dimensions & weights are nominal, subject to change without notice.

Outside diameter tolerances: 

 +/- .005 in. (.13mm) for trade sizes 1/2 (16mm) through 2 (53mm);

+/- .010 in. (.25mm) for trade sizes 2-1/2 (63mm);

+/- .015 in. (.38mm) for trade size 3 (78mm);

+/- .020 in. (.51mm) for trade sizes 3-1/2 (91mm) and 4 (103mm).

NOTE: Length = 10 ft. (3.05m) with a tolerance of +/- .25 in. (6.35mm)

Compliance: UL 6, ANSI C80.1

File No: E468552
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41830

41840

41850

41860

41865

41890

Qty/                  
Master Bundle

41870

41875

41880

41885

Part No. Trade Size
Dimensions Weight/        

100 Ft (30.5M)Outside Wall Thickness

41810

41820
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Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used for joining threaded RIGID conduit together.  

US Metric in mm in mm in mm lb kg

47110 1/2" 16 1.63 41.30 1.01 25.7 14.0 356 12 5 100

47120 3/4" 21 1.64 41.70 1.25 31.8 14.0 356 18 8 50

47130 1" 27 1.97 50.00 1.53 38.7 11.5 305 30 14 30

47140 1-1/4" 35 2.03 51.60 1.87 47.5 11.5 305 37 17 25

47150 1-1/2" 41 2.06 52.40 2.16 54.7 11.5 305 52 24 25

47160 2" 53 2.13 54.00 2.65 67.3 11.5 305 72 33 20

47165 2-1/2" 63 3.19 81.00 3.25 82.6 8.0 203 170 77 24

47170 3" 78 3.31 84.10 3.87 98.3 8.0 203 210 95 18

47175 3-1/2" 91 3.41 86.50 4.50 114.3 8.0 203 340 154 12

47180 4" 103 3.52 89.30 4.88 123.8 8.0 203 300 136 10

47185 5" 129 3.95 100.4 6.00 152.4 8.0 203 475 216 1

47190 6" 155 4.25 108.0 7.20 182.9 8.0 203 765 347 1
Dimensions & weights are nominal, subject to change without notice.

Compliance: UL 6, ANSI C80.1 

File No: E468552

440.878.1199       www.electrical-resource.com

Weight/           
100 pcs

Pcs/Ship 
Carton

Part      
No.

Trade Size
Length             
(A)

Outside Diameter 
(B)

Threads per 
in/mm

ERI Conduit & Accessories
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Material & Finish:
Hot-Dipped Galvanized Steel

Application:  

•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•Provides mechanical protection for conductors.

US Metric in mm in mm in mm lb kg *Bulk

47410 1/2" 16 2.50 64 4.00 102 6.960 177 26 12 50

47420 3/4" 21 2.50 64 4.50 114 7.730 185 46 21 50

47430 1" 27 3.00 76 5.75 146 9.36 238 92 42 25

47440 1-1/4" 35 3.25 83 7.25 184 11.38 289 135 61 20

47450 1-1/2" 41 3.50 89 8.25 210 12.76 329 200 91 20

47460 2" 53 4.25 108 9.50 241 15.01 381 280 127 10

47465 2-1/2" 63 5.00 127 10.5 267 17.11 435 500 227 156*

47470 3" 78 5.50 140 13.0 330 20.33 516 750 340 88*

47475 3-1/2" 91 6.25 159 15.0 381 23.38 594 1014 460 50*

47480 4" 103 7.00 178 16.0 406 25.40 645 1300 590 40*
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bend. Dimensions & weights are nominal, subject to change without notice.

Compliance: UL 797, ANSI C80.3 

File No: E322204
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Weight/             
100 pcs

Pcs/Ship 
Carton

Part No. Trade Size
Straight           

(S)
Min. Radius         

(R)
Offset              
(O)

ERI Conduit & Accessories
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•Used on conduit raceways to interconnect conduit to change direction.



Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•Provides mechanical protection for conductors.

US Metric in mm in mm in mm in mm lb kg *Bulk

47510 1/2" 16 1.50 38 4.00 102 6.13 156 2.50 64 18 8 50

47520 3/4" 21 1.50 38 4.50 114 7.38 187 3.13 80 33 15 50

47530 1" 27 1.88 48 5.75 146 8.75 222 3.63 92 56 25 25

47540 1-1/4" 35 2.00 51 7.25 184 10.13 257 4.13 105 97 44 20

47550 1-1/2" 41 2.00 51 8.25 210 13.13 333 5.38 137 145 66 15

47560 2" 53 2.00 51 9.50 241 13.13 333 5.50 140 185 84 10

47565 2-1/2" 63 3.00 76 10.5 267 17.50 445 7.25 184 360 163 286*

47570 3" 78 3.18 81 13.0 330 17.50 445 7.25 184 438 199 132*

47575 3-1/2" 91 3.25 83 15.0 381 26.13 664 10.88 276 873 396 90*

47580 4" 103 3.38 86 16.0 406 26.25 667 10.88 276 983 446 72*
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bends.  Dimensions & Weights are Nominal, subject to change without notice.

Compliance: UL 797, ANSI C80.3 

File No: E322204
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Pcs/Ship 
Carton

Weight/         
100 pcs

Part 
No.

Trade Size
Straight           

(S)
Min. Radius         

(R)
Offset 1             
(O1)

Offset 2             
(O2)

ERI Conduit & Accessories
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Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•Provides mechanical protection for conductors.
•Bulk sizes are fitted with color-coded thread protectors.

US Metric in mm in mm in mm lb kg *Bulk

47210 1/2" 16 2.50 64 4.00 102 6.960 177 70 32 50

47220 3/4" 21 2.50 64 4.50 114 7.730 185 112 51 50

47230 1" 27 3.00 76 5.75 146 9.36 238 192 87 25

47240 1-1/4" 35 3.25 83 7.25 184 11.38 289 320 145 20

47250 1-1/2" 41 3.50 89 8.25 210 12.76 329 413 187 15

47260 2" 53 4.25 108 9.50 241 15.01 381 670 304 10

47265 2-1/2" 63 5.00 127 10.5 267 17.11 435 1200 544 108*

47270 3" 78 5.50 140 13.0 330 20.33 516 1900 862 70*

47275 3-1/2" 91 6.25 159 15.0 381 23.38 594 2800 1270 54*

47280 4" 103 7.00 178 16.0 406 25.40 645 3100 1406 40*

47285 5" 129 11.0 279 24 610 37.86 784 6800 3084 1*

47290 6" 155 12.5 318 30 762 45.99 1168 11400 5171 1*

Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bends.  Dimensions & weights are nominal, subject to change without notice.

Compliance: UL 6, ANSI C80.1 

File No: E468552
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Pcs/Ship 
Carton

Part No. Trade Size
Straight           

(S)
Min. Radius         

(R)
Offset              
(O)

Weight/             
100 pcs

ERI Conduit & Accessories
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Rigid Standard 90° Elbows



Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•Bulk sizes are fitted with color-coded thread protectors.

US Metric in mm in mm in mm lb kg lb kg *Bulk

47310 1/2" 16 1.50 38 4.00 102 7.00 178 2.88 73 55 25 50

47320 3/4" 21 1.50 38 4.50 114 7.88 200 3.25 83 82 37 50

47330 1" 27 1.88 48 5.75 146 9.63 244 4.00 102 148 67 25

47340 1-1/4" 35 2.00 51 7.25 184 11.13 283 4.63 117 232 105 20

47350 1-1/2" 41 2.00 51 8.25 210 13.13 333 5.38 137 329 149 15

47360 2" 53 2.00 51 9.50 241 15.75 400 6.50 165 525 238 10

47365 2-1/2" 63 3.00 76 10.5 267 17.50 445 7.25 184 932 423 120*

47370 3" 78 3.18 81 13.0 330 21.13 556 9.00 229 1515 687 100*

47375 3-1/2" 91 3.25 83 15.0 381 26.13 664 10.88 276 2200 998 81*

47380 4" 103 3.38 86 16.0 406 26.25 667 10.88 276 2575 1168 64*

47385 5" 129 3.38 92 24.0 610 35.88 911 14.88 378 4783 2170 1*
47390 6" 155 3.75 95 30.0 762 43.38 1102 18.00 457 7590 3443 1*
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bends.  Dimensions & Weights are Nominal, subject to change without notice.

Compliance: UL 6, ANSI C80.1 

File No: E468552
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Offset 2              
(O2)

Weight/         
100 pcs

Pcs/Ship 
Carton

Part 
No.

Trade Size
Straight           

(S)
Min. Radius         

(R)
Offset 1              
(O1)

ERI Conduit & Accessories
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Material & Finish:
Hot-Dipped Galvanized Steel

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•Organic Interior Diameter coating promotes smooth surface for easy wire pulling.
•Provides mechanical protection for conductors.

US Metric in mm in mm in mm
1-2.5" 27-63 9 227 12 305 21 533

1-3" 27-78 9 227 15 381 24 610

1-4" 27-103 10 254 18 457 32 813

1-4" 27-103 11 279 24 610 35 889

1-6" 27-155 11 279 30 762 41 1041

1-6" 27-155 11 279 36 914 47 1194

1-6" 27-155 12 305 42 1067 54 1372

1-6" 27-155 12 305 48 1219 60 1524

1-6" 27-155 12 305 60 1219 72 1829
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bend. Dimensions & Weights are Nominal, subject to change without notice.

Compliance: UL 797 ANSI C80.3, UL 6 ANSI C80.1

File No: E322204, E468552

Min. Radius         
(R)

Offset             
(O)

EMT RIGID

47440/65-12 47240/65-12

47440/80-24 47240/80-24

Part No. Trade Size
Straight            

(S)

47440/70-15 47240/70-15

47440/80-18 47240/80-18

47440/80-30 47240/90-30

47440/80-36 47240/90-36

47440/80-42 47240/90-42

47440/80-48 47240/90-48

47440/80-60 47240/90-60

440.878.1199       www.electrical-resource.com
ERI Conduit & Accessories
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Large Radius 90° Elbows
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Material & Finish:  
Hot-Dipped Galvanized Steel

Application:  
•Used to connect two steel outlet boxes or metal enclosures.
•Used to extend a length of threaded Rigid conduit.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and anti-abrasion.
•NPT Threads.

CLOSE 1-1/2" 2" 2-1/2" 3" 3-1/2" 4" 5" 6" 8" 10" 12"

1/2" 0.840 48010 48011 48012 48013 48014 48015 48016 48018 48110 48111 48112 48113

3/4" 1.02 48020 48021 48022 48023 48024 48025 48026 48028 48120 48121 48122 48123

1" 1.32 48030 48032 48033 48034 48035 48036 48038 48130 48131 48132 48133

1-1/4" 1.660 48040 48042 48043 48044 48045 48046 48048 48140 48141 48142 48143

1-1/2" 1.900 48050 48052 48053 48054 48055 48056 48058 48150 48151 48152 48153

2" 2.38 48060 48063 48064 48065 48066 48068 48160 48161 48162 48163

2-1/2" 2.88 49060 49064 49065 49066 49068 49160 49161 49162 49163

3" 3.500 48070 48074 48075 48076 48078 48170 48171 48172 48173

3-1/2" 4.000 49070 49076 49078 49170 49171 49172 49173

4" 4.500 48080 48086 48088 48180 48181 48182 48183

5" 5.56 49280 49288 49380 49381 49382 49383

6" 6.63 48090 48098 48190 48191 48192 48193
Compliance: UL 6, ANSI C80.1 

File No: E468552
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TRADE 
SIZE

O.D.
LENGTH

ERI Conduit & Accessories
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RIGID Nipples
Quick Reference by Part Number & Size



Material & Finish:  
Hot-Dipped Galvanized Steel

Application:  
•Used to connect two steel outlet boxes or metal enclosures.
•Used to extend a length of threaded Rigid conduit.

Features:
•Hot-dip galvanized exterior provides anti-corrosion and abrasion.
•NPT Threads.

48010 Close 25 250 6 48030 Close 25 150 16

48011 1-1/2" 25 250 8 48032 2" 25 150 22

48012 2" 25 250 12 48033 2-1/2" - 25 28

48013 2-1/2" 25 250 15 48034 3" - 25 36

48014 3" 25 250 19 48035 3-1/2" - 25 43

48015 3-1/2" 25 150 22 48036 4" - 25 49

48016 4" 25 150 26 48038 5" - 25 64

48018 5" - 25 33 48130 6" - 25 78

48110 6" - 25 40 48131 8" - 25 88

48111 8" - 25 46 48132 10" - 25 97

48112 10" - 25 52 48133 12" - 25 106

48113 12" - 25 58

48020 Close 25 250 9 48040 Close - 25 22

48021 1-1/2" 25 250 9 48042 2" - 25 28

48022 2" 25 250 14 48043 2-1/2" - 25 37

48023 2-1/2" 25 150 19 48044 3" - 25 47

48024 3" 25 150 24 48045 3-1/2" - 25 55

48025 3-1/2" 25 150 28 48046 4" - 25 66

48026 4" - 25 34 48048 5" - 25 87

48028 5" - 25 43 48140 6" - 25 100

48120 6" - 25 52 48141 8" - 25 115

48121 8" - 25 61 48142 10" - 25 130

48122 10" - 25 70 48143 12" - 25 145

48123 12" - 25 89

Pcs/     
Ship Ctn

Wt.(lbs)/ 
100 pcs
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Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/      

Ship Ctn
Wt.(lbs)/ 
100 pcs

Trade Size 1/2"  O.D.:  0.84 Trade Size  1"  O.D.:  1.315

Trade Size  3/4"  O.D.: 1.015 Trade Size  1-1/4"  O.D.: 1.660

Weights are nominal, subject to change without notice.      
Compliance: UL 6, ANSI C80.1,  File No: E468552

Length Tolerances:  +/- 1/16" (1.59mm)                      

Part       
No.

Length
Pcs/ 

Unit Ctn

ERI Conduit & Accessories
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Material & Finish:  48070 Close - 10 118

Hot-Dipped Galvanized Steel 48074 3" - 10 125

48075 3-1/2" - 10 190

48076 4" - 10 200

48078 5" - 10 260

48170 6" - 10 300

48171 8" - 5 400

48050 Close - 25 28 48172 10" - 5 500

48052 2" - 25 34 48173 12" - 5 600

48053 2-1/2" - 25 44

48054 3" - 25 56 49070 Close - 10 160

48055 3-1/2" - 25 68 49076 4" - 6 240

48056 4" - 25 80 49078 5" - 6 320

48058 5" - 25 103 49170 6" - 5 373

48150 6" - 25 122 49171 8" - 3 490

48151 8" - 25 162 49172 10" - 3 610

48152 10" - 25 182 49173 12" - 3 730

48153 12" - 25 202

48080 Close - 10 180

48060 Close - 25 44 48086 4" - 6 285

48063 2-1/2" - 25 59 48088 5" - 6 380

48064 3" - 25 72 48180 6" - 5 440

48065 3-1/2" - 25 88 48181 8" - 3 590

48066 4" - 25 103 48182 10" - 3 740

48068 5" - 25 132 48183 12" - 3 890

48160 6" - 25 160

48161 8" - 12 215 49280 Close - 1 240

48162 10" - 10 260 49288 5" - 1 480

48163 12" - 10 305 49380 6" - 1 600

49381 8" - 1 800

49060 Close - 10 84 49382 10" - 1 1000

49064 3" - 10 100 49383 12" - 1 1200

49065 3-1/2" - 10 120

49066 4" - 10 150 48090 Close - 1 350

49068 5" - 10 132 48098 5" - 1 660

49160 6" - 10 240 48190 6" - 1 820

49161 8" - 10 320 48191 8" - 1 1120

49162 10" - 5 400 48192 10" - 1 1450

49163 12" - 5 480 48193 12" - 1 1885

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

Trade Size  3"  O.D.: 3.500

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

440.878.1199       www.electrical-resource.com

Weights are nominal, subject to change without notice.           
Length Tolerances:  +/- 1/16" (1.59mm)                     

Trade Size 1-1/2"  O.D.: 1.900

Trade Size 3-1/2"  O.D.: 4.000

Trade Size 5"  O.D.: 5.563

Trade Size 6"  O.D.: 6.625

Trade Size  2"  O.D.: 2.375

Trade Size 2-1/2"  O.D.: 2.875

Trade Size 4"  O.D.: 4.500

Compliance: UL 6, ANSI C80.1,  File No: E468552

ERI Conduit & Accessories
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Material & Finish:  
6063 Aluminum Alloy in Temper Designation T1

Application:  
•Used to provide a continuous raceway for wire pulling.   

Features:  
•Threaded on both ends, one fitted with a coupling, one with a color-coded thread protector.
•Light weight, approximately one-third the weight of steel.
•Corrosion Resistant to most industrial environments.
•Easy to cut and bend.

US Metric in mm in mm lb kg ft pcs

1/2" 16 0.840 21.34 0.104 2.64 28 13 2500 250
3/4" 21 1.050 26.67 0.107 2.72 37 17 2500 250
1" 27 1.315 33.40 0.126 3.20 55 25 2000 200

1-1/4" 35 1.660 42.16 0.133 3.38 72 33 1000 100
1-1/2" 41 1.900 48.26 0.138 3.51 89 40 1000 100

2" 53 2.375 60.33 0.146 3.71 119 54 450 45
2-1/2" 63 2.875 73.03 0.193 4.90 188 85 300 30

3" 78 3.500 88.90 0.205 5.21 246 112 200 20
3-1/2" 91 4.000 101.60 0.215 5.46 296 134 200 20

4" 103 4.500 114.30 0.225 5.72 350 156 200 20

5" 129 5.563 141.30 0.245 6.22 480 217 80 8

6" 155 6.625 168.28 0.266 6.76 630 289 60 6
Dimensions & weights are nominal, subject to change without notice.

Outside diameter tolerances: 

 +/- .005 in. (.13mm) for trade sizes 1/2 (16mm) through 2 (53mm);

+/- .010 in. (.25mm) for trade sizes 2-1/2 (63mm);

+/- .015 in. (.38mm) for trade size 3 (78mm);

+/- .020 in. (.51mm) for trade sizes 3-1/2 (91mm) and 4 (103mm).

NOTE: Length = 10 ft. (3.05m) with a tolerance of +/- .25 in. (6.35mm)

Compliance: UL 6A, ANSI C80.5

81860

81865

81810

81820

81830

81840

81850

Qty/             
Master BundleOutside Wall Thickness

Part No. Trade Size
Nominal Dimensions Weight/           

100 Ft (30.5M)

440.878.1199       www.electrical-resource.com

81870

81875

81880

81885

81890

ERI Conduit & Accessories
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Material & Finish:  
6063 Aluminum Alloy in Temper Designation T1

Application:  
•Used for joining threaded RIGID conduit together.  

Features:  
•Corrosion Resistant to most industrial environments.

US Metric in mm in mm in mm lb kg

87110 1/2" 16 1.63 41.30 1.01 25.7 14.0 356 6 3 100

87120 3/4" 21 1.64 41.70 1.25 31.8 14.0 356 9 4 50

87130 1" 27 1.97 50.00 1.53 38.7 11.5 305 13 6 30

87140 1-1/4" 35 2.03 51.60 1.87 47.5 11.5 305 19 9 25

87150 1-1/2" 41 2.06 52.40 2.16 54.7 11.5 305 23 10 25

87160 2" 53 2.13 54.00 2.65 67.3 11.5 305 35 16 20

87165 2-1/2" 63 3.19 81.00 3.25 82.6 8.0 203 68 31 24

87170 3" 78 3.31 84.10 3.87 98.3 8.0 203 91 41 18

87175 3-1/2" 91 3.41 86.50 4.50 114.3 8.0 203 108 49 12

87180 4" 103 3.52 89.30 4.88 123.8 8.0 203 142 64 10

87185 5" 129 3.95 100.4 6.00 152.4 8.0 203 242 110 1

87190 6" 155 4.25 108.0 7.20 182.9 8.0 203 320 145 1
Dimensions & weights are nominal, subject to change without notice.

Compliance: UL 6A, ANSI C80.5
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Weight/           
100 pcs

Pcs/Ship 
Carton

Threads per 
in/mm

Part      
No.

Trade Size
Length             
(A)

Outside Diameter 
(B)

ERI Conduit & Accessories

Aluminum

Rigid Couplings
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Material & Finish:  
6063 Aluminum Alloy in Temper Designation T1

Application:  
•Used on conduit raceways to interconnect conduit.
•Used on conduit raceways to interconnect conduit runs and other fittings.
•Used to change conduit direction.

Features:  
•Corrosion Resistant to most industrial environments.
•Bulk sizes are fitted with color-coded thread protectors.

US Metric in mm in mm in mm lb kg *Bulk

87210 1/2" 16 2.50 64 4.00 102 6.960 177 22 10 50

87220 3/4" 21 2.50 64 4.50 114 7.730 185 32 15 50

87230 1" 27 3.00 76 5.75 146 9.36 238 62 28 25

87240 1-1/4" 35 3.25 83 7.25 184 11.38 289 99 45 20

87250 1-1/2" 41 3.50 89 8.25 210 12.76 329 137 62 15

87260 2" 53 4.25 108 9.50 241 15.01 381 228 103 10

87265 2-1/2" 63 5.00 127 10.5 267 17.11 435 427 194 108*

87270 3" 78 5.50 140 13.0 330 20.33 516 752 342 70*

87275 3-1/2" 91 6.25 159 15.0 381 23.38 594 889 403 54*

87280 4" 103 7.00 178 16.0 406 25.40 645 1049 475 40*

87285 5" 129 11.0 279 24 610 37.86 784 2125 964 1*

87290 6" 155 12.5 318 30 762 45.99 1168 3738 1696 1*
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bends.  Dimensions & Weights are Nominal, subject to change without notice.

Compliance: UL 6A, ANSI C80.5

440.878.1199       www.electrical-resource.com

Pcs/Ship 
Carton

Part No. Trade Size
Straight           

(S)
Min. Radius         

(R)
Offset              
(O)

Weight/            
100 pcs

ERI Conduit & Accessories
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Material & Finish:  
6063 Aluminum Alloy in Temper Designation T1

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.
•Used to change conduit direction.

Features:  
•Corrosion Resistant to most industrial environments.
•Bulk sizes are fitted with color-coded thread protectors.

US Metric in mm in mm in mm
1-2.5" 27-63 9 227 12 305 21 533

1-3" 27-78 9 227 15 381 24 610

1-4" 27-103 10 254 18 457 32 813

1-4" 27-103 11 279 24 610 35 889

1-6" 27-155 11 279 30 762 41 1041

1-6" 27-155 11 279 36 914 47 1194

1-6" 27-155 12 305 42 1067 54 1372

1-6" 27-155 12 305 48 1219 60 1524

1-6" 27-155 12 305 60 1219 72 1829
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bend. Dimensions & weights are nominal, subject to change without notice.

Compliance: UL 6A, ANSI C80.5
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Min. Radius         
(R)

Offset             
(O)

RIGID

Part No. Trade Size

87240/90-60

87240/80-24

87240/90-30

87240/90-36

Straight            
(S)

87240/65-12

87240/70-15

87240/80-18

87240/90-42

87240/90-48

ERI Conduit & Accessories
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Material & Finish:  
6063 Aluminum Alloy in Temper Designation T1

Application:  
•Used to connect two steel outlet boxes or metal enclosures.
•Used to extend a length of threaded Rigid conduit.

Features:  
•Corrosion Resistant to most industrial environments.
•NPT Threads.

CLOSE 1-1/2" 2" 2-1/2" 3" 3-1/2" 4" 5" 6" 8" 10" 12"

1/2" 0.840 87410 87411 87412 87413 87414 87415 87416 87418 87510 87511 87512 87513

3/4" 1.02 87420 87421 87422 87423 87424 87425 87426 87428 87520 87521 87522 87523

1" 1.32 87430 87432 87433 87434 87435 87436 87438 87530 87531 87532 87533

1-1/4" 1.660 87440 87442 87443 87444 87445 87446 87448 87540 87541 87542 87543

1-1/2" 1.900 87450 87452 87453 87454 87455 87456 87458 87550 87551 87552 87553

2" 2.38 87460 87463 87464 87465 87466 87468 87560 87561 87562 87563

2-1/2" 2.88 87660 87664 87665 87666 87667 87760 87761 87762 87763

3" 3.500 87470 87474 87475 87476 87478 87570 87571 87572 87573

3-1/2" 4.000 87670 87676 87678 87770 87771 87772 87773

4" 4.500 87480 87486 87488 87580 87581 87582 87583

5" 5.56 87880 87888 87980 87981 87982 87983

6" 6.63 87876 87498 87590 87591 87592 87593
Compliance: UL 6A, ANSI C80.5
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TRADE 
SIZE

O.D.
LENGTH

ERI Conduit & Accessories

Aluminum
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Material & Finish:  
6063 Aluminum Alloy in Temper Designation T1

Application:  
•Used to connect two steel outlet boxes or metal enclosures.
•Used to extend a length of threaded Rigid conduit.

Features:  
•Corrosion Resistant to most industrial environments.

87410 Close 25 250 2 87430 Close 25 150 4

87411 1-1/2" 25 250 3 87432 2" 25 150 7

87412 2" 25 250 4 87433 2-1/2" - 25 8

87413 2-1/2" 25 250 5 87434 3" - 25 12

87414 3" 25 250 7 87435 3-1/2" - 25 14

87415 3-1/2" 25 150 8 87436 4" - 25 16

87416 4" 25 150 9 87438 5" - 25 21

87418 5" - 25 12 87530 6" - 25 26

87510 6" - 25 14 87531 8" - 25 36

87511 8" - 25 19 87532 10" - 25 45

87512 10" - 25 24 87533 12" - 25 55

87513 12" - 25 29

87420 Close 25 250 3 87440 Close - 25 7

87421 1-1/2" 25 250 3 87442 2" - 25 10

87422 2" 25 250 5 87443 2-1/2" - 25 13

87423 2-1/2" 25 150 7 87444 3" - 25 16

87424 3" 25 150 8 87445 3-1/2" - 25 20

87425 3-1/2" 25 150 10 87446 4" - 25 23

87426 4" - 25 12 87448 5" - 25 29

87428 5" - 25 15 87540 6" - 25 36

87520 6" - 25 18 87541 8" - 25 49

87521 8" - 25 25 87542 10" - 25 63

87522 10" - 25 31 87543 12" - 25 75

87523 12" - 25 38

440.878.1199       www.electrical-resource.com

Trade Size  1-1/4"  O.D.: 1.660Trade Size  3/4"  O.D.: 1.015

Length Tolerances:  +/- 1/16" (1.59mm)                      

Weights are nominal, subject to change without notice.                     

Compliance: UL 6A, ANSI C80.5

Trade Size 1/2"  O.D.:  0.84

Pcs/  
Ship Ctn

Wt.(lbs)/ 
100 pcs

Part       
No.

Length
Pcs/ 

Unit Ctn

Trade Size  1"  O.D.:  1.315

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/      

Ship Ctn
Wt.(lbs)/ 
100 pcs

ERI Conduit & Accessories
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Material & Finish:  87470 Close - 10 24

87474 3" - 10 42

87475 3-1/2" - 10 53

87476 4" - 10 64

87478 5" - 10 86

87570 6" - 10 108

87571 8" - 5 152

87450 Close - 25 7 87572 10" - 5 196

87452 2" - 25 10 87573 12" - 5 240

87453 2-1/2" - 25 13

87454 3" - 25 16 87670 Close - 10 42

87455 3-1/2" - 25 20 87676 4" - 6 75

87456 4" - 25 87 87678 5" - 6 101

87458 5" - 25 118 87770 6" - 5 128

87550 6" - 25 149 87771 8" - 3 180

87551 8" - 25 212 87772 10" - 3 234

87552 10" - 25 274 87773 12" - 3 286

87553 12" - 25 336

87480 Close - 10 51

87460 Close - 25 16 87486 4" - 6 87

87463 2-1/2" - 25 22 87488 5" - 6 118

87464 3" - 25 27 87580 6" - 5 149

87465 3-1/2" - 25 32 87581 8" - 3 212

87466 4" - 25 38 87582 10" - 3 274

87468 5" - 25 48 87583 12" - 3 336

87560 6" - 25 58

87561 8" - 12 78 87880 Close - 1 71

87562 10" - 10 100 87888 5" - 1 155

87563 12" - 10 120 87980 6" - 1 197

87981 8" - 1 281

87660 Close - 10 22 87982 10" - 1 366

87664 3" - 10 30 87983 12" - 1 450

87665 3-1/2" - 10 39

87666 4" - 10 47 87876 Close - 1 105

87667 5" - 10 64 87498 5" - 1 208

87760 6" - 10 80 87590 6" - 1 263

87761 8" - 10 114 87591 8" - 1 372

87762 10" - 5 148 87592 10" - 1 481

87763 12" - 5 180 87593 12" - 1 591

Trade Size 4"  O.D.: 4.500

Trade Size  2"  O.D.: 2.375

Trade Size 2-1/2"  O.D.: 2.875

Trade Size 5"  O.D.: 5.563

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

Compliance: UL 6A, ANSI C80.5

440.878.1199       www.electrical-resource.com

Trade Size 3"  O.D.: 3.500

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

6063 Aluminum Alloy in Temper 
Designation T1

Trade Size 6"  O.D.: 6.625

Weights are nominal, subject to change without notice.                     Length Tolerances:  +/- 1/16" (1.59mm)                     

Trade Size 1-1/2"  O.D.: 1.900

Trade Size 3-1/2"  O.D.: 4.000

ERI Conduit & Accessories
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Material & Finish:  
Stainless Steel, Type 304 or Type 316 

Application:  
•Used to provide a continuous raceway for wire pulling.

Features:  
•Corrosion resistant at extreme temperatures to most industrial environments.
•Threaded on both ends, one fitted with a coupling, the other with a                  
 color-coded thread protector.

304 316 US Metric in mm in mm lb kg ft pcs

71810-304 71810-316 1/2" 16 0.840 21.34 0.104 2.64 81 37 2500 250

71820-304 71820-316 3/4" 21 1.050 26.67 0.107 2.72 108 49 2000 200

71830-304 71830-316 1" 27 1.315 33.40 0.126 3.20 160 73 1250 125

71840-304 71840-316 1-1/4" 35 1.660 42.16 0.133 3.38 218 99 900 90

71850-304 71850-316 1-1/2" 41 1.900 48.26 0.138 3.51 261 118 800 80

71860-304 71860-316 2" 53 2.375 60.33 0.146 3.71 248 158 600 60

71865-304 71865-316 2-1/2" 63 2.875 73.03 0.193 4.90 553 251 370 37

71870-304 71870-316 3" 78 3.500 88.90 0.205 5.21 723 328 300 30

71875-304 71875-316 3-1/2" 91 4.000 101.60 0.215 5.46 878 398 250 25

71880-304 71880-316 4" 103 4.500 114.30 0.225 5.72 1030 467 200 20

71885-304 71885-316 5" 129 5.563 141.3 0.245 6.22 1389 630 150 15

71890-304 71890-316 6" 155 6.625 168.3 0.266 6.76 1811 821 100 10
Dimensions & weights are nominal, subject to change without notice.

Outside diameter tolerances: 

 +/- .005 in. (.13mm) for trade sizes 1/2 (16mm) through 2 (53mm);

+/- .010 in. (.25mm) for trade sizes 2-1/2 (63mm);

+/- .015 in. (.38mm) for trade size 3 (78mm);

+/- .020 in. (.51mm) for trade sizes 3-1/2 (91mm) and 4 (103mm).

NOTE: Length = 10 ft. (3.05m) with a tolerance of +/- .25 in. (6.35mm)

Compliance: UL 6A, ANSI C80.5
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Weight/ 100 Ft 
(30.5M)

Qty/ Master 
BundleOutside Wall Thickness

Part No. Trade Size
Nominal Dimensions

ERI Conduit & Accessories

Stainless Steel
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Material & Finish:  
Stainless Steel, Type 304 or Type 316 

Application:  
•Used for joining threaded RIGID conduit together.  

Features:  
•Corrosion resistant at extreme temperatures to most industrial environments.

304 316 in mm in mm in mm lb kg
77110-304 77110-316 1/2" 1.63 41.30 1.01 25.7 14.0 356 14 6 100

77120-304 77120-316 3/4" 1.64 41.70 1.25 31.8 14.0 356 20 9 50

77130-304 77130-316 1" 1.97 50.00 1.53 38.7 11.5 305 31 14 30

77140-304 77140-316 1-1/4" 2.03 51.60 1.87 47.5 11.5 305 42 19 25

77150-304 77150-316 1-1/2" 2.06 52.40 2.16 54.7 11.5 305 52 24 25

77160-304 77160-316 2" 2.13 54.00 2.65 67.3 11.5 305 73 33 20

77165-304 77165-316 2-1/2" 3.19 81.00 3.25 82.6 8.0 203 184 83 24

77170-304 77170-316 3" 3.31 84.10 3.87 98.3 8.0 203 228 103 18

77175-304 77175-316 3-1/2" 3.41 86.50 4.50 114.3 8.0 203 331 150 12

77180-304 77180-316 4" 3.52 89.30 4.88 123.8 8.0 203 322 146 10

77185-304 77185-316 5" 3.95 100.4 6.00 152.4 8.0 203 485 220 1

77190-304 77190-316 6" 4.25 108.0 7.20 182.9 8.0 203 827 375 1

Compliance: UL 6A, ANSI C80.5

Weights are nominal, subject to change without notice.                     

Weight/           
100 pcs

Pcs/Ship 
Carton
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Part No.
Trade 
Size

Length             
(A)

Outside 
Diameter (B)

Threads per 
in/mm
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21 Stainless Steel

Rigid Couplings



Material & Finish:  
Stainless Steel, Type 304 or Type 316 

Application:  
•Used on conduit raceways to interconnect conduit.
•Used on conduit raceways to interconnect conduit runs and other fittings.
•Used to change conduit direction.

Features:  
•Corrosion resistant at extreme temperatures to most industrial environments.
•Bulk sizes are fitted with color-coded thread protectors.

304 316 US Metric in mm in mm in mm lb kg

77210-304 77210-316 1/2" 16 2.50 64 4.00 102 6.96 177 77 35 50

77220-304 77220-316 3/4" 21 2.50 64 4.50 114 7.73 185 110 50 50

77230-304 77230-316 1" 27 3.00 76 5.75 146 9.36 238 198 90 25

77240-304 77240-316 1-1/4" 35 3.25 83 7.25 184 11.38 289 316 143 20

77250-304 77250-316 1-1/2" 41 3.50 89 8.25 210 12.76 329 434 197 15

77260-304 77260-316 2" 53 4.25 108 9.50 241 15.01 381 683 310 10

77265-304 77265-316 2-1/2" 63 5.00 127 10.5 267 17.11 435 1168 530 108*

77270-304 77270-316 3" 78 5.50 140 13.0 330 20.33 516 1791 813 70*

77275-304 77275-316 3-1/2" 91 6.25 159 15.0 381 23.38 594 2646 1200 54*

77280-304 77280-316 4" 103 7.00 178 16.0 406 25.40 645 3169 1438 40*

77285-304 77285-316 5" 129 11.0 279 24.0 610 37.86 784 6850 3107 1*

77290-304 77290-316 6" 155 12.5 318 30.0 762 45.99 1168 10498 4762 1*
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bend. Dimensions are nominal, subject to change without notice.

Compliance: UL 6A, ANSI C80.5
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Pcs/Ship 
Carton

Part No. Trade Size
Straight           

(S)
Min. Radius         

(R)
Offset              
(O)

Weight/             
100 pcs

ERI Conduit & Accessories
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Material & Finish:  
Stainless Steel, Type 304 or Type 316 

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:  
•Corrosion resistant at extreme temperatures to most industrial environments.
•Bulk sizes are fitted with color-coded thread protectors.

US Metric in mm in mm in mm
1-2.5" 27-63 9 227 12 305 21 533

1-3" 27-78 9 227 15 381 24 610

1-4" 27-103 10 254 18 457 32 813

1-4" 27-103 11 279 24 610 35 889

1-6" 27-155 11 279 30 762 41 1041

77240/90-36-316 1-6" 27-155 11 279 36 914 47 1194

1-6" 27-155 12 305 42 1067 54 1372

1-6" 27-155 12 305 48 1219 60 1524

1-6" 27-155 12 305 60 1219 72 1829
Available in standard sizes 90°, 60°, 45°, 30°, 22.5° bend. Dimensions are nominal, subject to change without notice.

Compliance: UL 6A, ANSI C80.5

440.878.1199       www.electrical-resource.com

77240/90-60-304

77240/65-12-304

77240/70-15-304

Straight            
(S)

77240/90-30-304

77240/90-36-304

77240/90-60-316

77240/90-30-316

77240/90-42-316

77240/90-48-316

77240/90-42-304

304

77240/80-18-304

77240/80-24-304

77240/90-48-304

Offset             
(O)

77240/65-12-316

77240/70-15-316

77240/80-18-316

77240/80-24-316

Trade SizePart No.

316

Min. Radius         
(R)
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23 Stainless Steel

Rigid Large Radius 90° Elbows



Material & Finish:  
Stainless Steel, Type 304 or Type 316 

Application:  
•Used to connect two steel outlet boxes or metal enclosures.
•Used to extend a length of threaded Rigid conduit.

Features:  
•Corrosion resistant at extreme temperatures to most industrial environments.

Add  "- 304" after part number for SS Type 304 & "-316"  for SS Type 316

CLOSE 1-1/2" 2" 2-1/2" 3" 3-1/2" 4" 5" 6" 8" 10" 12"

1/2" 0.840 77410 77411 77412 77413 77414 77415 77416 77418 77510 77511 77512 77513

3/4" 1.02 77420 77421 77422 77423 77424 77425 77426 77428 77520 77521 77522 77523

1" 1.32 77430 77432 77433 77434 77435 77436 77438 77530 77531 77532 77533

1-1/4" 1.660 77440 77442 77443 77444 77445 77446 77448 77540 77541 77542 77543

1-1/2" 1.900 77450 77452 77453 77454 77455 77456 77458 77550 77551 77552 77553

2" 2.38 77460 77463 77464 77465 77466 77468 77560 77561 77562 77563

2-1/2" 2.88 77660 77664 77665 77666 77667 77760 77761 77762 77763

3" 3.500 77470 77474 77475 77476 77478 77570 77571 77572 77573

3-1/2" 4.000 77670 77676 77678 77770 77771 77772 77773

4" 4.500 77480 77486 77488 77580 77581 77582 77583

5" 5.56 77880 77888 77980 77981 77982 77983

6" 6.63 77876 77498 77590 77591 77592 77593
Compliance: UL 6A, ANSI C80.5

TRADE 
SIZE

O.D.
 LENGTH
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Material & Finish:  
Stainless Steel, Type 304 or Type 316 

Application:  
•Used on conduit raceways to interconnect conduit to change direction.
•Used on conduit raceways to interconnect conduit runs and other fittings.

Features:  
•Corrosion resistant at extreme temperatures to most industrial environments.

Add "- 304" after part number for SS Type 304 

Add "- 316" after part number for SS Type 316 

77410 Close 25 250 6 77430 Close 25 150 16

77411 1-1/2" 25 250 8 77432 2" 25 150 22

77412 2" 25 250 12 77433 2-1/2" - 25 27

77413 2-1/2" 25 250 15 77434 3" - 25 35

77414 3" 25 250 19 77435 3-1/2" - 25 41

77415 3-1/2" 25 150 22 77436 4" - 25 48

77416 4" 25 150 25 77438 5" - 25 63

77418 5" - 25 30 77530 6" - 25 76

77510 6" - 25 40 77531 8" - 25 107

77511 8" - 25 39 77532 10" - 25 138

77512 10" - 25 53 77533 12" - 25 151

77513 12" - 25 80

77420 Close 25 250 9 77440 Close - 25 22

77421 1-1/2" 25 250 9 77442 2" - 25 27

77422 2" 25 250 14 77443 2-1/2" - 25 34

77423 2-1/2" 25 150 17 77444 3" - 25 46

77424 3" 25 150 24 77445 3-1/2" - 25 55

77425 3-1/2" 25 150 28 77446 4" - 25 65

77426 4" - 25 33 77448 5" - 25 80

77428 5" - 25 40 77540 6" - 25 98

77520 6" - 25 51 77541 8" - 25 133

77521 8" - 25 72 77542 10" - 25 182

77522 10" - 25 84 77543 12" - 25 208

77523 12" - 25 104

Length
Pcs/    

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

Trade Size 1/2"  O.D.:  0.84 Trade Size 1"  O.D.:  1.315

Part       
No.

Length
Pcs/     

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

Part       
No.

Compliance: UL 6A, ANSI C80.5

Trade Size 3/4"  O.D.: 1.015 Trade Size 1-1/4"  O.D.: 1.660

Length Tolerances:  +/- 1/16" (1.59mm)                      

Weights are nominal, subject to change without notice.                     
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77470 Close - 10 116

Add "- 304" after part number for SS Type 304 77474 3" - 10 130

Add "- 316" after part number for SS Type 316 77475 3-1/2" - 10 157

77476 4" - 10 196

77478 5" - 10 260

77570 6" - 10 294

77571 8" - 5 403

77450 Close - 25 27 77572 10" - 5 528

77452 2" - 25 33 77573 12" - 5 652

77453 2-1/2" - 25 42

77454 3" - 25 55 77670 Close - 10 223

77455 3-1/2" - 25 68 77676 4" - 6 235

77456 4" - 25 78 77678 5" - 6 329

77458 5" - 25 97 77770 6" - 5 366

77550 6" - 25 120 77771 8" - 3 500

77551 8" - 25 167 77772 10" - 3 656

77552 10" - 25 194 77773 12" - 3 788

77553 12" - 25 250

77480 Close - 10 176

77460 Close - 25 43 77486 4" - 6 279

77463 2-1/2" - 25 42 77488 5" - 6 380

77464 3" - 25 71 77580 6" - 5 431

77465 3-1/2" - 25 82 77581 8" - 3 588

77466 4" - 25 101 77582 10" - 3 775

77468 5" - 25 132 77583 12" - 3 915

77560 6" - 25 157

77561 8" - 12 216 77880 Close - 1 359

77562 10" - 10 285 77888 5" - 1 513

77563 12" - 10 334 77980 6" - 1 588

77981 8" - 1 809

77660 Close - 10 84 77982 10" - 1 1027

77664 3" - 10 98 77983 12" - 1 1232

77665 3-1/2" - 10 120

77666 4" - 10 147 77776 Close - 1 402

77667 5" - 10 197 77498 5" - 1 670

77760 6" - 10 235 77590 6" - 1 804

77761 8" - 10 322 77591 8" - 1 1104

77762 10" - 5 422 77592 10" - 1 1341

77763 12" - 5 493 77593 12" - 1 1610
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Wt.(lbs)/ 
100 pcs

Trade Size  3"  O.D.: 3.500

Trade Size  1-1/2"  O.D.: 1.900

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/ 

Ship Ctn

Part       
No.

Length
Pcs/ 

Unit Ctn
Pcs/ 

Ship Ctn
Wt.(lbs)/ 
100 pcs

Weights are nominal, subject to change without notice.                     Compliance: UL 6A, ANSI C80.5

Trade Size  3-1/2"  O.D.: 4.000

Length Tolerances:  +/- 1/16" (1.59mm)                     

Trade Size 4"  O.D.: 4.500

Trade Size  2"  O.D.: 2.375

Trade Size  5"  O.D.: 5.563

Trade Size 2-1/2"  O.D.: 2.775

Trade Size  6"  O.D.: 6.625
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