
MATERIAL: Steel
FINISH: Zinc Electro Plated

APPLICATIONS:

• Used to connect EMT conduit to EMT conduit
• Sizes 2-1/2" - 4" cULus listed for EMT, RIGID, 40214 1/2" 50 500 12
  and IMC conduit 40224 3/4" 25 250 18
• Rain-tight, for use in wet locations 40234 1" 25 100 27
• Concrete-tight 40244 1-1/4" 5 25 46

40254 1-1/2" - 20 63
40264 2" - 20 92

FEATURES: 40269 2-1/2" - 10 250
40274 3" - 10 410

• Blue anadize compression nut indicates rain-tight 40279 3-1/2" - 10 390
  applic 40284 4" - 10 485

COMPLIANCE:

1/2" 1.625 1.125
3/4" 1.750 1.375
1" 1.875 1.687

1-1/4" 2.250 2.062
1-1/2" 2.250 2.25

2" 2.375 2.75
2-1/2" 3.875 3.625

3" 4 4.25
3-1/2" 4.687 4.687

4" 4.937 5.187

Trade                       
Size A B

Part                
No

Trade                       
Size

Pcs/              
Unit Ctn

Pcs/          
Ship Ctn

Wt(lbs)/ 
100pcs

NOMINAL DIMENSIONS (Inches):

EMT Rain-tight Couplings

TYPE:  Compression 

E.M.T. Conduit Fittings 
Steel 
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