
TYPE: Sealing 
MATERIAL: Steel with PVC Gasket
FINISH: Zinc Electro Plated

APPLICATIONS:

• Used for securing RIGID/IMC conduit or threaded 
  connectors to a steel outlet box or metal enclosure 48710 1/2" 250 2500 1
  where water-proofing is required 48720 3/4" 100 1000 2
• For wet or dry locations locations 48730 1" 100 1000 4

48740 1-1/4" 50 500 4
48750 1-1/2" 50 500 5

COMPLIANCE: 48760 2" 25 250 8
48765 2-1/2" 25 250 28
48770 3" 10 100 38
48775 3-1/2" 25 250 46
48780 4" - 25 52
48785 5" - 10 125
48790 6" - 10 140

NOMINAL DIMENSIONS (Inches):

1/2" 1.34 0.098
3/4" 1.39 0.106
1" 1.71 0.118

1-1/4" 2.06 0.118
1-1/2" 2.36 0.126

2" 2.86 0.138
2-1/2" 3.43 0.158

3" 4.11 0.158
3-1/2" 4.69 0.158

4" 5.26 0.158
5" 6.50 0.384
6" 7.80 0.384

Trade                       
Size A B

Conduit Sealing Locknuts

Part                
No

Trade                       
Size

Pcs/              
Unit Ctn

Pcs/          
Ship Ctn

Wt(lbs)/ 
100pcs

RIGID & IMC Conduit Fittings 
Steel 
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