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Materials:  
02 Bead Gallery® Super bundle – Czech glass sapphire teardrop 
 beads (19641) 
06 Bead Gallery® Aqua Czech glass fire polished faceted round 6mm 
 beads (17635) 
04 Bead Gallery® Aqua AB Czech glass fire polished faceted round 
 6mm beads (17642) 
02 Bead Gallery® Swarovski® crystal 5328 4mm bicone beads faceted 
 light rose (19290) 
06 Bead Gallery® Swarovski® crystals 5328 6mm bicone beads faceted 
 rose (19319) 
08 Bead Gallery® Swarovski® crystals 5328 4mm bicone beads faceted 
 fuchsia (19287) 
10” German style wire, round, gold color, 26 gauge  
08 gold tone plated head pins 
14 gold tone plated eye pins 
02 Bead Gallery® gold tone filigree 3 hole spacer (20722) 
02 gold tone ear wires 
 
Tools: 
Beadalon classic nipper tool (JTNIP1) 
Beadalon slim line round nose pliers (201A-014) 
Beadalon 2 slim line chain nose pliers (201A-011) 
 
Time: 45 minutes 
 
Level Of Difficulty: Beginner to Intermediate 
 
Instructions: 
 

1. Center Strand – Using eye pin, string aqua 6mm, 
center hole of spacer, aqua 6mm and form a simple 
loop. 

2. Using eye pin, string Swarovski® light rose 4mm and 
form a simple loop. Connect to loop from step 1. 

3. Using eye pin, string aqua 6mm and form a simple 
loop. Connect to loop from step 2. 

4. Cut 5” of wire, string sapphire teardrop, bend wires 
into a “V”, using round nose pliers, make slight bend 
on each side of wire at top of sapphire, wrap wire 
around once, trim end, and form a wrapped loop. 

5. Connect loop from step 4 to step 3. 



6. Left Hole – Using head pin, string down through 
spacer hole, string Swarovski® 4mm fuchsia and form 
a simple loop. 

7. Using eye pin, string Czech aqua AB and form a 
simple loop. 

8. Connect loop 7 to loop 6. 
9. Using eye pin, string Swarovski® rose 6mm and form a 

simple loop. 
10. Connect loop 9 to loop 7. 
11. Using head pin string Swarovski® fuchsia 4mm and 

form a simple loop.  
12. Connect loop 11 to loop 9. 
13. Right Hole – Repeat steps 6-12. 
14. Connect ear wire to top of earring. 
15. Repeat steps 1-14 for 2nd earring. 


