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Materials:  
10 Swarovski® Crystals 5328 6mm bicone beads faceted fuchsia 
 (19313) 
08 Swarovski® Crystals 5328 4mm bicone beads faceted peridot 
 (19294) 
10 Swarovski® Crystals 5328 4mm bicone beads faceted light turquoise 
 (19292) 
10 Swarovski® Crystals 5328 4mm bicone beads faceted tanzanite 
 (19298) 
16 Swarovski® Crystals 5328 4mm bicone beads faceted crystal 
 metallic sunshine (19280) 
02 Bead Gallery® silver tone plated brass head pins .6x40mm (12959) 
06 Bead Gallery® silver tone plated brass eye pins .6x25mm (12958) 
02 Bead Gallery® silver tone jump rings .8x4mm (12960) 
22” Beadalon® German style wire, round, silver plated, 24 gauge  

(180B-026) 
02 Bead Gallery® .925 silver heavy wire French ear wire with 4mm ball  
 & loop (17039) 
 
 
Tools: 
Beadalon classic nipper tool (JTNIP1) 
Beadalon slim line round nose pliers (201A-014) 
Beadalon 2 slim line chain nose pliers (201A-011) 
 
Time: 1 to 1 ½ hours depending on skill level 
 
Level Of Difficulty: Intermediate 
 
Instructions: 
 

1. Using eye pin, string 2 metallic sunshine, and form a 
simple loop. 

2. Using eye pin, string tanzanite, and form a simple 
loop. Connect loop to metallic sunshine loop. 

3. Using eye pin, string light turquoise, and form a simple 
loop. Connect loop to tanzanite loop. 

4. Using head pin, string fuchsia, and form a simple 
loop. Connect loop to light turquoise loop. Set aside. 

5. Cut 5” of wire and form a wrapped loop. 
6. String metallic sunshine, light turquoise, peridot, 

fuchsia, dangle from steps 1-4, fuchsia, peridot, light 
turquoise, metallic sunshine, and form wrapped loop. 

7. Bend wire upward and form a “v”. 



8. Cut 3” of wire, form a partial wrapped loop, connect 
to left side of earring, and complete wrapped loop. 

9. String peridot, light turquoise, tanzanite, metallic 
sunshine, fuchsia, and complete wrapped loop. 

10. Repeat step 8-9 on right side loop. 
11. Using 4mm jump ring, connect ear wire, left, and right 

side of earring. 
12. Repeat steps 1-11 for 2nd earring. 


