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Materials:  
Ring 1 - 
03 Bead Gallery® rose pearl assortment (using 4mm pearls) (16759) 
7” Beadalon® German style wire, round, gold color, 18 gauge 
  (180A-018) 
8” Beadalon® German style wire, round, gold color, 28 gauge  
 
Ring 2 – 
01 Bead Gallery® lilac dyed freshwater pearl rondell beads 6x8mm 
 (18001) 
02 Bead Gallery® rose pearl assortment (using 4mm pearls) (16759) 
7” Beadalon® German style wire, round, gold color, 18 gauge 
  (180A-018) 
8” Beadalon® German style wire, round, gold color, 28 gauge  
 
Tools: 
Beadalon classic nipper tool (JTNIP1) 
Beadalon 2 slim line chain nose pliers (201A-011) 
Nylon jaw pliers  (AWA-NSI3405) 
Ring mandrel (228A-310) 
Chasing hammer 
Small bench block 
 
Time: Less than 1 hour 
 
Level Of Difficulty: Advanced 
 
Tip: 7” of wire – Wrapping around size 6 on ring mandrel will size to a 7. 
Rings go up about 1 size. 
 
Instructions: 
 

1. Cut 7” of 18g wire. 
2. Straighten out wire with nylon jaw pliers. 
3. Place end of wire on bench block. Using flat side of 

hammer, flatten the end. Repeat on other side of 
wire. 

4. Using flat side of hammer, hammer each side of wire 
all the way down. Repeat on other side of wire. 

5. Using ball side of hammer, hammer wire on one side. 
6. Using nylon jaw pliers, straighten the wire. 
7. Find center of wire, place on size 6 of ring mandrel, 

wrap right slide around, then left side around being 
careful not to cross the wires. 



8. Cut 8” of 28 gauge wire. 
9. Start next to hammered end and coil wire around 3 

times. Make a slight bend in wire, string peal, move 
down to 2nd wire, and coil wire around 3 times.  

10. Make a slight bend in the wire, string pearl, move 
down to 3rd wire, and coil wire around 3 times. 

11. Make a slight bend in the wire, string pearl, move 
down to 4th wire, and coil wire around 3 times. 

12. Trim excess wire from both side and gently tap the 
wires down with flat nose pliers. 


