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PRODUCT SPECIFICATION
STANDARD COMPLIANCES:
All Proposed Category 6 requirements as per ANSI/TIA/EIA, ISO/IEC,  
and CENELEC EN Standards:
  ANSI/TIA/EIA 568-B.2-1 CAT.6
  2nd Edition ISO/IEC 11801 Class E
  CENELEC EN 50173-1
  IEC 61156-6,CENELEC EN 50288-6-2 for Patch Cable
  Flame Retardancy is verified according to IEC 60332-1-2.
  We implemented RoHS compliance for the requirement  
  of European Union issued Directive 2002/95/EC.

CONSTRUCTION & CHARACTERISTICS:

APPROVALS:

• UL/cUL Listed
• 3P Certified ANSI/TIA/EIA-568-B.2-1 Category 6 testing performance requirements.



APPLICATIONS:

• 1000BASE-T Gigabit Ethernet
• 10BASE-T, 100BASE-T Fast Ethernet (IEEE 802.3)
• 100 VG – AnyLAN (IEEE802.12), 155/622 Mbps ATM
• Voice, T1, ISDN

ELECTRICAL PERFORMANCES:

The asterisked (*) value are for information only. The minimum Next coupling loss for any pair combination
at room temperature is to be greater than the value determined using the formula:
NEXT(f MHZ) ≥ NEXT(0.772)-15LOG10(f MHZ/0.772)

CONFIGURATION:
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Although every precaution has 
been taken to ensure the accuracy 
of the product specifications 
at the time of publication, we 
cannot be responsible for the 
errors, omissions, or changes 
due to obsolescence. All data 
contained herein is subject to 
change without notice.
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