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PLASTIC RECESSED NETWORK ENCLOSURES

DESCRIPTION
The DYNAMIX plastic recessed wall mount 
enclosures are WiFi ready which mean that they 
can happily house wireless networking equipment 
without degrading the signal coverage, unlike 
metal enclosures which recommend wireless 
devices are installed outside the enclosure. The 
28” & 42“ enclosure sizes meet and exceed all the 
requirements of the TCF “Code for Premise Wiring”. 
Whilst the 18” is suitable for small apartment / 
dwelling applications. This version two of the 
plastic enclosure has a slim line vented lid.

FEATURES
• Slim vented 180o hinged plastic lid
• Lightweight wall/surface enclosures
• Knock outs for cable entry on top, bottom and back panel
• Dual GPO power knock outs on bottom panel
• Optional locking mechanism (purchased separately)
• Made of fire retardant plastic
• Hole matrix for device mounting
• Installation accessories included 
• Ideal for wireless networking devices
• UL 2416 Listed

MODEL  CODE DESCRIPTION DIMENSIONS (LxWxD)

HWS-1803WRV2 18” Recessed Plastic Recessed Network Enclosure 584.41 x 468.74 x 130.75mm

HWS-2803WRV2 28” Recessed Plastic FTTH Recessed Network Enclosure 844.81 x 468.74 x 130.75mm

HWS-4203WRV2 42” Recessed Plastic FTTH Recessed Network Enclosure 1174.80 x 468.74 x 126.08mm

180919_LM/FP_GC

READY

18” Enclosure - Open42” Enclosure - Closed Cable Entry - Knock Out

HWS-1803WRV2

MEASUREMENT SPECIFICATIONS
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ALSO AVAILABLE:

HPP-1008-1SL HBG-1008
HTE-1008

PSDCMIN1218

8 Port Cat6 Slimline Patch Panel 
for HWS range T568A.

8 Port Telco Distribution Module 
with RJ31 Security Port.

8 Port 110 Punch Down Telco 
Distribution Module for HWS range. 
TELEPERMITTED PTC 225/10/001

POWERSHIELD 
Mini UPS 12V 
DC/1.5A, 18W 
Output with 
Long Life Li-ion 
Battery

Please note we took the up-most care to compile the information in this datasheet. To the best of our knowledge all info provided 
were correct at the time of creation. Should any specs change we try to update info accordingly. Information are subject to change 
without notice. In the case that you find any irregularity please inform our team at contactus@dynamix.co.nz
Last updated: 18 September 2019
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