LUMI

ergo

LDT46 Series

Elemental Gas Spring
Monitor Arms

Great Looking with
Long-Lasting Performance
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LDT46 Series LUMi

Elemental Gas Spring Monitor Arms
ergo

LDT46-C012 For Single Monitor

min225~max290mm
160mm 501

VESA Plate with
Keyhole Slots

for quick attachment
and detachment

min160~max410mm

min10~max85mm|
min10~max85mm

LDT46-C0O12U  For Single Monitor
USB 2.0 Port / Multimedia Ports

] 6(.)mnrwmn225~ma><290mr§10

Available with £
Smart Base 5
USB 2.0 and R
Multimedia Ports B
|
Clamp Grommet SEY

min10~max85mm

min10~max85mm

LDT46-C024 For Dual Monitors

min225~max290mm
160mm 501

Adjustable Tension Gauge
adjusts to fit various
monitor weights and sizes

min160~max410mm

Cable Management
creates a neat look

G
min10~max83mm \
min10~max83mm

LDT46-C024U For Dual Monitors
USB 2.0 Port / Multimedia Ports

160mmMin225~max290mm 50mm

mm

Fit Screen Size 17"-32" g
Weight Capacity (per screen) 2~6.5kg/4.41bs~14.3lbs <
Tilt Range +70° ~ -45°

Swivel Range +90° ~ -90° gE £
Screen Rotation +180° ~ -180° é %
Material Aluminum, Steel, Plastic £ oé
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