
                  EXHAUST OIL HOLE DRILLING INSTRUCTIONS    WTB.00002-B 

TERMS AND CONDITIONS: Due to the nature of high performance and racing applications, Wossner components are sold without express warranty or any 
implied warranty of merchantability or fitness for a specific purpose. Wossner shall not, under any circumstances, be liable for any specific, incidental or 
consequential damages, including, but not limited to, damage, or loss of property or equipment, loss of profits or revenue(s), cost of purchased or 
replacement goods, or claims of customers of the purpose, which may arise and/or shall result from sale, installation or use of these parts. Installation of 
these parts may void vehicle manufacturers warranty coverage and/or may cause the vehicle to be illegal in some countries. Please check with local laws 
on the road use of your vehicle. Wossner reserves the right to make product improvements and changes without incurring liability with respect to similar 
products previously manufactured. By using these parts you are accepting these terms and conditions. 

 

NOTE: Some two stroke engines will benefit from having exhaust oil holes 

added to enhance lubrication to the exhaust bridge. These instructions are 

a general guideline intended to illustrate the best methods to do this. 

Adding exhaust oil holes requires advanced skill, refer to a qualified engine 

builder if you are not able to perform this modification 

 

 

 

 

 

Step 1: Slide the piston (without the piston rings installed) into the cylinder and align with the exhaust side 
facing the exhaust port. The piston will be marked on the crown indicating the exhaust direction. Raise the 
piston to the top of the cylinder. The exhaust side of the piston skirt should be visible through the exhaust port  

Step 2. Using a pencil or marker, trace a line on the piston skirt for each side of the exhaust bridge 

Step 3. Once the lines are traced and visible, remove the piston from the cylinder 

Step 4. Next, mark the exhaust oil hole locations between the exhaust bridge traced lines. The first mark should 
be .250” (6mm) below the lowest ring groove. The second mark should be .375” (10mm) below the first mark. 
Make sure the points are centered vertically between the two trace lines (see picture) 

 

Step 5. Drill lubrication holes 1/16” (1.5mm) to 5/64” (2mm) diameter on the marked points. Drill one hole for 
each mark 

Step 6. The exhaust oil holes should be carefully deburred, and the inside of the piston should be free of any 
burrs or sharp edges. Use 400-600 grit sandpaper to deburr the inside of the piston. The piston should be 
thoroughly cleaned prior to final installation 


