
                       TWO STROKE CONNECTING ROD WEAR       WTB.00015-A 

TERMS AND CONDITIONS: Due to the nature of high performance and racing applications, Wossner components are sold without express warranty or any implied warranty of 
merchantability or fitness for a specific purpose. Wossner shall not, under any circumstances, be liable for any specific, incidental or consequential damages, including, but not 
limited to, damage, or loss of property or equipment, loss of profits or revenue(s), cost of purchased or replacement goods, or claims of customers of the purpose, which may 
arise and/or shall result from sale, installation or use of these parts. Installation of these parts may void vehicle manufacturers warranty coverage and/or may cause the 
vehicle to be illegal in some countries. Please check with local laws on the road use of your vehicle. Wossner reserves the right to make product improvements and changes 
without incurring liability with respect to similar products previously manufactured. By using these parts you are accepting these terms and conditions. 
 

 

 

 

Wössner two stroke connecting rod kits are a high quality performance component that will provide a long service life when 

properly installed and maintained. Due to the application and usage, the connecting rod and related components are exposed 

to high stresses and other influences that can impact the operation of these items.  

 

 

 

The information below is to help illustrate instances where the connecting rod or components were damaged in some way, 

either from improper installation, set up, or running conditions that contributed to damage to the components. These 

examples are intended to illustrate a typical condition where either lubrication was not sufficient, assembled clearance was 

less than specification, or other conditions contributed towards the failure of the lower end bearing, washers, and eventually 

the connecting rod bound and prevented the engine from running  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

A connecting rod assembly must be installed by a qualified technician using the proper 

tools and techniques. Do not attempt to install a connecting rod kit without proper 

instruction, tooling, and methods, to assure the proper operation of this component 
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