
                                       CIRCLIP INSTALLATION                                           WTB.00017-A 

TERMS AND CONDITIONS: Due to the nature of high performance and racing applications, Wossner components are sold without express warranty or any implied warranty of 
merchantability or fitness for a specific purpose. Wossner shall not, under any circumstances, be liable for any specific, incidental or consequential damages, including, but not 
limited to, damage, or loss of property or equipment, loss of profits or revenue(s), cost of purchased or replacement goods, or claims of customers of the purpose, which may 
arise and/or shall result from sale, installation or use of these parts. Installation of these parts may void vehicle manufacturers warranty coverage and/or may cause the 
vehicle to be illegal in some countries. Please check with local laws on the road use of your vehicle. Wossner reserves the right to make product improvements and changes 
without incurring liability with respect to similar products previously manufactured. By using these parts you are accepting these terms and conditions. 
 

 

 

 

Wössner performance pistons are produced using state-of-the-art CNC equipment to provide the highest quality possible. Each 

feature is machined to exacting tolerances to ensure strong and reliable performance. This includes the circlip retaining groove 

that is machined into the wrist pin hole. The retaining circlips supplied with each piston are a critical component that must be 

installed correctly. 

 

 

 

Each piston requires two retaining circlips to secure the piston pin. It is best to first install one circlip into the piston on the 

workbench, and before proceeding with assembling the piston assembly onto the connecting rod: 

 

 

 

 

 

 

 

 

 

 

Next install the piston assembly onto the connecting rod, sliding the piston pin through until the pin seats against the first 

installed circlip. Install the second clip into the retaining groove fully, until the clip is seated. Seated installation can be 

determined by an audible “click” as the circlip expands fulling into the retaining groove.  

 

 

 

 

 

 

 

The retaining circlips are intended to secure the piston pin in the piston assembly. 

Improper installation may lead to catastrophic engine failure! It is important to check 

and double check that the retaining circlip is installed properly into the retaining 

groove prior to assembling the rest of your engine! 

INSTALL CIRCLIP USING 

A SMALL FLAT BLADE 

SCREWDRIVER OR PICK 

ALWAYS INSPECT THE CIRCLIP INSTALLED INTO THE RETAINING 

GROOVE TO DETERMINE IF THE CLIP IS FULLY SEATED. FAILURE TO 

FULLY SEAT THE CIRCLIP CAN LEAD TO CATASTROPHIC ENGINE FAILURE! 

 

 

PUSH CIRCLIP INTO PIN 

HOLE TOWARDS GROOVE 

HELPFUL HINT: USE PISTON 

PIN TO BACK AGAINST FIRST 

CIRCLIP WHILE INSTALLING 

BOTH CIRCLIPS MUST BE 

FULLY SEATED INTO THE 

RETAINING GROOVES 

CIRCLIP MUST 

REMAIN ROUND 

AND INTACT FOR 

PROPER PISTON 

PIN RETENTION 

CIRCLIP SHOULD 

NEVER BE BENT OR 

OVER COLLAPSED 

DURING 

INSTALLATION! 


