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DATE 5. INDOOR TEMPERATURE



1.Sensitive white backlight.
2.Time display, 12/24hour selectable.
3.Year Month and Date.
4.Indoor temperature ℉/℃ selectable.
5.Temperature range: -10℃ ~ 50℃ (14℉~122℉).
6.Dual alarm, daily alarm (Mon. to Sun.) 
   or working day alarm (Mon. to Fri.) optional.
7.Snooze function.
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1.When power on, the preset time will be displayed on AM 
 12:00.
2.Turn the “LOCK” key to “TIME” level, time display will be 
 flashing
3. Press the “12/24” button to switch 12 hour or 24 hour; press 
 the “MINUTE” button to add the minute; press the “HOUR” 
button to add the hour. 
4. Press and hold “MINUTE” or “HOUR” for seconds can
 quickly add the data.
5. Turn the “LOCK” key back to LOCK STATUS to confirm the
 data setting



1. When power on, the preset date/month will be displayed on 
date:1, month:1
2. Turn the “LOCK” key to “DATE” level, year/month/date will 
be flashing. 
3.Press the “YEAR” button to add year; press the “DATE/℃-℉” 
button to add the date; press the “MONTH” button to add 
the month.
4. Press and hold “YEAR”, “DATE/℃-℉” and “MONTH” for 
seconds can quickly add the data.
5. Turn the “LOCK” key back to LOCK STATUS to confirm the 
data setting

1. When power on, the preset alarm time displayed is AM 6:00.
2. Turn the “LOCK” key to the “ALARM” level, the alarm time 
will be flashing.
3. Press the “12/24” button to set alarm time mode; press 
the “MINUTE” button to add the minute
4. Press and hold “MINUTE” or “HOUR” for seconds can 
quickly add the data.
5. Turn the “LOCK” key back to LOCK STATUS to confirm 
the data setting
6. Turn the “ALARM ON” key to the “MO-FR” level to set working 
day alarm (alarm working from Mon. to Fri.). words “MO-FR” 
will display on screen.
7. Turn the “ALARM ON” key to the “MO-SU” level to set the daily 
alarm (alarm working from Mon. to Sun.). words “MO-SU” 
will display on screen.
8. Turn the “ALARM ON” key to the “OFF” level to turn off the alarm.
9. Alarm will last 1 minute if no other operations.



1. When alarm ringing, press “LIGHT/SNOOZE” to make it 
silent for 5 minutes, and the snooze “ Zz ” flashing.
2.   During   snooze   time,   press   any   other   key   (except 
“LIGHT/SNOOZE”) will stop snooze function.
3. The maximum of repeated snooze can be 10 times.

1. The indoor temperature will display automatically after set up.
2. Press “DATE/℃-℉” key to switch ℃/℉.
3. The temperature will be automatically updated in each
10 seconds. 
4. Temperature tolerance: +/- 1.5℃

TEMPERATURE 

1. Turn the “LIGHT SENSOR ON/OFF” button to turn on or 
turn off the light sensor.
2. When light sensor is turned on, clock will automatically 
adjust its back light according to the brightness of surroundings
For example, clock backlight will auto on dark surroundings 
3. When light sensor is turned off, clock will not automatically 
adjust its backlight
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