
8G InstallatIon InstructIons

2. Install the neck Bracket

Secure the Frame Neck Adapter to the frame using four
(4) pieces each of the 5/16”x1 3/4” screws, 21mm OD
washers, and 5/16” nylok hex nut.

3. rout caBles through Mast

Slide the Upper Shroud Cover and Mast Grommet 
onto the Mast.

Route the wires for the display up and out through 
the top of the mast. Then use two (2) pieces each 
of the 3/8”x3 5/8” screws, M10 washers, and 3/8” 
nylok hex nuts to secure the Mast to the Frame Neck 
Adapter.

4. Mount the handraIls

Install the neck beauty ring onto the top of the lower 
neck as shown.

Slide one beauty ring onto both the right handrail of 
the Hotbar Handrail Assembly then use two (2) pieces 
each of 5/16”x3/4” screws and .875” OD washers to 
secure the  right handrails to the Mast. Repeat this step 
for the left handrail.

5. secure sIde raIls to FraMe

Slide the Left Handrail Grommet onto the Lower Left Handrail then repeat 
this step for the Right Handrail Grommet and Lower Right Handrail.  Then 
remove the Lower Handrail attachment hardware located on the frame 
and use it to attach the Left and Right Lower Handrails

6. secure sIde raIls to hotBar

Attach the Lower Left  Handrails to the Hotbar Hand-
rail Assembly using two (2) pieces each of 5/16”x3/4” 
screws and .875” OD washers. Repeat this step for the 
Lower Right Handrail.

Check to ensure both the beauty rings for the Hotbar 
Handrail Assembly and the rubber grommets for both 
the Mast and Lower Handrails are in place and all 
hardware is tight.
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1. reMove all parts FroM the Box

Remove all the packaging material and parts not attached to unit 
including shrouds, mast, hardware card, etc. so the 8G Stepmill is  
ready for assembly on the shipping crate platform. Move the main 
assembly carefully off the shipping pallet.

Caution: The unit is very heavy and two people may be 
needed to move the frame assembly.

For installation assistance or missing parts, please call Stairmaster Support at 1-800-503-1221



7. Install neck shrouds

Slide the upper shroud cover and neck grommet 
down the mast onto the frame ensuring the grommet 
has a good seal between the mast and the upper 
shroud then secure using the plastic rivets

8. reInstall shroud cap

Attach the Lower Right Handrail Cover using the plastic rivets 
then repeat for the Lower Left Handrail. Slide the Lower 
Handrail Grommets down and ensure a tight seal against the 
Lower Shrouds and Lower Handrail Covers.

9. Install levelIng Feet

With help from another individual, tip the 8G on its 
left side and install the left side Leveling Feet. Re-
peat this process for the right side Leveling Feet.

10. Install dIsplay rear housIng

Fasten the back half of the console assembly to the 
Mast using the screws supplied with the console.

12. secure dIsplay

Secure the front half of the console assembly to the 
back half using the screws supplied with the console 
taking care not to pinch any wires and ensuring that 
the rubber console grommet has a good seal.

14. Install transport Wheels (optIonal)
The Transport Wheels can optionally be installed to help 
with movement of the unit. Slide a Transportation Pin 
through the left side of the frame. Then, slide one Trans-
port Wheel onto the left side transportation pin so that the 
wheel sits inside the frame. Finally, use a cotter pin  to 
lock the transport wheel onto the transportation pin. Re-
peat these steps for the right Transportation Wheel. Once 
the machine has been moved into the desired location, 
remove the transport wheels before use.

11. connect caBles to console Board

Connect the appropriate wires coming out of the 
mast to the correct locations, please reference 
the console wiring guide (Doc 620-8424) included 
in the console box.
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13. InstallatIon Is coMplete




