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Terminals 

Heat Sensor 

WIRING YOUR CONTROL BOARD 
 

WARNING:  STOVE MUST BE OUT (NO FIRE), COOLED DOWN, AND UNPLUGGED BEFORE 

PROCEEDING.  FOLLOW ALL CODES. 
NOTE:  VERY OLD BOARDS (THOSE WITH TWO KNOBS AND TWO BUTTONS, INSTEAD OF THE TOUCH PAD) 
ARE WIRED DIFFERENTLY.  THIS DIGITAL STYLE BOARD SHOULD WORK WITH STOVES THAT USED THE OLD 

BOARDS; PLEASE STATE YOUR MODEL NUMBER AND DATE OF MANUFACTURE WHEN ORDERING. 
 

     1.  If you are replacing an existing board, remove the rear access panel from the stove, and the 
side panel if necessary.  The simplest way to change boards is to remove the wires one at a time 
from the old board and plug them into the new board; however, if the old Control Board has 
already been removed, wiring a new one is quite easy.  No solder joints are required, and the tools 
you will need are very basic.  
You will need:  A pair of cutting pliers; a 5/16” wrench or socket; and some zip ties (plastic wire 
ties).  Note:  if your stove was manufactured before 2001, you will also need a 1/8” Allen wrench 
for the Heat Sensor screw. 
 
      2.  The first step in replacing the old board is to remove the screw that holds the Heat Sensor 
in place on the stove. The sensor is the cloth-covered wire that connects the board to the stove.  
NOTE:  When you replace the Heat Sensor, be sure to screw it tight against the stove. 
 
      3.  The next step is to unscrew the old Control Board from the side of the stove. There are two 
5/16” screws that hold the board in place. 

 
4. NOTE:  Visit heatredefined.com and click 
Support to download an owner’s manual for your stove 
model. This will contain the wiring diagram for your control 
board. You may also check out youtube.com/heatredefined 
and find your stove model’s Playlist for instructions.  
NOTE:  Some components have a black and a white wire, 
while others will have two black wires, for example - with this 
board it does not matter which color wire goes to which 
terminal for that component. 
 
5.  Reinstall the new Heat Sensor securely to the stove.  Fasten 
the Control Board to the side of the stove and re-tie the wires 
inside the stove.   
 
Important:  Tie the wires up in such a way as to prevent them from touching any electric 
motors or hot or moving parts inside the stove! 
After tying up the wires, plug the stove back in.  Do not reach into the back of the stove after 
plugging it in!  Turn the stove ON and run a functional check of it to ensure proper function.  
 
  6.  After confirming proper function, shut the stove down and unplug it from power, replace the 
panels, and reinstall the flue system if necessary.                TECH SUPPORT: (800) 245-6489 

WARNING:  ELECTRICAL 
SHOCK CAN OCCUR IF UNIT IS 

NOT UNPLUGGED. 


