
LS-TP-A.0
1 of 44940 Top Line Dr,Dallas,TX 75247   001-9729517795 www.ledsion.com

Date:                         Location:

Product:                            Project:

Quantity:                            Catalog#

CONSTRUCTION: ELECTRICAL:
Available as 120-277V input. -22°F to104°FExtruded opal prismatic material with UV protection

End Caps:white PC material
.

INSTALLATION&MOUNTINGOPTICAL�SYSTEM: :

WARRANTY:

High brightness lumileds LED chips. High quality tem pc 
optics.110° beam angle.

5-year limited warranty. Actual performance may differ as a result of 
end-user environment and application

Wall/Ceiling Mounting with quick mount clips for easy 
installation. male female connectors for linkable.

.

FEATURES

SUITABLE APPLICATIONS

Airport, Train station, Subway, Parking lot
Factory, Workshops, Production line, Warehouse
Tunnel, Basement, Storage, Roads etc

 

IP65 rated water-proof,�dust-proof,�IK10�pressure-proof��
Easy installation and maintenance
Special design linkable which support max 10 fixtures together

50,000 hours lifetime

Triproof��LED�Light

Model NO SIZE Wattage Voltage Kelvin Options Light Efficiency

100-277V4FTLS-TP40WF4-50K 40W 130LM/W 3000K/4000K/5000K

PERFORMANCE

Electric Characteristic

Input�power Lumens�output Efficiency CRI Color�Temperaturelamps�efficiencyCertificate Equivalent

LS-TP40WF4-50K ETL CETL DLC 40W 5200LM 130LM/W ＞80 3000-5000K ≥90% 110-150W�MH/HPS

Model NO



LIGHTING

LS-TP-A.0
2 of 44940 Top Line Dr,Dallas,TX 75247   001-9729517795 www.ledsion.com

PACKAGE/WEIGHT

Model No Size Master Carton Size Qty/Carton Weight

�LxWxH�) �KG�) /��LBS)

LS-TP40WF4-50K 4FT 47"×5.7"×3.5" 6 12.5KG/27.7lbs

) ))

Triproof��LED�Light 

Electric Characteristic

Emergency Battery Backup.Style
LSED20W

OPTIONAL ACCESSORIES

WARNING

1. The installation and maintenance must be completed by 
    electricians or professionals.

2. Please cut off the power before installation and 
    maintenance.

3. The thermally insulating material is not allowed to cover 
     the fixture.

4. Please keep away from the corrosive substance, and keep 
    the fixture dry and clean.

5. Working temperature: -4°F~104°F, storage temperature: -22°F~140°F.

AVERAGE BEAM ANGLE(50%): 113°

Test Number:LS-TP40WF4-50K
UNIT:CD

Lumens:5200LM 
C0/180,110.9

Test Number:40W
C30/210,110.5

Test Number:5000K
 C60/240,109.3.
 C90/270,109.1
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DISTRIBUTION DIAGRAM
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Installation Manual

Turn off the switch
Step1

Step2

1 Drill 6mm holes on the roof/wall

2 Insert  6mm expansion
pipe into the hole and fixthe
 bracket by M4 screw

Step3

Connect the wire in the outlet box.

Step4

FRENCH

La puissance electrique maximal en série

peut être de 540W

Tighten the screw with screwdriver

The max wattage in series can be 540W

1 ceiling Installation 2 The final apperence
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Step5
Turn on the switch

ATTENTION: à noter qu'il ne faut pas utiliser le produit dans les endroits suivants


