
PLEASE READ BEFORE BEGINNING INSTALLATION
Prior to starting the installation of this product we suggest reading the entire instruction 
manual.  Several of the steps involved in installation of this product are fairly complex and 
reading through ahead of time will help you with a pain free installation.   An extra minute or 
two spent now will save a lot of headache down the road.

This product must be installed by someone with a certain amount of mechanical aptitude.  
Vector OffRoad can not be held liable for damage caused to your vehicle due to poor or incom-
plete installation of this product.  If you have any questions, are missing parts or need help 
locating a skilled installation shop in your area please contact us.

Please exercise judgement and caution when adding extra weight to tire carriers. Vector 
OffRoad is not liable if you overload your tire carrier and cause damage to yours or another 
vehicle. Consult with the manufacturer of your tire carrier for their total weight capacity rating. 
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PARTS LIST                        QTY
EXO Base Plate       1
EXO Tubing Rack     1
3/4” Hex Head Bolt of your length                 1
Jam Nut      1
Washer      1

REQUIRED TOOLS           
1 & 1/8” Socket & Ratchet (optional)
1 & 1/8” Open End Wrench or large adjustable wrench



OFFROAD.COMEXO RACK INSTALLATION INSTRUCTIONS

 Page 2 of 2  
REV 032615

1.  Remove your spare tire from your tire carrier.

2.  Place the EXO Rack base plate onto the wheel mounting surface of the tire carrier.

3.  Reinstall your spare tire, being careful to keep the EXO Rack base plate centered in 
the hub opening of the wheel.

4.  Brush anti-seize or grease onto the threads of the large bolt.  Slide the washer onto 
the bolt and then install the bolt into the EXO Tubing Rack.  �read the jam nut by 
hand onto the bolt until it can go no further. 

5.  Install the EXO Tubing Rack and bolt assembly to the base plate by threading the 
bolt into the center coupling nut.

6.  �e EXO Tubing Rack can be mounted vertically or horizontally.

7.  Tighten the large bolt using a 1 & 1/8” wrench or socket until the tubing rack is 
snug against the spare tire and does not move.  Do not overtighten the bolt.  It is a 
large bolt and can easily deform the EXO Rack. 

8.  Tighten the jam nut with a 1 & 1/8” open end wrench or large adjustable wrench.

Questions or Comments, please email admin@vectoroffroad.com
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