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Please read this manual carefully before using and keep it properly for further reference. 
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Ⅰ. Features of the Press 

1. Large Pressing surface. 

2. Save Ironing time by as much as 50% of hand – held irons. 

3. Automatic shut-off safety feature 

4. Burst of steam feature for stubborn wrinkles. 

5. Temperatures control for different type of fabrics. 

 

Ⅱ. Parameters of Power Supply 

SIZE OF IRONING PLATE POWER SOURCE POWER 

65*24CM 

(25.6X9.5 in) 

AC220V~240V 50Hz/60Hz 

AC110V~127V 50Hz/60Hz 

1200W~1500W 

1200W~1600W 

80*31CM 

(31.5X12.2 in) 

AC220V~240V 50Hz/60Hz 

AC110V~127V 50Hz/60Hz 

1600W~1900W 

1600W~2100W 
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Ⅲ. Important Safeguards 

When using your Steam Press, the following safety precautions should be followed: 

1. Use this press only for its intended use. 

2. Before plugging in this press, be sure the electrical information show on the bottom label agrees with your 

power supply. 

3. To protect against risk of electrical shock, do not immerse the press in water or other liquids. 

4. The press should always be turned off before plugging into or unplugging from electrical outlet. 

5. Avoid Power cord touch with hot surface during operation. Let the press cool down completed(about 

30minutes) before storing or take away 

6. Always disconnect the press from electrical outlet when filling with or emptying water. Be careful to avoid 

spilling water over the press when filling. 

7. Always disconnect press from electrical outlet when not in use. 

8. Do not operate the press with a damaged cord or if the press has been dropped or damaged. To avoid the risk 

of electric shock do not disassemble the press. Incorrect reassembly can cause risk of electric shock; take it to 

an authorized service centre or our factory for examination and repair. 

9. To avoid a circuit overload, do not operate another high wattage appliance on the same circuit. 

10. If an extension cord is absolutely necessary, a 10 Ampere cord (for 220/240V appliances) should be used. 

Cord rated for less amperage may overheat. 

11. The press must be well grounded. No change to the plug of press is allowed. 

12. Burns can occur from touching hot metal parts, hot water or steam. 

13. In area of worst water quality, suggest to use distilled water. Do not use Perfumed, Alcohol, defrosted water to 

filling in water tank, it will damage the machine 

14. If the supply cord is damaged, it must be replaced by the manufacturer, its service agent or similarly qualified 

Persons in order to avoid a hazard. 
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Ⅳ. Getting to Know the Press 

For LED Display 

1. Pressing Handle 

Use for raising and lowering the pressing plate. 

For automatic maximum pressure: With the pressing plate against the ironing 

board, continue lowering the handle until it reaches its lowest position. 

When the pressing plate and the ironing board are locked from locking knob, use 

the handle to carry the press. 

2. Pressing Plate 
Temperature controlled surface for heating and pressing fabric. 

3. Ironing Board 
The padded surface that holds your fabric during pressing. 

4. Water Tank Fill Hole and knob 
Remove knob to fill water tank. 

5. Locking Knob 
Lower the Handle to its lowest position. Turn locking knob to the locked position, 

pressing plate and the ironing board are locked together. 

6. Steam Burst Button 
On either end of the handle button can produce a burst of steam when pressed. 

7. Sleeve Board(Optional) 
The sleeve board can be simply pivots into place and used for shirt yokes, shirtsleeves without creases, 

lapels, ruffles, children’s clothing, etc. 
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8. Power Indicator Light 
If electrical outlet is plugged, indicator light glints. If press power switch, the light on. 

9. Power Switch 
Press to turn the power on or off, Indicator light will on, when press power switch 

10. Heat Indicator Light 
When the light glints, the ironing plate is start heating. 

11. Water Level Indicator Light 
When the light glints, water tank is empty of water. 

When the light off, water tank has enough water. 
12. Fabric Settings Light 

When fabric setting light is on, this indicates you to select suitable fabric temperature. 
13. Temperature Panel 

Show ironing temperature. 

14. Steam Ready Light 
When the light is on, this indicates the ironing board temperature has increased to the selected setting 

(cotton/linen). If the temperature control is set high enough and the pressing plate is at the open position you 

can press steam burst buttons, steam will spray to garment from the holds of the press plate. 
15. Temperature Increased Key 

Press this key to increase ironing temperature 
16. Temperature Lower Key 

Press this key to lower ironing temperature. 
17. Socket 

Connect the power cord and the Press 
18. Power Cord 
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For VFD Display 

1. Pressing Handle 

Use for raising and lowering the pressing plate. 

For automatic maximum pressure: With the pressing plate against the ironing 

board, continue lowering the handle until it reaches its lowest position. 

When he pressing plate and the ironing board are locked from locking knob, use 

the handle to carry the press. 

2. Pressing Plate 
Temperature controlled surface for heating and pressing fabric 

3. Ironing Board 
The padded surface that holds your fabric during pressing. 

4. Water Tank Fill Hole and Cap 
Remove cap to fill water tank. 

5. Locking Knob 
Lower the Handle to its lowest position. Turn locking knob to the locked position, pressing plate and the 

ironing board are locked together. 

6. Steam Burst Button 
On either end of the handle button can produce a burst of steam when pressed 

7. Sleeve Board(Optional) 
The sleeve board can be simply pivots into place and used for shirt yokes, shirtsleeves without creases, 

lapels, ruffles, children's clothing, etc. 
8. Power Indicator Light 

If electrical outlet is plugged, indicator light glints, if press power switch, the light on. 
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9. Power Switch 
Press to turn the power on or off. Indicator light will on, when press power switch. 

10. Fabric Settings Light 
When fabric setting light is on, this indicates you to select suitable fabric temperature. 

11. Heat Indicator Light 
When the light glints, the ironing plate is start heating. 

12. Temperature Panel 
Show ironing temperature. 

13. Steam Ready Light 
When the light is on, this indicates the ironing board temperature has increased to the selected setting 

(cotton/linen). If the temperature control is set high enough and the pressing plate is at the open position you 

can press steam burst buttons, steam will spray to garment from the holds of the press plate. 
14. Water Level Indicator Light 

When the light glints, water tank is empty of water 

When the light off, water tank has enough water. 
15. Temperature Increased Key 

Press this key to increase ironing temperature 
16. Temperature Lower Key 

Press this key to lower ironing temperature. 
17. Socket 

Connect the power cord and the Press 
18. Power Cord 
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Accessory 

1. Pressing Cushion 

Fabric covered pad used for pressing gathered or contoured areas such as sleeves, darts and yokes 

2. Water Container 

Use for filling and emptying the Water Tank. 

3. Spray Bottle 

Plastic water bottle for dampening fabric before pressing 

4. Ironing Board Cover 
Removable and washable for extended life. 

 

*Automatic Safety Shut-off Switch: 

A multi-function safety feature: Automatic turns off electrical power when the pressing plate has been left against 

the Ironing Board for more than 15 seconds or left in the open position without use for about 15 minutes. To 

continue operation, press the power switch. OR raising or lowering the pressing plate will also turn power back on. 

 

Fabric Settings 

NYLON 

• 

SILK 

‥ 

WOOL 

∴ 

COTTON 

∷ 

LINEN 

 

65℃~95℃ 95℃~125℃ 125℃~155℃ 155℃~185℃ 185℃~205℃ 
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Ⅴ. How to Operate the Press 

Step 1: Setting the press on a steady work surface. Unlock the locking knob. 

 

Step 2: filling the water into water tank 

- Always make sure the press is unplugged before filling water. 

- Open the water tank knob and pour the water with the water container slowly into the water tank 

- Be careful to avoid spilling water over the press. 
 

Step 3: Turning ON the power: 

- Make sure the press is unlocked. 
- Power cord plugs into the socket 
- Lift the pressing plate to Opening position. 
- Plug the press into a power outlet. The Red Power Indicator light will on. 
- Press “Power Switch” to start operation 
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Step 4: Selecting the temperature 

- Press “Temperature Increased Key” or “Temperature Lower Key” until it points to the kind of fabric you 

wish to use.  
Important Note: 

If you cannot determine the type of fabric, begin with the lowest setting and increase the temperature as 

desired until you obtain the proper results. 
- We recommend pressing fabrics which require low temperature first (Nylon) and gradually increase the 

temperature as needed. 
- The Heat Indicator light will glints, the ironing plate start heating until light stay “on” 
- When changing the setting from a higher section to lower setting allow several minutes for the pressing 

plate to cool sufficiently after making the change. 
 

Step 5: Steam Control 

- Steam is produced only when the temperature control is set to the higher temperature level (i.e. Cotton / 

Linen). The temperature control must be set high enough to have sufficient heat to produce vapor. The 

steam ready light is on when the press has reached the desired temperature and ready to produce 

steam. 

Important Note: 

Steam burst can only be used when the steam ready light is on and the pressing plate is in the opened 

position. Do not use the steam burst when the press is closed, or you may damage the press. 
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Step 6: Pressing: 

- Lift the pressing handle. The pressing plate moves to the opened position. 
- Arrange carefully the garment to be pressed onto the ironing board (avoid to contact with hot plate 

anytime) 
- Grasp the handle and lower it onto the ironing board, you may leave the plate in this position for light 

pressing; you may continue to grasp the handle. After a few seconds, lift the handle to the opened 

position. 
- If the temperature control is set high enough and the pressing plate is at the opened position you can 

press either one steam burst buttons, steam will spray to garment from the pressing plate. 
Important Note: 

The heater in the pressing plate will automatically shut-off after 15 seconds with the pressing plate 

lowered against the ironing board or after 15 minutes of no activity with the pressing plate in the open 

position. 

 

Step 7: Finishing pressing: 

- Press Power Switch to “off and disconnect the plug from the outlet. 
- Allow the pressing plate to cool completely in the open position 
- After the press has cooled down completely, grasp the handle and lower the pressing plate onto the 

ironing board. 
- Turn the locking knob to the locked position. This will prevent the press from opening while being moved 

or stored. 
- We suggest emptying the water tank after use. 
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Ⅵ. Pressing Suggestions 

1. Placing a press cloth between the fabric and the pressing plate may be desirable. 

2. Most of today’s buttons and zippers require no special attention. However, some may be sensitive to        

heat. Take care with items that could melt. Place these items face down on the ironing board or cover with a 

press cloth before pressing. 

3. Some fabric should be of moisture during pressing by these ways. Spray some water to the fabric with the 

spray bottle; place a damp cloth over the area to be pressed. In either case, press for a few second and then 

raise the pressing plate to allow steam to escape. Repeat until the fabric is dry. 

 

 Use The Pressing Cushion 

Some garments have been constructed with details, such as darts, curved seams and shoulder pads, which as 

darts, which are not to be pressed. A pressing cushion is supplied with your press for use in this case. 

1. Place the area to be pressed on the ironing board. 

2. Place the pressing cushion under the darts, curved seams, etc. 
3. Lower the pressing plate. Since the cushioned area is raised, it is the only area that the plate can contact. 
4. Raise the pressing plate after a few seconds. 
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Ⅶ. Cleaning and Maintenance 

1. To clean the Pressing Plate: 

- Centre the Pressing Cushion on the Ironing Board. Place a towel over the Pressing Cushion and Ironing 

Board. 

- Set the steam control and temperature control for the maximum steam and temperature. 

- When reach the maximum steam and temperature, gently lower the Pressing Plate onto the Pressing 

Cushion. Press down on the Steam Burst Button 6 or 7 times. 

Important Note:  

Burns can occur from touching hot metal parts, hot water, or steam. Avoid to direct contact with steam. 
2. Clean the Pressing Plate regularly with a damp cloth. Do not use abrasive cleaners. 

3. The Ironing Board Cover is easily removed for washing. 
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Ⅷ. Troubleshooting 

Problem Cause Remedy 

1. Press can not be opened if 
using pressing handle. 

 
2. Press becomes warm but can 

not remove wrinkles 
 
3. press does not get warm 
 
 
 
 
 
 
 
 
 
4. No Steam 
 
 
 
 
 
5. Pressing Handle will not move 

into Automatic Max. Pressure 
position. 

Locking Knob is in locked position. 
 
 
Temperature setting is not hot 
enough for fabric. 
 
Press is not plugged into outlet. 
 
Automatic shut off. Pressing Plate 
has been lowered against Ironing 
Board for 15 seconds or more 
without being raised. 
 
Automatic shut off. Unit has not 
been used for 15 minutes or more. 
 
Water level is too low. 
 
Controls have not been set properly 
 
 
 
Item on Ironing Board is too thick. 

Turn Locking Knob to open position 
 
 
Set to higher temperature until 
desired results are obtained 
 
Connect Press to outlet 
 
Press Power Switch. Keep Pressing 
Plate raise during warm-up period. 
 
 
 
Press Power Switch 
 
 
Filling water 
 
set temperature to higher 
enough( for cotton / linen only) 
 
 
Use lighter pressure on thick items. 
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Ⅸ. Circuit Diagrams 

 

 


