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THESE COMPONENTS GO
INSIDE THE ENGINE BAY
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ON TOP OF THE BOXED FRAME
THESE COMPONENTS GO
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THESE COMPONENTS GO
INSIDE THE BOXED FRAME

ITEM NO. PartNo DESCRIPTION QTY.

1 AI2406-00 FORD N801995-S436 (M12 
LOCKING NUT W/ WASHER) 1

2 AI2405-00 UPPER WASHER 1

3 AI2404-00 PLASTIC SHIM 1

4 AI2403-00 UPPER CUP 1

5 AI2399C-00 UPPER ISOLATOR 1

6 AI2400-00 PLASTIC CAP 1

7 AI2401C-00 SILICONE SHIM 1

8 AI2398C-00 LOWER ISOLATOR 1

9 AI2179-00 CUP SEAL 1

10 AI2402-00 LOWER CUP 1

11 AI2204-00 FORD W712879-S439 1

TORQUE NUT TO 60 FT-LBS.

INSTALL COMPONENTS IN THE CORRECT LOCATION
ACCORDING TO THIS DIAGRAM. COMPONENTS
INSTALLED INCORRECTLY WILL CAUSE CLUNKING
NOISE AND MAY RESULT IN DAMAGE TO THE VEHICLE.

1999-2003 FORD SUPER DUTY 7.3L
2003-2007 FORD SUPER DUTY 6.0L
RADIATOR CORE SUPPORT MOUNTS
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