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DOWNLOAD THE LATEST 
INSTALL MANUALS AT 

www.bddiesel.com 

 

 
 

BD Screamer Series: Dodge 6.7L Drop-in 
Replacement 

 
 

1045770 2007-2012 Dodge 6.7L ISBe 

1045771 2013-2018 Dodge 6.7L ISBe 
U 

 

 

 
 

 
 

UNLESS AN EO# IS LISTED, THIS PRODUCT IS LEGAL IN CALIFORNIA FOR 
RACING VEHICLES ONLY, WHICH MAY NEVER BE USED UPON A HIGHWAY. 
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PLEASE READ ALL INSTRUCTIONS BEFORE INSTALLATION 

 
 

PRE-INSTALLTION 
A new turbocharger will not solve any of the following failures: 

• Oil contamination 

• Restrictive oil drain and/or oil supply 

• Overspeed due to boost leaks 

• Exhaust leaks due to faulty seals and/or clamps 
 
Turbo overspeed will lead to premature turbo failure. Boost pressure can be used to estimate 
turbo speed. The table shows maximum allowable turbo speed at 3200RPM. A restrictive intake 
or a boost leak will lead to increase in turbo speed and cause an overspeed failure. 
 

Max Turbo Speed Max Boost (psi) 

121,000 RPM 38 

 
INSTALLATION 
 
BD 6.7L Screamer turbo is designed to a direct drop-in. Follow Chrysler instruction on removal 
and installation for the turbocharger on Dodge 6.7L 2007-2018. 

 


