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Unplug the brown plug at the servo motor 
located on top of the intake elbow.

Remove the plastic shroud at the front of the 
engine covering up the crossover tube. There 
are four 8mm bolts holding it down.

3 - 5/16˝ Bolts with Nuts
1 - 1/4˝ Bolt with Nut
8 - Washers
1 - Small Bracket Spacer & Bolt with Washer
1 - Large Bracket Spacer, Stud & Bolt with Nut & Washer
1 - O-ring
1 - Small Cooler Plate
1 - Large Cooler Plate
2 - EGR Gaskets
1 - Billet EGR Plate
1 - Brass Plug
1 - Hose Clamp
1 - Threaded Cylinder Head Plug
**Kit no longer comes with threaded coolant hose barb. 
Use factory fitting without O-ring.**
1 - 90 Degree Hose
2 - Hose Clamps
1 - O-Ringed Coolant Hose Barb
1 - Bracket
1- 1 1/4” x 5/16” Bolt
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Crossover tube can be completely removed.Also remove the 8mm bolt located between the 
crossover tube and the radiator coolant tube.

Remove the two V-band clamps located at 
either end of the EGR crossover tube. 
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Install the blocker plate on top of the intake 
manifold using the stock bolts.

Remove the two 10mm nuts on the passenger’s 
side of the engine holding the heat shield to the 
EGR Cooler outlet pedestal. There will be four 
more 10mm bolts behind the heat shield that 
also need to be removed. 

steering lines away from the serpentine belt 
– H&S tuners will allow the servo motor to be
completely removed from the truck)

Remove the four 10mm bolts holding the EGR 
servo motor to the top of the intake elbow. (if 
you are using a Smarty tuner to do the deletes 
you will need to plug the servo motor back in 
and zip tie the entire thing off to the power
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Remove the 10mm bolts holding the cables and 
butterfly valve to the EGR cooler.

Looking straight down on the EGR cooler you 
will see four 10mm bolts mounting the EGR 
Cooler onto the cast bracket that it sits on. 
Remove these bolts using a 10mm deep socket 
and 4” extension.

Using a 10mm deep socket, remove the upper 
two bolts and a 10mm wrench on the lower two 
bolts.
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Using a 15mm deep socket and short exten-
sion, remove the nut located at the back EGR 
pedestal closest to the engine. You will need a 
15mm wrench to remove the outer nut.
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Remove the two 13mm bolts holding the cast 
bracket to the side of the cylinder head. Make 
sure you do not confuse them with ex-haust 
manifold bolts.

Remove the 10mm bolts holding the transmis-
sion dip stick to the EGR cooler bracket.
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Remove the cast EGR cooler bracket.

1413

Now you can remove the EGR cooler from the 
truck. It will also leak so try to keep the coolant 
inlet pointed upward to avoid excess coolant 
leakage.

Remove the coolant lines going from the cyl-
inder head to the EGR cooler. These will leak 
some coolant so have a drain pan ready.
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Install the front cooler delete plate and tighten 
bolts accordingly.

Install the large cooler delete plate at the back 
of the manifold using the factory gaskets. If you 
are installing a programmer or gauges using an 
EGT probe, there is a pre-drilled and taped hole 
in this plate. If you are not using an EGT Probe, 
we have provided an 1/8” NPT plug to close off 
the hole.
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Now that the cooler and bracket are out of the 
way you can use a 15mm box end wrench to 
remove the two 15mm nuts holding down the 
front pedestal.
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Slide bracket onto coolant barb and fasten 
bracket to the exhaust manifold and transmis-
sion dipstick with the supplied hardware.  
Relocate the crank case ventilation tube with 
the small spacer included in the hardware kit.

Install o-ring barb into coolant pipe. Remove top manifold bolt on cylinder 4 (#1 
is at front of truck) Using the factory 
spacer, install the provided threaded rod 
and nut to fasten manifold back to head. 
Use the 3-4 threads exposed on the stud to 
secure long aluminum spacer. Attach rear 
of bracket as shown.
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Loosen backpressure sensor nut. Then rotate 
and bolt to bracket with supplied hardware. 
Afterwards, re-tighten nut. 
*** For 2014-Up
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Remove the rear coolant plug from cylinder 
head.
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Refill coolant when finished.
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Install 90 Degree hose from the O-Ringed barb 
to the threaded barb on the rear of the cylinder 
head using supplied hose clamps.

Use factory coolant barb without O-Ring installed 
between #5 and #6 cylinder as shown.
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